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1.0 INTRODUCTION

This Semi-Annual Status Report (SASR) has been prepared for the Olin Chemical Superfund Site (the Site)
in Wilmington, Massachusetts, on behalf of Olin Corporation (Olin) by Wood Environment & Infrastructure
Solutions, Inc. (Wood, formerly Amec Foster Wheeler). The SASR has been prepared consistent with Section
2IL.C. of the Statement of Work, Remedial Investigation/Feasibility Study (RI/FS), Olin Chemical Superfund
Site, prepared by the United States Environmental Protection Agency (USEPA) Region I — New England and
dated June 2007 (USEPA, 2007). This SASR summarizes the monitoring activities conducted from October
2018 through March 2019 and presents monitoring data and analytical results including, but not limited to,
groundwater, surface water, and sediment data from the Slurry Wall/Cap and Plant B monitoring programs.

The Site location is presented in Figure 1-1. Figure 1-2 is a Site plan that identifies the three areas that are
described in the Interim Response Steps Work Plan (IRSWP) including Slurry Wall/Cap Containment Area,
Plant B, and the off-Property West Ditch (OPWD) area. This SASR summarizes field and reporting activities
for the three areas where Interim Response Steps (IRS), as described in the IRSWP and DAPL Extraction
Study, are being conducted.

The three specific IRSs include:

e Slurry Wall/Cap — monitoring of groundwater, surface water, and sediment in the area surrounding the
Slurry Wall and inspection of the temporary cap;

e Plant B — operation, maintenance, and monitoring of the groundwater recovery/treatment system that
was designed to remove and control migration of light non-aqueous phase liquid (LNAPL); and

e Dense Aqueous Phase Liquid (DAPL) Extraction — Design, installation and operation of a pilot study to
evaluate the efficacy of DAPL extraction in the OPWD Area.
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2.0 SLURRY WALL/CAP

The following sections present results of chemical analyses for groundwater, surface water, and sediment
samples associated with the slurry wall/cap during the fourth quarter of 2018 and first quarter of 2019.
Groundwater level data for the fourth quarter of 2018 and first quarter of 2019 are presented in the field
activity reports contained in Appendices A-1 and A-2. The data validation memoranda for these sampling
events are provided in Appendices B-1 and B-2, respectively. The results of these analyses are generally
consistent with past results.

Olin personnel conducted weekly observations of the weir and South Ditch and recorded observations
concerning wildlife, surface water conditions, and flocculent accumulation. These reports are reviewed by
Wood and compiled in separate monthly reports, which are provided for the current reporting period in
Appendix C.

2.1 Groundwater

Groundwater sampling and analysis for the fourth quarter of 2018 sampling event was completed from
November 14" through 28, 2018. The first quarter of 2019 sampling event was completed from April 3™
through 4%, 2019. Note, the first quarter sampling was implemented in April due to winter weather
conditions and associated personnel safety.

The fourth quarter of 2018 sampling event included groundwater sample collection from 15 monitoring
wells: GW-10S, GW-24, GW-25, GW-34SR, GW-34D, GW-35S, MP-2 #15, GW-43SR, GW-76S, GW-78S,
GW-79S, GW-201S, GW-202S, GW-202D, and GW-CAL; and five piezometers: PZ-16RRR, PZ-17RRR, PZ-18R,
PZ-24, and PZ-25 located along the South Ditch consistent with the Final IRSWP. The first quarter of 2019
sampling event included groundwater sample collection from five monitoring wells: GW-25, GW-78S,
GW-79S, GW-202S, and GW-202D; and five piezometers: PZ-16RRR, PZ-17RRR, PZ-18R, PZ-24, and PZ-25.

Quality Assurance/Quality Control (QA/QC) samples include two field duplicates and matrix spike/matrix
spike duplicates (MS/MSD).

The sample locations, details of sampling, and the analytical program are identified in the field activity
reports. Field activity reports for the fourth quarter of 2018 and first quarter of 2019 sampling events are
contained in Appendices A-1 and A-2, respectively. The field activity reports also contain tabulated final
field parameter measurements collected at the time of sampling, sample collection field data records, and
instrument calibration records. Groundwater samples were analyzed by TestAmerica Laboratories, Inc. (TAL)
for ammonia, chloride, sulfate, specific conductance and filtered samples are analyzed for aluminum and
chromium.

Table 2-1 and Table 2-2 summarize groundwater analytical results for referenced quarterly samples. The
data validation memoranda for groundwater and surface water are included in Appendices B-1 and B-2
and conclude that TAL results are useable as reported by the laboratory unless otherwise indicated in the
validation report.

Appendix D-1 presents time series groundwater concentration plots for aluminum, ammonia, chloride,
chromium, specific conductance, and sulfate from the south, southeast, west, and north areas surrounding
the Containment Area. These plots include both current and historic data. Groundwater analytical data for
monitoring well GW-43SR (west of the Containment Area) was added to Appendix D when it was replaced
in November 2010, and piezometers PZ-24 and PZ-25 were added in June of 2011 at the request of USEPA.
Piezometer PZ-24 and well GW-35S are interior to the Containment Area, while one well (GW-CA1) is
located within the gravel equalization window of the Containment Area.
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In general, the analytical results for dissolved metals (aluminum and chromium) in groundwater samples
collected from within the Containment Area (GW-35S, GW-CA1, and PZ-24), south of the Containment Area
(GW-78S, GW-202S, GW-202D, PZ-17RRR, PZ-18R, and PZ-25), southeast of the Containment Area
(GW-79S, GW-201S, PZ-16RRR), west of the Containment Area (GW-24, GW-25, GW-42S (MP-2#15),
GW-43SR, GW-76S), and north of the Containment Area (GW-10S, GW-34D, GW-34SR) are consistent with
historical data and the previous reporting period and are stable within historical ranges (Appendix D-1,
Figures D-1.1 through D-1.10).

Concentrations of dissolved aluminum and chromium in GW-202D (filtered samples) have declined from
the maximum concentrations detected in 2008 and 2009 and have stabilized over the past several years
(chromium) or continue to decline (aluminum). Figure D-1.8 suggests an increase in the chromium
concentration at well MP-2. Review of field data records indicates that during the 4" quarter 2018 sampling
event, a sample was collected from MP-2#15 (at a depth of 10.5 feet) rather than MP-2#13 (at a depth of
13.5 feet). The most recent result exhibits typical variability for this well, which will continue to be monitored
as requested. Data collected during future sampling events will be reviewed to determine if chromium
concentrations at this location are increasing, or if the 4" quarter 2018 analytical result was anomalous and
a function of sampling MP-2#15 rather than MP-2#13 as required by the sampling program.

The analytical results for ammonia in groundwater samples are consistent with historical data and are stable
within historical ranges (Figures D-1.11 through D-1.15). Concentrations of ammonia in groundwater
samples from locations GW-202D, GW-202S, PZ-16RRR, GW-78S, GW-79S, PZ-24, PZ-25, GW-79S,
PZ-17RRR, 16RRR, GW-25, and GW-24 have declined from the maximum concentrations detected in 2008
and 2009 and have either remained consistent for the last several years or have continued to decline.
GW-18R immediately upstream from the weir continues to show the greatest variability, however recent
seasonal maximum concentrations are lower than those measured from 5 to 10 years ago. The
concentrations detected in PZ-18R continue to show seasonality with the highest concentrations occurring
in spring (May-June) and lowest levels occurring in the fall (November) Figure D-1.11. PZ-18R ammonia
concentrations are usually higher than those found in groundwater (GW-202D and GW-202S) or in
downstream pore water underlying South Ditch (PZ-17RRR).

Sulfate and specific conductivity have declined in GW-202S to concentrations that are generally consistent
with historical data and are within historical ranges at other wells (Figures D-1.21 through D-1.30). Specific
conductivity and sulfate concentrations are consistent in PZ-18R and GW-202D and continue to show the
largest seasonal fluctuations.

Concentrations of chloride south of the Containment Area at GW-202S have increased slightly since 2012
(Figure D-1.16) but have now stabilized. This may reflect upgradient sources as described below.

Concentrations of chloride and specific conductivity located west and up gradient of the Containment Area
have increased since 2010 at locations GW-24, GW-25, MP-2#13, and GW-43SR (Figure D-1.18 and
D-1.28) and are interpreted to reflect industrial development activities and increased use of de-icing salts
on adjacent properties since other sample parameter concentrations (aluminum, ammonia, chromium,
sulfate) have not increased over that same period. Chloride and specific conductivity concentrations
detected at location GW-76S have decreased since highs in 2013 (Figure D-1.18 and D-1.28). The highest
concentrations of chloride in PZ-18R are seasonal as described above. Shallow groundwater on the south
side of the Containment Area (GW-202S) has shown a similar pattern of slightly increasing chloride
concentrations during the same time frame (Figure D-1.16).

Groundwater levels were measured from select groundwater monitoring wells and piezometers prior to
each sampling event. Water level measurements are tabulated in Appendices A-1 and A-2. These
measurements and the interpreted groundwater potentiometric surfaces are depicted on Figures 2-1
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and 2-2. The water levels and interpreted groundwater potentiometric surface for the fourth quarter of
2018 and first quarter of 2019 are consistent with prior periods.

2.2 Surface Water

The fourth quarter of 2018 and first quarter of 2019 Surry Wall/Cap sampling events include the collection
of surface water samples from seven locations ISCO-1, ISCO-2, ISCO-3, PZ-16RRR, PZ-17RRR, PZ-18R, and
SD-17. Note, no sample was collected at location ISCO-3 during the fourth quarter due to deep mud
impeding access to the South Ditch. Unfiltered samples were analyzed by TAL for aluminum, chromium,
sodium, ammonia, chloride, nitrate, nitrite, sulfate, and specific conductance. In addition, filtered surface
water samples were analyzed for metals: aluminum, chromium, and sodium. QA/QC samples include one
field duplicate and one MS/MSD. The sample locations, details of sampling, and the analytical program are
identified in the field activity report in Appendix A-1 and A-2.

Table 2-3 and Table 2-4 summarizes surface water analytical results for samples collected during the fourth
quarter of 2018 and first quarter of 2019 sampling events. The surface water data validation memorandum
is included in Appendix B and concludes that TAL's results are useable as reported by the laboratory unless
otherwise indicated in the validation report.

Appendix D-2 presents time series surface water concentration plots for dissolved aluminum, dissolved
chromium, ammonia, chloride, sulfate, and specific conductivity from the Upper South Ditch and Lower
South Ditch areas. These plots include historic data along with data from the fourth quarter of 2018 and
the first quarter of 2019 sampling events.

Detected concentrations and temporal patterns of the metals and inorganic parameters are consistent and
within historical ranges from samples collected in the Upper South Ditch and Lower South Ditch. Dissolved
aluminum and dissolved chromium in surface water from the Upper South Ditch and Lower South Ditch
have decreased consistently since 2008 at sample location PZ-16RRR and since 2013 at sample locations
SD-17 and ISCO-2 (Figures D-2.1 through D-2.4). Chromium now shows little seasonal variability.
Ammonia, sulfate, and specific conductance in surface water samples have also decreased and stabilized
since 2009 in the Upper South Ditch and Lower South Ditch and exhibit some seasonal variability (Figures
D-2.5 through D-2.12). Concentrations in surface water above the weir (PZ-18RSW and ISCO-1) are lower
than concentrations below the weir and have remained more stable (lacking indications of seasonality).
Concentrations of chloride appear to have increased slightly since 2008 and 2009 in Upper South Ditch at
locations ISCO-1 and PZ-18R and Lower South Ditch at location ISCO-3 consistent with trends in upgradient
groundwater (Figures D-2.7 and D-2.8). It is assumed that these changes are the results of increased use
of de-icing road salt at commercial operations along adjacent properties and roadways.

2.3 Sediment

Sediment samples were collected during the fourth quarter of 2018 sampling event from five locations
SD-SD1, SD-SD2, SD-SD3, SD-SD4, and SD-SD5. QA/QC samples include one duplicate and one MS/MSD.
These samples were analyzed for aluminum, chromium, iron, percent moisture, and percent solids.

Table 2-5 presents the analytical results for the fourth quarter of 2018 sediment sampling event. The data
validation memorandum for sediment is included in Appendix B and concludes that results are useable as
reported by the laboratory unless otherwise indicated in the validation report.

Appendix D-3 presents time series sediment concentration plots (Figures D-3.1 through D-3.3) for
aluminum, chromium, and iron. These plots include shallow sediment data (collected between June 2003
and November 2018) for the sampled locations. Elevated detections of aluminum, chromium, and iron
collected in 2016 and 2017 at locations SD-2, SD-3, and SD-5, have since decreased and are within historical
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ranges of detected concentrations at these locations. The elevated concentrations in 2017 were likely
attributable to the presence and incorporation of floc into the sediment sample. Based on the 2018
analytical results and trend graphs, total aluminum, chromium, and iron have been within historical ranges
and indicate that post-remediation recontamination of the sediment is not occurring. We will continue to
monitor the concentrations to ensure and verify trends.

2.4 Data Logger Data

Data loggers are deployed in 10 monitoring wells and piezometers: GW-10S, GW-35S, GW-CAL, GW-76S,
GW-78S, GW-CA3S, GW-CA4S, GW-6S, PZ-24, and PZ-25, to continuously monitor groundwater elevation
within and outside the Containment Area. Appendix E presents time series groundwater elevation plots
(Figure E-1 and Figure E-2) compared to precipitation data measured at the Site. These plots include
groundwater elevations from October 2018 through March 2019 and have been corrected for barometric
pressure using Site specific barometric pressure data. The data acquisition rate remains one reading every
hour.

Continuous water level data plots indicate groundwater within and outside of the Containment Area
responds to recharge of the aquifer. There were not many recharge rain events in the second quarter and
third quarter of 2018 which led to groundwater recession and elevation lows from April through July.
Several significant rain events in the end of October and into November 2018 led to seasonal water elevation
highs at the end of November 2018. Comparison of water levels in GW-35S and GW-CAL1 indicates an
outward flow gradient through the equalization window from November 2018 through March 2019. The
continuous outward flow gradient since November may be related to the condition of the cap.

2.5 Temporary Cap Inspection

As detailed in SASR No. 18, the official temporary cap inspection frequency was reduced from quarterly to
semi-annually. The inspection for the fourth quarter of 2018 was conducted on November 16, 2018 and
for the first quarter of 2019 was conducted on March 29, 2019. The inspection field data records, which
indicates observations, maintenance, and repairs completed on the temporary cap, is included in
Appendix C of the fourth quarter of 2018 and first quarter of 2019 field activity reports (FARs) attached in
Appendix A.

As stated previous SASRs, Olin continues to perform additional random inspections to ensure that potential
maintenance needs are addressed in a timely fashion.

A portion of the polyethylene geomembrane has torn and is no longer serviceable. Olin is evaluating
options for repair or replacement of the geomembrane and will advise USEPA of results of that evaluation
prior to scheduling repair or replacement activities.
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3.0 PLANTB

The following sections present results of chemical analysis of groundwater for the fourth quarter of 2018
and first quarter of 2019 Plant B sampling events. Groundwater level data from these sampling events are
presented in field activity reports contained in Appendices A-1 and A-2. The data validation memoranda
for the fourth quarter of 2018 and first quarter of 2019 are provided in Appendices B-1 and B-2,
respectively.

Olin personnel collected monthly water level, LNAPL thickness, LNAPL recovery data, and sampled the
treatment plant influent and effluent in accordance with the Remediation General Permit (RGP)
requirements. Samples are analyzed for volatile organic compounds (VOCs), semi-volatile organic
compounds (SVOCs), total metals, hexavalent chromium, chloroform, total phenols, residual chlorine, total
suspended solids (TSS), chloride, and pH. The analytical program for the RGP was described in the IRSWP
(MACTEC, 2008) and is subject to revision under a new permit. The analytical data for the RGP are retained
on-Property by Olin in accordance with that permit. Plant B sampling frequencies continue on a monthly
basis. Treated groundwater is stored in the newly installed on-Site Plant B aboveground storage tanks
(ASTs) and sampling is completed prior to discharge. A summary table of Plant B influent and treated water
data is presented in Table 3-1. The monthly water level and LNAPL thickness data (October 2018 —
March 2019) are summarized in Tables 3-4 and 3-5 and Figures 3-1 through 3-12.

East Ditch observations are made from the embankment on a daily basis during normal working days by
the Olin staff. The Plant B Water Treatment Plant Daily Report contains a check box for observation of
LNAPL related sheens in the East Ditch. This check box is used if a sheen is observed. The daily report is an
internal Plant B record of operating parameters for the treatment plant. Sheens in the East Ditch were not
observed during the October 2018 through March 2019 monitoring period.

3.1 Groundwater

The fourth quarter of 2018 sampling event included groundwater sample collection from monitoring wells:
B-03, GW-13, GW-16R, GW-101, IW-6, and IW-10. The first quarter of 2019 sampling event included
groundwater sample collection from monitoring well GW-16R. Groundwater samples were collected and
analyzed for trimethylpentenes, n-nitrosodiphenylamine (NDPhA), bis(2-ethylhexyl)phthalate (BEHP),
volatile petroleum hydrocarbons (VPH), ammonia, iron, and pH. QA/QC samples include one duplicate and
one MS/MSD.

The fourth quarter of 2018 and first quarter of 2019 sample locations, details of sampling, and the analytical
program are described in the field activity reports (Appendices A-1 and A-2, respectively). Tables 3-2
and 3-3 present analytical results from the fourth quarter of 2018 and first quarter of 2019 groundwater
sampling events, respectively. Data validation memoranda for these sampling events are included in
Appendix B and indicate the analytical results are useable as reported by the laboratory unless otherwise
indicated in the validation report.

The fourth quarter of 2018 and first quarter of 2019 analytical results for trimethylpentenes, NDPhA, BEHP,
VPH, ammonia, iron, and pH in groundwater remain consistent with past results.

Olin personnel measure groundwater levels from 25 monitoring wells and three groundwater extraction
wells (IW-11, IW-12, and IW-13) on a monthly frequency. If the water level probe suggests the presence of
LNAPL, the thickness of the LNAPL is measured. The monthly water table elevation data are presented in
Tables 3-4 and 3-5 and in Figures 3-1 through 3-6 during the October 2018 through March 2019
reporting period.

6107190016 | 7/3/2019

® Wood project number 6107190016 WOOd.



3.2 Light Non-Aqueous Phase Liquid

The LNAPL layer in the vicinity of the Plant B treatment plant is not readily measurable by instrumentation.
A protocol for LNAPL thickness measurement and visual confirmation of LNAPL was developed previously
to address the interpretation of instrument response for what appears to be a very thin LNAPL layer at and
below the meter sensitivity for detection (less than 0.01 feet). The LNAPL thickness measurement data for
the reporting period are presented in Figures 3-7 through 3-12. LNAPL has been observed in both the
observation wells and groundwater extractions wells. A layer of LNAPL has consistently been measured in
wells GW-23, IW-11, and P5 with thin layers of LNAPL observed in wells 12-IN and IW-2.

The monthly LNAPL recovery data are presented in Tables 3-4 and 3-5. Over the reporting period, on
average, approximately 0.02 gallons of LNAPL was recovered per month. The total LNAPL recovered for the
October 2018 through March 2019 period was 0.1 gallons. Monthly and cumulative LNAPL recovery data
are summarized in Figure 3-13. Groundwater levels relative to monthly LNAPL recovery are plotted and
summarized in Figure 3-14.

The LNAPL recovery data indicate a stabilization of the LNAPL recovery rate since 2005 with all the recovered
LNAPL coming from IW-11.
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4.0 DAPL EXTRACTION

This section reports progress on the DAPL Pilot Study and summarizes communication between Olin and
USEPA for the reporting period (October 2018 through March 2019).

4.1 Operations Status

During the reporting period the extraction system operated at an extraction rate of approximately 0.25 gpm
and was online from October 2018 through March 2019.

4.2 Reporting Status

Periodic data plots for pH, and specific conductance from multilevel wells (ML-1, ML-2, MP-2), the extraction
well (EW-1) and induction logging results (ILW-1, and ILW-2) are sent directly to USEPA by Olin on an as
requested basis.
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5.0 ADDITIONAL ACTIVITIES

During the reporting period for this SASR (fourth quarter of 2018 and first quarter 2019), Olin has completed
or continued to progress on activities as described below. In addition, quarterly residential drinking water
samples were collected from several residences in proximity of the Site.

Additional Remedial Investigation (RI) activities that were conducted are also described.

5.1 Major Submittals, Meetings and Other RI/FS Activities
The following major submittals and meeting occurred during the reporting period.

e On November 15, 2018 USEPA corresponded by letter denying proposed 2016 changes to optimize the
IRSWP monitoring program but approved and expanded upon other proposed monitoring resulting in
a request to conduct a comprehensive and expanded quarterly monitoring program in 2019.

e On November 30, 2018 Olin submitted a revised IRSWP addendum to modify the Plant B Continued
OM&M Plan. USEPA responded to this request in a letter dated March 21, 2019.

e On December 10, 2018 Olin and USEPA met to discuss the Conceptual Site Model (CSM) for OU3.

e From December 18 to December 20, 2018 Olin and USEPA were on-site abandoning borehole
OC-BB-2-2018 under a procedure that was an agreed upon November 19, 2019. A memorandum on
the abandonment was submitted to USEPA on January 18, 2019.

e On January 2, 2019 Olin responded in writing to USEPA comments dated September 25, 2018 on the
Draft OU3 RI report, the Draft OU3 BHHRA, the Draft OU1 & OU2 FS, the Draft OU3 FS, and reports on
Containment Area Bedrock Borings and a Rock Matrix Sampling Work Plan.

e OnJanuary 3, 2019 Olin submitted SASR No. 23 to the USEPA.
e OnJanuary 21 Olin submitted a Draft updated Quality Assurance Project Plan for USEPA review.
e On March 8, 2019 USEPA responded to Olin’s January 2, 2019 written response to comments.

e Olin and USEPA again held meetings on March 26, 2019 to discuss the CSM for OU3 following a
February 20" conference call.

There were no additional major submittals specific to the OU3 RI/FS process during the reporting period.

5.2 Residential Drinking Water Sampling

The following paragraphs summarize water supply sampling activities at residential locations in accordance
with methods in the approved RI/FS Work Plan, and as modified by the Summary Report for the 2010
Residential Drinking Water Program and the Phase I Private Well Sampling proposal.

Fourth quarter 2018 private well sampling was completed on December 6 and 7, 2018. Six residences:
Map 2/Lot 7, Map 15/Lot 2C, Map 24/Lot 54, Map 24/Lot 63, Map 24/Lot 64, and Map 24/Lot 94 were
sampled and analyzed for the following parameters: SVOCs, N-nitrosodimethylamine (NDMA), N-nitroso
di-n-propylamine (NDPrA), metals, hexavalent chromium, anions (chloride, sulfate, nitrate, nitrite), and
ammonia. Two residences: Map 24/Lot 66, and Map 24/Lot 72 were sampled and analyzed for: NDMA,
NDPrA, metals, anions, and ammonia. One residence: Map 14/Lot 2B was sampled and analyzed for: NDMA,
NDPrA, metals, hexavalent chromium, anions, and ammonia. Six residences: Map 3/Lot 7, Map 1/Lot 6D,
Map 1/Lot 6C, Map 3/Lot 2F, Map 3/Lot 2, and Map 3/Lot 2D were sampled and analyzed for NDMA only.
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Samples were not collected from locations: Map 24/Lot 65 and Map 27/Lot 14C because the well was shut
off for the winter season. Samples were not collected at location Map 24/Lot 116 because access has not
been granted.

First quarter 2019 private well sampling was completed on March 21-22, 2019 at the same residences and
for the same analysis as listed during the December 2018 event (above) with the following exceptions:
Samples were not collected from Map 24/Lot 72 because the property has been sold and the new owners
have not granted access.

Location Map 3/Lot 7 was resampled in April 2019 for NDMA analysis only.

Data from the December 2018 and March2019 and April 2019 residential drinking water sampling events
are summarized in Tables 5-1 and 5-2, respectively. The validation memoranda for the December 2018,
March 2019 and April 2019 private well sampling event are attached in Appendix B.

5.3 Plant B Pumping Rate Reduction Test

The proposed Pumping Rate Reduction test is still officially on hold; however, some related monitoring
activities were conducted in conjunction with temporary suspension of Plant B operations as described in
Section 3.0.

5.4 OU1l and OU2 Remedial Investigation Sampling and Analytical
Results

No additional OU1 and OU2 sampling activities have been completed during this reporting period. The
OU1/ OU2 Draft Final Remedial Investigation Report was submitted to EPA on July 24, 2015 and was
approved by USEPA.

5.5 OU3 Remedial Investigation Groundwater Sampling and Analytical
Results

A full water level synoptic gauging event was completed in October 2018 following the March 2018 revised
OU3 RI submittal. Results from this event will be included in a revised RI report.

A full OU3 comprehensive groundwater monitoring event was implemented between early March and early
May 2019. Results from the OU3 comprehensive groundwater sampling event will be provided under
separate cover.

Additional quarterly sampling for a subset of the comprehensive well list is scheduled for September and
December 2019; however, monitoring wells located in Maple Meadow Brook will not be sampled until safety
concerns are addressed.

5.6 Calcium Sulfate Landfill

Groundwater sampling at the Calcium Sulfate Landfill (CSL) has been completed consistent with the
Massachusetts Department of Environmental Protection (MassDEP) approved semi-annual monitoring
schedule (May and November). Groundwater samples were collected from select monitoring wells
identified in Figure 5-1. Samples were collected and submitted by Olin personnel for the following analysis:
total dissolved solids (TDS), total metals (calcium, sodium, aluminum, manganese, iron, chromium, and
nickel), chloride, sulfate, and alkalinity. The data validation memorandum for the CSL groundwater
monitoring program is attached in Appendix B. The CSL data (2019-2020) will be summarized and
submitted to MassDEP in the 2020 biennial report.
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Semi-Annual Status Report No. 24

Table 2-1
Slurry Wall/Cap Analytical Results for Fourth Quarter 2018 Groundwater Sampling

Olin Chemical Superfund Site
Wilmington, Massachusetts

OC-DUP-GW-
OC-GW-10S | OC-GW-201S | OC-GW-202D 202D OC-GW-202S [ OC-GW-24 OC-GW-25 | OC-GW-34D |OC-GW-34SR| OC-GW-35S
11/15/2018 11/15/2018 11/14/2018 11/14/2018 11/14/2018 11/15/2018 11/15/2018 11/15/2018 11/15/2018 11/15/2018
Parameter Name

Metals, Filtered (mg/L)
Aluminum 5.2 0.088 J 0.82 0.81 02U 0.2U 02U 02U 0.2U 02U
Chromium 0.0015 J 0.048 0.21 0.21 0.0028 J 0.005 U 0.0044 J 0.012 0.0011 J 0.0056
Inorganics (mg/L)
Nitrogen, as Ammonia 2.4 110 29 J 150 J 31 18 20 4.6 0.19J 4.9
Chloride 44 95 240 250 160 77 330 3.1 1.4 1.7
Sulfate 88 1200 920 960 100 25 40 22 6.6 250
Specific Conductance (mS/cm) 0.35 3.0 2.8 2.8 0.97 0.56 1.3 0.12 0.083 0.081

Notes:
mg/L - milligrams per liter
mS/cm - milliSiemen per centimeter
U - analyte not detected,
value shown is detection limit
J - value is estimated
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Table 2-1
Slurry Wall/Cap Analytical Results for Fourth Quarter 2018 Groundwater Sampling
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

OC-GW-42S OC-DUP-GW-
(MP2 PORT 15) |OC-GW-43SR 43SR OC-GW-76S | OC-GW-78S | OC-GW-79S | OC-GW-CA-1 [OC-PZ16RRR
11/28/2018 11/28/2018 11/28/2018 11/15/2018 11/14/2018 11/14/2018 11/15/2018 11/14/2018

Parameter Name
Metals, Filtered (mg/L)

Aluminum 0.53 0.19J 0.17J 0.34 0.2U 02U 0.2U 02U
Chromium 0.064 0.0013 J 0.0014 J 0.0025 J 0.0023 J 0.0056 0.0088 0.009
Inorganics (mg/L)

Nitrogen, as Ammonia 1.4 0.78 J 0.83 6.1 33 51 0.54 100
Chloride 230 230 230 37 8.4 100 14 160
Sulfate 9.4 24 24 27 460 540 85 780
Specific Conductance (mS/cm) 0.91 0.93 0.94 0.24 1.4 1.7 0.67 2.4
Notes:

mg/L - milligrams per liter
mS/cm - milliSiemen per centimeter
U - analyte not detected,
value shown is detection limit
J - value is estimated
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Table 2-1
Slurry Wall/Cap Analytical Results for Fourth Quarter 2018 Groundwater Sampling
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

OC-PZ17RRR OC-PZ18R OC-PZ-24 OC-Pz-25
11/14/2018 11/14/2018 11/15/2018 11/15/2018
Parameter Name
Metals, Filtered (mg/L)
Aluminum 0.2U 02U 0.2U 02U
Chromium 0.0063 0.032 0.037 0.0098
Inorganics (mg/L)
Nitrogen, as Ammonia 30 160 35 i0U
Chloride 13 500 7.2 15
Sulfate 310 1100 790 360
Specific Conductance (mS/cm) 1.0 3.7 1.9 1.2
Notes: Prepared by: KMS 6/18/19
mg/L - milligrams per liter Checked by: CTM 6/25/19
mS/cm - milliSiemen per centimeter
U - analyte not detected,
value shown is detection limit

J - value is estimated
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Table 2-2

Slurry Wall/Cap Analytical Results for First Quarter 2019 Groundwater Sampling

Semi-Annual Status Report No. 24
Olin Chemical Superfund Site

Wilmington, Massachusetts

OC-GW-202D

OC-GW-202S

OC-GW-25 OC-GW-78S OC-GW-79S OC-PZ-16RRR | OC-PZ-17RRR OC-PZ-18R OC-PZ-24 OC-PZ-25
4/3/2019 4/3/2019 4/4/2019 4/3/2019 4/4/2019 4/4/2019 4/3/2019 4/3/2019 4/3/2019 4/3/2019
Parameter Name

Metals, Filtered (mg/L)
Aluminum 0.85 0.2U 0.2U 0.2U 0.2U 0.2U 0.2U 0.2U 0.2U 0.2U
Chromium 0.20 0.0038 J 0.0044 J 0.0048 J 0.004 J 0.0071 0.0075 0.048 0.021 0.015
Inorganics (mg/L)
Nitrogen, as Ammonia 110 31 14 24 61 90 28 200 25 28
Chloride 140 110 300 8.2 160 130 11 580 7.4 21
Sulfate 860 170 44 440 800 530 440 1200 760 430
Specific Conductance (mS/cm) 2.4 1.0 1.3 1.4 2.1 1.8 1.4 3.9 1.8 1.4

Notes:
mg/L - milligrams per liter

U - analyte not detected,
value shown is detection limit
J - value is estimated

mS/cm - milliSiemen per centimeter

Prepared by: KMS 6/18/19

Checked by: CTM 6/25/19
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Table 2-3
Slurry Wall/Cap Analytical Results for Fourth Quarter 2018 Surface Water Sampling
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

OC-ISCO1 OC-ISCO2 OC-PZ-16RRRSW|OC-PZ-17RRRSW| OC-PZ-18RSW [DC-DUP-PZ-18RSW OC-SD-17
12/4/2018 12/4/2018 12/4/2018 12/4/2018 12/4/2018 12/4/2018 12/4/2018
Parameter Name
Metals, Total (mg/L)
Aluminum 0.19J 0.69 0.39 0.29 0.22 0.20 0.27
Chromium 0.0091 0.021 0.022 0.027 0.0095 0.009 0.026 J
Sodium 85 66 81 85 88 87 86
Metals, Filtered (mg/L)
Aluminum 0.17J 0.32 0.30 0.23 0.18J 0.16 J 0.33
Chromium 0.0084 0.013 0.018 0.023 0.0082 0.0077 0.04 J
Sodium 93 71 86 92 92 87 90
Inorganics (mg/L)
Nitrogen, as Ammonia 9.0 11 14 13 7.5 8.7 11
Chloride 150 110 130 140 150 150 140
Nitrate as N 0.30 0.41 0.34 0.29 0.30 0.32 0.30
Nitrite as N 0.05U 0.05U 0.05U 0.05 U 0.05U 0.05 U 0.05U
Sulfate 50 98 90 81 50 52 81
Specific Conductance (mS/cm) 0.71 0.67 0.75 0.75 0.70 0.71 0.75
Notes: Prepared by: KMS 6/18/19
mg/L - milligrams per liter Checked by: CTM 6/25/19
mS/cm - milliSiemen per centimeter
U - not detected,
value is the detection limit
J - value is estimated
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Slurry Wall/Cap Analytical Results for First Quarter 2019 Surface Water Sampling

Table 2-4

Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

OC- ISCOf1 OC-1SCO2 | OC-ISCO3 | OC-PZ-16RRRSW | OC-PZ-17RRRSW | OC-PZ-18RSW OC-SD-17

4/2/2019 4/2/2019 4/2/2019 4/2/2019 4/2/2019 4/2/2019 4/2/2019
Parameter Name
Metals, Total (mg/L)
Aluminum 0.11J 0.43 02U 0.26 0.12J 0.096 J 0.11J
Sodium 120 94 140 120 120 130 120
Chromium 0.0091 0.022 0.005 U 0.018 0.022 0.0088 0.023 J
Metals, Filtered (mg/L)
Aluminum 0.094 J 0.14J 02U 0.071J 0.16 J 0.083 J 0.53J
Sodium 130 98 140 120 130 120 130
Chromium 0.0075 0.0084 0.005 U 0.0099 0.019 0.0051 0.089 J
Inorganics (mg/L)
Chloride 210 150 290 180 200 220 200
Nitrate as N 0.44 0.64 0.99 0.54 0.45 0.44 0.45
Nitrite as N 0.05U 0.05U 0.05U 0.05U 0.05U 0.05U 0.05U
Nitrogen, as Ammonia 11 16 0.73 20 22 12 14
Specific Conductance (mS/cm) 1.0 0.99 1.2 1.1 1.2 1.0 1.2
Sulfate 68 140 25 150 140 66 140

Notes:
mg/L - milligrams per liter
mS/cm - milliSiemen per centimeter
U - not detected,
value is the detection limit
J - value is estimated

Prepared by: KMS 6/20/19
Checked by: CTM 6/25/19
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Table 2-5

Slurry Wall/Cap Analytical Results for Fourth Quarter 2018 Sediment Sampling

Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

OC-SD1 OC-SD2 OC-SD3 OC-SD4 OC-SD5 OC-SD5-DUP
12/4/2018 12/4/2018 12/4/2018 12/4/2018 12/4/2018 12/4/2018
Parameter Name
Metals, Total (mg/kg)
Aluminum 7400 J 18000 16000 8500 11000 9900
Chromium 15 1800 1100 28 360 J 130 J
Iron 7600 J 14000 13000 10000 13000 17000
Inorganics (mg/kg)
Percent Moisture 71.4 42.8 49.9 69.5 56.5 69.4
Percent Solids 28.6 57.2 50.1 30.5 43.5 30.6
Notes: Prepared by: KMS 6/18/19
mg/kg - milligrams per kilogram Checked by: CTM 6/25/19
J - value is estimated
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Table 3-1
Plant B Analytical Results for RGP Sampling (October 2018 - March 2019)
Semi-Annual Status Report No. 24

Olin Chemical Superfund Site

Wilmington, Massachusetts

Plant B Influent | Plant B Influent | Plant B Influent | Plant B Influent | Plant B Influent | Plant B Influent | Plant B Influent IDW IDW IDW IDW IDW IDW IDW IDW IDW
OC-INF-112818 | OC-INF-120618 [ OC-INF-121418 [ OC-INF-122018 [ OC-INF-122718 |OC- INF-010319| OC-INF- 010919 | OC-Inf- 021219 [ OC-INF030719 | OC-T11-112018 | OC-T5-120418 | OC-T4-120518 | OC-T10-120618 | OC-T3-120618 | OC-T11-121118 | OC-T3-122018
11/28/2018 12/6/2018 12/14/2018 12/20/2018 12/27/2018 1/3/2019 1/9/2019 2/12/2019 3/7/2019 11/20/2018 12/4/2018 12/5/2018 12/6/2018 12/6/2018 12/11/2018 12/20/2018
Parameter Name

VOCs (mg/L)
1,2-Dichlorobenzene 0.00023 J 0.001 U 0.001 U 0.0002 J 0.00012 J 0.00033 J 0.00025 J 0.001 U 0.00025 J 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
1,2-Dichloroethane 0.001 U 0.001 U 0.001 U 0.00016 J 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
1,4-Dichlorobenzene 0.00015J 0.001 U 0.001 U 0.001 U 0.00014 J 0.001 U 0.00019 J 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
2,4,4-Trimethyl-1-pentene 0.16 E 0.34* 0.25* 0.28 0.26 * 0.17 0.19 0.23 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001U* 0.001 U
2,4,4-Trimethyl-2-pentene 0.07 0.13* 0.08 0.1 0.1* 0.062 0.078 0.1 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001U* 0.001 U
Acetone 0.0078 0.0048 J 0.05U 0.025 U 0.0066 0.05U 0.05U 0.05U 0.005U 0.0022 J * 0.0012J 0.0035J * 0.0013J 0.0011 J 0.005 U 0.0019J
Ethylbenzene 0.001 U 0.00022 J 0.00016 J 0.001 U 0.00018 J 0.00023 J 0.00014 J 0.0002 J 0.00013 J 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
Toluene 0.003 0.00017JB 0.001 U 0.001 U 0.001 U 0.001 U 0.00011 J 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
Phenolics, Total Recoverable 0.0074 J 0.01 0.015 0.017 0.0067 J 0.01U 0.011 0.0098 0.012 0.01U 0.01U 0.01U 0.01U 0.01U 0.01U 0.0086 J F1
SVOCs (mg/L)
3 & 4 Methylphenol 0.0055 J 0.1U 01U 0.01U 01U 0.01U 0.01U 0.0095 U 0.01U 0.01U 0.01U 0.01U 0.01U 0.01U 0.01U 0.01U
3-Methylphenol 0.0055 J 0.1U 01U 0.01U 01U 0.01U 0.01U 0.0095 U 0.01U 0.01U 0.01U 0.01U 0.01U 0.01U 0.01U 0.01U
4-Methylphenol 0.0055 0.05U 0.05U 0.005U 0.05U 0.005U 0.005U 0.0048 U 0.005U 0.005 U 0.005 U 0.005U 0.005 U 0.005U 0.005U 0.005U
Benzo(a)anthracene 0.005 U 0.05U 0.05U 0.005U 0.05U 0.005U 0.005U 0.0048 U 0.005U 0.005 U 0.005U * 0.005U 0.005 U 0.005U 0.005U 0.005U
Benzo(a)pyrene 0.005 U 0.05U 0.05U 0.005U 0.05U 0.005U * 0.005U 0.0048 U 0.005U * 0.005 U 0.005U * 0.005U 0.005U 0.005U 0.005U 0.005U
Benzo(b)fluoranthene 0.005 U 0.05U 0.05U 0.005U 0.05U 0.005U 0.005U 0.0048 U 0.005U 0.005 U 0.005U * 0.005U 0.005U 0.005U 0.005U 0.005U
Benzo(k)fluoranthene 0.005 U 0.05U 0.05U 0.005U * 0.05U 0.005U 0.005U 0.0048 U 0.005U 0.005U * 0.005U * 0.005U 0.005U 0.005U 0.005U 0.005U*
Bis(2-Chloroethyl)ether 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U * 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U
Bis(2-Ethylhexyl)phthalate 0.34 0.1U 01U 0.0028 J 01U 0.096 0.091 0.0075 J 0.0025J B 0.01U 0.01U* 0.01U 0.01U 0.002 J 0.01U 0.01U
Chrysene 0.005 U 0.05U 0.05U 0.005U * 0.05U 0.005U 0.005U 0.0048 U 0.005U 0.005U 0.005U * 0.005U 0.005 U 0.005U 0.005U 0.005U*
Dibenz(a,h)anthracene 0.005U* 0.05U 0.05U 0.005U * 0.05U 0.005U 0.005U 0.0048 U 0.005U 0.005 U 0.005 U 0.005U 0.005 U 0.005U 0.005U 0.005U*
Hexachlorobenzene 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U
Indeno(1,2,3-cd)pyrene 0.005U* 0.05U 0.05U 0.005U 0.05U 0.005U 0.005U 0.0048 U 0.005U 0.005 U 0.005 U 0.005U 0.005 U 0.005U 0.005U 0.005U
N-Nitrosodimethylamine 0.01U 01U~ 01U* 0.01U 01U 0.01U 0.01U 0.0095 U 0.01U 0.01U 0.01U 0.01U 0.01U* 0.01U* 0.01U 0.01U
Pentachlorophenol 0.01U* 0.1U 01U 0.01U* 01U 0.01U 0.01U 0.0095 U 0.01U 0.01U 0.01U* 0.01U 0.01U 0.01U 0.01U 0.01U*
Phenol 0.0017 J 0.015J 0.05U 0.034 0.05U 0.03 0.034 0.0048 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005U 0.005 U 0.005 U
Total Metals (mg/L)
Antimony 0.003 U 0.003 U 0.003 U 0.0017 J 0.0052 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U
Arsenic 0.022 0.011 0.0098 0.0075B 0.0077 B 0.0099 0.01 0.012 0.0067 0.00088 J 0.0012B 0.00042 J 0.00069 J 0.00063 J 0.00084 J 0.001 B
Cadmium 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005U 0.0005 U 0.0005 U 0.0005U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.00022 J 0.0005 U
Chromium, Hexavalent 0.0006 U F1 0.0003 U 0.0015UH 0.0003UH 0.0003 U 0.0003 U 0.0003 U 0.0003 U F1 0.0003 U F1 0.0003JB 0.0003 U 0.00017J B 0.0003 U 0.0003 U 0.0003UH
Chromium, Trivalent 0.005U 0.024 0.005 U 0.005U 0.005 U 0.005U 0.005U 0.005U 0.005U 0.005 U 0.005 U 0.025 0.026 0.032 0.005 U 0.005U
Copper 0.0067 0.013 0.0077 B 0.0048 0.002 0.0038 0.0027 0.00078 J 0.001J 0.002 U 0.00065 J 0.0061 0.0083 0.0099 0.0071 B 0.002 U
Iron 20 6.2V 6.2 4.7 4.9 8.7 8.4 8 4.6 01U 01U 0.096 J 01U 0.092 J 0.056 J 0.066 J
Lead 0.0012 0.00026 J 0.0005 U 0.00059 0.00037 J 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0016 0.0005 U 0.00021 J 0.00018 J 0.00031 J 0.00033 J 0.0005 U
Mercury 0.0002 U 0.0002 U 0.00027 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U
Nickel 0.0031 0.0027 0.0013J 0.0029 0.002 U 0.0024 0.002 0.002 U 0.001J 0.0019J 0.002 U 0.0031 0.0027 0.0029 0.0013J 0.0011J
Silver 0.0005 U 0.0005 U 0.0005U 0.0005 U 0.0005U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.00068 0.0005 U
Zinc 0.022 B 0.011J 0.02U 0.035 0.021 0.012J 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U
Oil and Grease (mg/L)
Total Petroleum Hydrocarbons 5U" 5.2U 51U 52U" 6.5F1 B 44JB 49U 49U 51U 53UF1 53UF1* 5.2U 51U 51U 4.7 U 53UF1*
Inorganic Compounds (mg/L)
Chloride 23 75 120 110 90 16 1 140 120 220 220 200 180 150 170 120
Chlorine 0.02 U HF 0.02 U HF 0.02 HF 0.02 HF 0.02 U HF 0.02 HF 0.4 U HF 0.4 U HF 0.4 U HF 0.02 U HF 0.02 U HF 0.02 U HF 0.01 JHF 0.02 U HF 0.02 U HF 0.01 JHF
Nitrogen, as ammonia 7.4B 6.6 B 5.7 71 21B 95B 11 3.5 10 0.32B 0.21 F1 1B 1.2B 1.8B 1.2 3.5
Sulfate 58 54 B 53 53 B 32 59 5.4 44 50 54 56 37 32B 27 B 43B 39B
Total Suspended Solids 9.2 8.8 12 11 5.6 12 16 12 5 4U 4U 4U 4U 4U 4U 4U

Notes:

mg/L - milligrams per liter

U - analyte not detected,
value shown is detection limit

J - value is estimated

B - Compound was found in the
blank and sample

* - LCS or LCSD exceeds the
control limits

E - Exceeded the calibration
range
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Table 3-1

Plant B Analytical Results for RGP Sampling (October 2018 - March 2019)
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

IDW IDW IDW IDW IDW IDW IDW IDW IDW IDW IDW IDW IDW IDW IDW
0OC-T4-122618 | OC-T10-122718 | OC-T11-010319 [ OC-T5 - 010719 | OC-T3 - 012419 | OC-T10-012919 | OC-T11-012919| OC-T4-013119 | OC-T II- 021219 OC-TI0- 021419| OC-T3-030719 | OC-T10- 031919 | OC-T11-032019| OC-T3-032519 | OC-T4-032519
12/26/2018 12/27/2018 1/3/2019 1/7/2019 1/24/2019 1/29/2019 1/29/2019 1/31/2019 2/12/2019 2/14/2019 3/7/2019 3/19/2019 3/20/2019 3/25/2019 3/25/2019
Parameter Name
VOCs (mg/L)
1,2-Dichlorobenzene 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
1,2-Dichloroethane 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
1,4-Dichlorobenzene 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
2,4,4-Trimethyl-1-pentene 0.001 U™ 0.001U* 0.001 U 0.001U* 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.25 0.001 U 0.001 U 0.001 U 0.001 U
2,4,4-Trimethyl-2-pentene 0.001 U™ 0.001U* 0.001 U 0.001U* 0.001 U 0.001 U 0.001 U 0.001 U™ 0.001 U 0.001 U 0.11 0.001 U 0.001 U 0.001 U 0.001 U
Acetone 0.005 U 0.001J 0.0011J 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.0041 J 0.005 U 0.0018 J 0.0011 J 0.005 U
Ethylbenzene 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
Toluene 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U 0.001 U
Phenolics, Total Recoverable 0.01U 0.01U 0.01U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U
SVOCs (mg/L)
3 & 4 Methylphenol 0.01U 0.01U 0.01U 0.01UH 0.011U 0.0097 U 0.0096 U 0.0095 U 0.0096 U 0.0097 U 0.01U 0.01U 0.01U 0.0095 U 0.0095 U
3-Methylphenol 0.01U 0.01U 0.01U 0.01UH 0.011U 0.0097 U 0.0096 U 0.0095 U 0.0096 U 0.0097 U 0.01U 0.01U 0.01U 0.0095 U 0.0095 U
4-Methylphenol 0.005 U 0.005 U 0.005 U 0.005 UH 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005 U 0.005 U 0.005 U 0.0048 U 0.0048 U
Benzo(a)anthracene 0.005 U 0.005 U 0.005 U 0.005 UH 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005 U 0.005 U 0.005 U 0.0048 U 0.0048 U
Benzo(a)pyrene 0.005 U 0.005 U 0.005U * 0.005 UH 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005U * 0.005 U 0.005 U 0.0048 U 0.0048 U
Benzo(b)fluoranthene 0.005 U 0.005 U 0.005 U 0.005 U 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005 U 0.005 U 0.005 U 0.0048 U 0.0048 U
Benzo(k)fluoranthene 0.005 U 0.005 U 0.005 U 0.005 U 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005 U 0.005 U 0.005 U 0.0048 U 0.0048 U
Bis(2-Chloroethyl)ether 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00003 U 0.00005
Bis(2-Ethylhexyl)phthalate 0.01U 0.0012J 0.01U 0.01U 0.0064 J 0.0097 U 0.0096 U 0.0095 U 0.0096 U 0.0097 U 0.002JB 0.01U 0.01U 0.0095 U 0.0095 U
Chrysene 0.005 U 0.005 U 0.005 U 0.005 U 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005 U 0.005U * 0.005U * 0.0048 U 0.0048 U
Dibenz(a,h)anthracene 0.005 U 0.005 U 0.005 U 0.005 U 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005 U 0.005 U 0.005 U 0.0048 U 0.0048 U
Hexachlorobenzene 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 U 0.00002 J 0.00011
Indeno(1,2,3-cd)pyrene 0.005 U 0.005 U 0.005 U 0.005U * 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.005 U 0.005 U 0.005 U 0.0048 U 0.0048 U
N-Nitrosodimethylamine 0.01U 0.01U 0.01U 0.01U 0.011U 0.0097 U 0.0096 U 0.0095 U 0.0096 U 0.0097 U 0.01U 0.01U* 0.01U* 0.0095 U 0.0095 U
Pentachlorophenol 0.01U* 0.01U 0.01U 0.01U 0.011U 0.0097 U 0.0096 U 0.0095 U 0.0096 U 0.0097 U 0.01U 0.01U 0.01U* 0.0095 U 0.0095 U
Phenol 0.005 U 0.005 U 0.005 U 0.005 U 0.0053 U 0.0049 U 0.0048 U 0.0048 U 0.0048 U 0.0049 U 0.0029 J 0.005 U 0.005 U 0.0048 U 0.0048 U
Total Metals (mg/L)
Antimony 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U 0.003 U
Arsenic 0.0007 J B 0.0012B 0.0014 0.0018 0.001 0.0015 0.0015 0.0012 0.002 0.0019 0.0011 0.0025 0.0022 B 0.0018 B 0.0026 B
Cadmium 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U
Chromium, Hexavalent 0.00014JB 0.0003 U 0.0003 U 0.0003 U 0.0003 U 0.0003 UH 0.00028 JH 0.00026 JH 0.0003 U 0.0003 U 0.0003 U 0.0003 U 0.0003 U 0.0003 U 0.0003 U
Chromium, Trivalent 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U 0.005 U
Copper 0.0017 J 0.00086 J 0.002 U 0.0012J 0.002 U 0.002 U 0.0019J 0.002 U 0.002 U 0.002 U 0.0014 J 0.00074 J 0.002 U 0.002 U 0.002 U
Iron 0.11 01U 01U 01U 0.17 01U 0.04 J 0.19 01U 01U 0.25 01U 01U 0.13B 0.19B
Lead 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U
Mercury 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 7~ 0.0002 U 0.0002 U 0.0002 U 0.0002 U 7~ 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U 0.0002 U
Nickel 0.001J 0.002 U 0.002 U 0.002 U 0.0012J 0.002 U 0.002 U 0.002 U 0.002 U 0.0013J 0.0012J 0.00095 J 0.002 U 0.0013J 0.0014 J
Silver 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U 0.0005 U
Zinc 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.02U 0.0098 J 0.02U 0.02U 0.02U
Oil and Grease (mg/L)
Total Petroleum Hydrocarbons 2.6J 52U 27JF1B 52U 4.8U 5U 4.8U 51U 51U 5U 4.8U 4.8U 5U 4.8U 4.8U
Inorganic Compounds (mg/L)
Chloride 130 120 120 130 110 110 110 87 F1 130 120 140 150 130 140 130
Chlorine 0.02 HF 0.01 JHF 0.01 J HF 0.4 UHF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF 0.4 U HF
Nitrogen, as ammonia 3.3B 3B 1.5B 0.065 J 0.072J 0.77 0.37 0.22 0.08J 0.28 01U 01U 01U 01U 01U
Sulfate 43 41 44 34 43 44 43 43 46 37 44 48 49 42 43
Total Suspended Solids 4U 4 U 4U 1U 14 1U 1U 1.1U 1.1U 1U 1.2 1U 10U 25U 26U
Notes: Prepared by: KMS 6/18/19
mg/L - milligrams per liter Checked by: CTM 6/25/19
U - analyte not detected,
value shown is detection limit
J - value is estimated
B - Compound was found in the
blank and sample
*- LCS or LCSD exceeds the
control limits
E - Exceeded the calibration
range
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Table 3-2
Plant B Analytical Results for Fourth Quarter 2018 Groundwater Sampling
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

B-03 GW-101 GW-13 GW-16R GW-16R IW-10 IW-6
OC-B-03 OC-GW-101 OC-GW-13 OC-GW-16R [ OC-DUP GW 16R OC-IW-10 OC-IW-6
11/28/2018 11/27/2018 11/28/2018 11/28/2018 11/28/2018 11/27/2018 11/27/2018
Parameter Name
Volatile Organics (mg/L)
2,4,4-Trimethyl-1-pentene 0.001 U 0.63 0.0011 1.7J 1.5J 0.0055 0.45
2,4,4-Trimethyl-2-pentene 0.001 U 0.23 0.001 U 0.67 0.59 0.0064 0.093
Semivolatile Organics (mg/L)
Bis(2-Ethylhexyl)phthalate 0.026 U 0.025 U 0.00055 J 0.053 U 01U 0.05U 0.00064 J
N-Nitrosodiphenylamine 0.00043 J 0.85 0.0053 U 0.053 J 0.13J 0.05U 0.00028 J
Metals, Filtered (mg/L)
Iron 0.31 4.6 0.074 2.0 2.1 0.29 28
Inorganics (mg/L)
Nitrogen, as Ammonia 0.27 U 1.6J 021U 3.4 3.6 37 1.2U
pH 5.8J 71J 5.6J 6.7J 6.7J 74 J 6.5J
Extractable Petroleum Hydrocarbons (mg/L)
Benzo(ghi)perylene 0.0028 J 0.0098 J 0.0042 J
Indeno(1,2,3-cd)pyrene 0.01U 0.003 J 0.01U
Dibenz(a,h)anthracene 0.01U 0.0058 J 0.0034 J
C11-C22 Aromatics Adjusted 0.78 0.54 0.05U
C11-C22 Aromatics (unadj.) 0.79 0.56 0.038 JB
Volatile Petroleum Hydrocarbons (mg/L)
Toluene 0.001 U 0.0028 J 0.001 U 0.05U 0.05U 0.001 U 0.01 U
Xylene, o 0.001 U 0.019 0.00028 J 0.019J 0.02J 0.00062 J 0.0078 J
C9-C12 Aliphatics 0.0026 J 0.048 J 0.005 U 0.25U 0.25U 0.005 U 0.18
C5-C8 Aliphatics 0.0092 1.1 0.019 2.3 2.3 0.032 0.42
C5-C8 Aliphatics (unadij.) 0.0092 1.1 0.019 2.3 2.3 0.032 0.42
C9-C10 Aromatics (unadj.) 0.0018 J 0.017 J 0.005 U 0.25U 0.25U 0.002 J 0.05U
C9-C12 Aliphatics (unadj.) 0.0043 J 0.085 J 0.005 U 0.25U 0.25U 0.0045 J 0.19
Notes: Prepared by: KMS 6/18/19
mg/L - milligrams per liter Checked by: CTM 6/25/19
U - analyte not detected,
value shown is reporting limit
J - value is estimated
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Table 3-3
Plant B Analytical Results for First Quarter 2019 Groundwater Sampling
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

GW-16R
OC-GW-16R
3/30/2017

Parameter Name
Volatile Organics (mg/L)
2,4,4-Trimethyl-1-pentene 1.4
2,4,4-Trimethyl-2-pentene 0.45
Semivolatile Organics (mg/L)
N-Nitrosodiphenylamine 0.14
Metals, Filtered (mg/L)
Iron 2.1
Inorganics (mg/L)
Nitrogen, as Ammonia 3.7
pH 7.0J
Volatile Petroleum Hydrocarbons (mg/L)
Toluene 0.0036 J
Xylene, o 0.017 J
C9-C12 Aliphatics 0.49J
C5-C8 Aliphatics 2.0
C5-C8 Aliphatics (unadj.) 2.0
C9-C10 Aromatics (unadj.) 0.013J
C9-C12 Aliphatics (unadj.) 0.52 J
Notes: Prepared by: KMS 6/18/19
mg/L - milligrams per liter Checked by: CTM 6/25/19
U - analyte not detected,

value shown is reporting limit
B - Compound was found in the

blank and sample
J - value is estimated
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Table 3-4

Plant B Water Level and Product Recovery Data: October 2018 - December 2018

Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

Depth to Water Depth to Product Product Thickness Reference Potentiometric Surface Elevation (feet NGVD) Product Removed
Well feet? feet? feet®* Elevation Corrected for Product °® gallons
ID 10/30/2018 11/27/2018  12/27/2018 | 10/30/2018 11/27/2018 12/27/2018 | 10/30/2018 11/27/2018 12/27/2018 feet 10/30/2018 11/27/2018 12/27/2018 10/30/2018  11/27/2018 12/27/2018
B-2 11.45 10.28 10.26 NPD NPD NPD NA NA NA 90.48 79.03 80.20 80.22
B-3 10.83 9.57 9.55 NPD NPD NPD NA NA NA 90.32 79.49 80.75 80.77
B-5R 11.17 9.21 9.23 NPD NPD NPD NA NA NA 91.38 80.21 82.17 82.15
B-7A 7.86 6.01 6.02 NPD NPD NPD NA NA NA 88.81 80.95 82.80 82.79
B-17 9.51 7.31 7.33 NPD NPD NPD NA NA NA 91.55 82.04 84.24 84.22
GW-13 11.24 10.37 10.36 NPD NPD NPD NA NA NA 90.57 79.33 80.20 80.21
GW-14 9.13 6.53 6.56 NPD NPD NPD NA NA NA 88.70 79.57 82.17 82.14
GW-15 8.81 5.83 5.81 NPD NPD NPD NA NA NA 90.01 81.20 84.18 84.20
GW-16R 10.89 8.61 8.58 NPD NPD NPD NA NA NA 92.46 81.57 83.85 83.88
GW-23 12.31 11.26 11.28 12.05 11.23 11.24 0.26 0.03 0.04 91.04 78.98 79.81 79.80
GW-52S 8.78 5.83 5.84 NPD NPD NPD NA NA NA 87.95 79.17 82.12 82.11
GW-100 11.15 10.56 10.58 NPD NPD NPD NA NA NA 90.15 79.00 79.59 79.57
GW-101 11.13 10.48 10.49 NPD NPD NPD NA NA NA 90.14 79.01 79.66 79.65
GW-102 9.98 9.28 9.31 NPD NPD NPD NA NA NA 89.00 79.02 79.72 79.69
1W-1 11.19 10.03 10.04 NPD NPD NPD NA NA NA 90.71 79.52 80.68 80.67
1W-2 11.39 10.40 10.43 11.37 NPD NPD 0.02 NA NA 90.53 79.16 80.13 80.10
1W-3 11.35 10.55 10.57 NPD 10.54 NPD NA 0.01 NA 90.76 79.41 80.22 80.19
IW-6 10.35 9.81 9.83 NPD NPD NPD NA NA NA 89.15 78.80 79.34 79.32
1W-7 11.04 10.44 10.45 NPD NPD NPD NA NA NA 90.10 79.06 79.66 79.65
IW-8 10.85 10.18 10.17 NPD 10.17 NPD NA 0.01 NA 89.94 79.09 79.77 79.77
1W-9 10.63 9.87 9.89 NPD NPD NPD NA NA NA 89.78 79.15 79.91 79.89
IW-10 11.30 10.41 10.42 NPD NPD NPD NA NA NA 90.43 79.13 80.02 80.01
1W-11 10.83 10.11 11.22 NPD 10.09 11.19 NA 0.02 0.03 89.92 79.09 79.83 78.73
IW-12 11.31 10.69 11.22 NPD NPD NPD NA NA NA 90.31 79.00 79.62 79.09
IW-13 10.70 9.87 13.74 NPD NPD 13.73 NA NA 0.01 89.90 79.20 80.03 76.17
PID 10.90 10.20 10.88 NPD NPD NPD NA NA NA 89.97 79.07 79.77 79.09
P5 11.26 11.77 11.25 11.25 11.75 11.24 0.01 0.02 0.01 90.45 79.20 78.70 79.21
12-IN 10.45 9.66 9.67 NPD 9.66 9.67 NA Trace Trace 89.84 79.39 80.18 80.17
Recovered Product For Month 0.04 0.00 0.00

Notes:

NPD - No Product Detected; NA - Not Applicable;

1 - Groundwater measurements and product recovery data collected by Olin

- Measurement collected from top of PVC; if well does not have PVC casing, measurement taken from top of steel casing

2
3 - Collected using ORS brand oil/water interface probe
4

- Correction equation used: Reference elevation - (depth to water - (product thickness X 0.95))
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Table 3-5
Plant B Water Level and Product Recovery Data: January 2019 - March 2019 '
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

Depth to Water Depth to Product Product Thickness Reference Potentiometric Surface Elevation (feet NGVD) Product Removed
Well feet? feet? feet®* Elevation Corrected for Product °® gallons
1D 1/30/2019  2/26/2019  3/29/2019 | 1/30/2019 2/26/2019  3/29/2019 | 1/30/2019 2/26/2019 3/29/2019 feet 1/30/2019 2/26/2019 3/29/2019 1/30/2019 2/26/2019 3/29/2019
B-2 11.33 11.51 11.46 NPD NPD NPD NA NA NA 90.48 79.15 78.97 79.02
B-3 10.88 10.97 10.82 NPD NPD NPD NA NA NA 90.32 79.44 79.35 79.50
B-5R 11.08 11.21 11.13 NPD NPD NPD NA NA NA 91.38 80.30 80.17 80.25
B-7A 10.90 11.03 7.71 NPD NPD NPD NA NA NA 88.81 77.91 77.78 81.10
B-17 11.10 8.64 9.11 NPD NPD NPD NA NA NA 91.55 80.45 82.91 82.44
GW-13 11.07 11.20 11.15 NPD NPD NPD NA NA NA 90.57 79.50 79.37 79.42
GW-14 8.64 8.76 8.95 NPD NPD NPD NA NA NA 88.70 80.06 79.94 79.75
GW-15 7.91 8.07 8.22 NPD NPD NPD NA NA NA 90.01 82.10 81.94 81.79
GW-16R 10.40 10.53 10.52 NPD NPD NPD NA NA NA 92.46 82.06 81.93 81.94
GW-23 11.70 11.64 11.57 10.91 11.62 11.55 0.79 0.02 0.02 91.04 80.09 79.42 79.49
GW-52S 8.95 9.04 8.24 NPD NPD NPD NA NA NA 87.95 79.00 78.91 79.71
GW-100 11.39 11.49 11.14 NPD NPD NPD NA NA NA 90.15 78.76 78.66 79.01
GW-101 11.38 11.50 11.14 NPD NPD NPD NA NA NA 90.14 78.76 78.64 79.00
GW-102 10.07 10.28 10.01 NPD NPD NPD NA NA NA 89.00 78.93 78.72 78.99
1W-1 11.37 11.43 11.23 NPD NPD NPD NA NA NA 90.71 79.34 79.28 79.48
1W-2 11.41 11.50 11.20 NPD NPD NPD NA NA NA 90.53 79.12 79.03 79.33
IW-3 11.67 11.75 11.35 NPD NPD NPD NA NA NA 90.76 79.09 79.01 79.41
IW-6 10.55 10.73 10.31 NPD NPD NPD NA NA NA 89.15 78.60 78.42 78.84
IW-7 11.47 11.67 11.03 NPD NPD NPD NA NA NA 90.10 78.63 78.43 79.07
IW-8 11.17 11.36 10.87 NPD NPD NPD NA NA NA 89.94 78.77 78.58 79.07
1W-9 10.91 11.04 10.63 NPD NPD NPD NA NA NA 89.78 78.87 78.74 79.15
IW-10 11.43 11.57 11.29 NPD NPD NPD NA NA NA 90.43 79.00 78.86 79.14
1W-11 10.88 13.30 10.89 10.86 13.23 NPD 0.02 0.07 NA 89.92 79.06 76.69 79.03
IW-12 10.91 13.68 11.33 NPD NPD NPD NA NA NA 90.31 79.40 76.63 78.98
IW-13 19.57 18.56 10.68 19.57 NPD NPD Trace NA NA 89.90 70.33 71.34 79.22
PID 11.29 11.07 10.89 NPD NPD NPD NA NA NA 89.97 78.68 78.90 79.08
P5 11.47 11.59 11.28 NPD NPD 11.27 NA NA 0.01 90.45 78.98 78.86 79.18
12-IN 10.68 -- 10.50 NPD - NPD NA -- NA 89.84 79.16 -- 79.34
Recovered Product For Month 0.01 0.03 0.02
Notes:
NPD - No Product Detected; NA - Not Applicable Prepared by / Date: SAM 04/25/19
1 - Groundwater measurements and product recovery data collected by Olin Checked by / Date: CTM 04/25/19

2 - Measurement collected from top of PVC; if well does not have PVC casing, measurement taken from top of steel casing
3 - Collected using ORS brand oil/water interface probe
4 - Correction equation used: Reference elevation - (depth to water - (product thickness X 0.95))
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Table 5-1
Private Well Analytical Results for the Fourth Quarter 2018
Semi-Annual Status Report No. 24

Olin Chemical Superfund Site
Wilmington, Massachusetts

OC-M01L6C | OC-MO1L6D | OC-M02L07 [ OC-M03L02 | OC-M03L2D | OC-MO3L2F | OC-M03L07 | OC-M14L2B [ OC-M15L2C | OC-M24L54 | OC-M24L63 [ OC-M24L64

12/6/2018 12/6/2018 12/6/2018 12/7/2018 12/7/2018 12/7/2018 12/6/2018 12/6/2018 12/7/2018 12/6/2018 12/6/2018 12/7/2018
Parameter Name
NDMA
N-Nitrosodimethylamine 2U 2U 2U 2U 2U 2U 2U 21U 2U 15 2U 21U
Metals, Total (mg/L)
Chromium 0.01U 0.01U 0.01U 0.00067 J 0.0015J 0.01U
Chromium, Hexavalent 0.01U 0.01U 0.0061J 0.01U 0.01U 0.0073 J
Sodium 6.9 28 21 30 24 25
Inorganics (mg/L)
Ammonia 0.12J 02U 0.11J 02U 0.19J 0.12J
Chloride 13 15 140 87 130 130
Nitrate as N 2.9 0.05U 0.05 U 0.05U 0.47 0.6
Sulfate 19 60 38 29 24 24
Notes:

mg/L - milligram per liter

ng/L = nanograms per liter

U - analyte not detected,

value shown is detection limit

J - value is estimated
R - value is rejected

\\WFD-FS1\projectf$\Projects\old_Wakefield_Data\projects\OLIN\Wilmington\SemiAnnual Status Report\2019 July\Tables\
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4Q18 to 1019 tables.xlsx5-1_4Q18 Private well

Table 5-1

Private Well Analytical Results for the Fourth Quarter 2018
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site

Wilmington, Massachusetts

OC-M24L66 | OC-M24L72A | OC-M24L94

12/6/2018 12/6/2018 12/6/2018
Parameter Name
NDMA
N-Nitrosodimethylamine 21U 2U 2.1UJ
Metals, Total (mg/L)
Chromium 0.01U 0.00077 J 0.0014 J
Chromium, Hexavalent 0.01U
Sodium 2.6J 20 49
Inorganics (mg/L)
Ammonia 0.13J 02U 02U
Chloride 3.7 120 88
Nitrate as N 0.05U 0.6 1.2
Sulfate 12 22 21
Notes: Prepared by: KMS 6/18/19

mg/L - milligram per liter

ng/L = nanograms per liter

U - analyte not detected,
value shown is detection

J - value is estimated

R - value is rejected

limit

Checked by: CTM 6/27/19
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Table 5-2
Private Well Analytical Results for the First Quarter 2019
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

OC-M01L6C OC-M01L6D OC-M02L07 OC-M03L02 OC-M03L2D OC-M03L2F OC-M03L07 OC-M03L07 OC-M14L2B OC-M15L2C

3/21/2019 3/21/2019 3/21/2019 3/21/2019 3/21/2019 3/21/2019 3/21/2019 4/12/2019 3/21/2019 3/22/2019
Parameter Name
NDMA/NDPA (ng/L)
N-Nitrosodimethylamine 0.55J 3.6 0.34 J 2U 2U 2U 20 2U 2.1 UJ 2U
Metals, Total (mg/L)
Sodium 8.8 26 26
Chromium 0.0011J 0.01 U 0.00091 J
Inorganics (mg/L)
Chloride 20 16 140
Nitrate as N 5.7 0.05 U
Ammonia as Nitrogen 0.2U 0.2U 0.12J
Sulfate 18 49 27

Notes:

mg/L - milligram per liter
ng/L - nanograms per liter
U - analyte not detected,

value shown is detection limit

J - value is estimated
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Table 5-2

Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

Private Well Analytical Results for the First Quarter 2019

0OC-M24L54 0OC-M24L63 OC-M24L64 0OC-M24L66 0OC-M24L94
3/22/2019 3/22/2019 3/22/2019 3/22/2019 3/22/2019

Parameter Name
NDMA/NDPA (ng/L)
N-Nitrosodimethylamine 9.5 2U 2U 2U 2U
Metals, Total (mg/L)
Sodium 31 20 20 1.9J 28
Chromium 0.01 U 0.00072 J 0.00065 J 0.01 U 0.01 U
Inorganics (mg/L)
Chloride 82 120 120 25 110
Nitrate as N
Ammonia as Nitrogen 0.42U 0.23U 02U 02U 0.22U
Sulfate 25 20 20 8.3 19

Notes:

mg/L - milligram per liter
ng/L - nanograms per liter
U - analyte not detected,

value shown is detection limit

J - value is estimated

Prepared by: KMS 6/20/19
Checked by: CTM 6/27/19
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Tank #1 - Receives gravity overflow from Tank 2 Wood Envi ‘& Figure 3-1

and allows for further settling Legend .nf‘?istm”c?urfe”?o?ﬂms, Inc. Plant B Interpreted Water Level
Tank #2 - Caustic add.ition anq initial iron drop-out — Interpreted Potentiometric Contour Line (FT/MSL) - — Ditch WO o %7h1e|'\r:|1i!f§rzai/|/\o1824 Conditions - October 30, 2018
Tank #3 & #4 - Overnight holding tank for treated water - . Y ’
Tank #5 - Pre-carbon hold tank @ Recovery Well Elevation Contours Semi-Annual Status Report No. 24
Tank #6 - Residence tank . $ Monitoring Well N Olin Chemical Superfund Site
Tank #7 - Raw water (pH adjusted) 0 15 30 60 Wilmington, Massachusetts
Tank #8 - Pre-carbon transfer A

. Feet

Tank #9 - Day discharge to NPDES Outfall 002 Prepared/Date: EFG 07/01/19 | Checked/Date: CTM 07/01/19
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Figure 3-6
Plant B Interpreted Water Level
Conditions - March 29, 2019
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Figure 3-7
Plant B Interpreted LNAPL Thickness
Contours - October 30, 2018
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Figure 3-10
Plant B Interpreted LNAPL Thickness
Contours - January 30, 2019
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Olin Chemical Superfund Site
Wilmington, Massachusetts
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Figure 3-11
Plant B Interpreted LNAPL Thickness
Contours - February 26, 2019
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Figure 3-12
Plant B Interpreted LNAPL Thickness
Contours - March 29, 2019

Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts

Prepared/Date: EFG 06/28/19 | Checked/Date: CTM 06/28/19

P:\old_Wakefield_Data\projects\OLIN\Wilmington\GIS\MapDocuments\Interim Response Work Plan\Olin_PlantB_SASR_18_19.mxd June 28, 2019 DWN: emily.gardiner CHKD: CTM




Figure 3-13
Monthly and Cumulative LNAPL Recovery
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts
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Figure 3-14
Water Levels (WL) and Monthly LNAPL Recovery
Semi-Annual Status Report No. 24
Olin Chemical Superfund Site
Wilmington, Massachusetts
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1.0 INTRODUCTION

On behalf of the Olin Corporation (Olin), Wood Environment & Infrastructure Solutions, Inc. (Wood E&IS)
formerly Amec Foster Wheeler, presents this summary report for field activities completed in association
with the Fourth Quarter 2018 groundwater, surface water, and sediment monitoring for the Slurry Wall/Cap
Monitoring Program and the Plant B Monitoring Program. These activities were conducted consistent with
the requirements and procedures contained in the Final Interim Response Steps Work Plan (IRSWP), Olin
Chemical Superfund Site, 51 Eames Street, Wilmington, Massachusetts dated August 8, 2008 and the
Volume IIIB, the Quality Assurance Project Plan, of the Final Remedial Investigation/Feasibility Study (RI/FS)
Work Plan dated August 14, 2009 (MACTEC Engineering and Consulting, Inc. [MACTEC], 2009).

1.1 Limitations

This report, including its findings, opinions, and conclusions, is intended for the exclusive use and benefit
of, and may be relied upon only by Olin Corporation and the United States Environmental Protection Agency
(USEPA).
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2.0  Slurry Wall/Cap monitoring program

The purpose of the Slurry Wall/Cap Monitoring Program is to monitor the concentrations of select
constituents in groundwater, surface water, and sediment in areas adjacent to and within the South Ditch
of the former Olin Facility located at 51 Eames Street, Wilmington, Massachusetts.

The Fourth Quarter 2018 groundwater, surface water, and sediment monitoring program includes collecting
groundwater level measurements from select monitoring wells and piezometers, collecting and analyzing
groundwater samples from 15 monitoring wells and five piezometers, collecting and analyzing surface water
samples from seven locations within the East Ditch and South Ditch, and collecting and analyzing sediment
samples from five locations within the East Ditch and South Ditch. Groundwater, surface water, and
sediment sample locations are listed in Table 1 and shown on Figure 1. The groundwater, surface water,
and sediment sampling program is further described in the Final IRSWP (MACTEC, 2008), which has been
approved by the USEPA.

2.1 Scope of Work

The Slurry Wall/Cap Monitoring Program for this sampling event consists of collecting groundwater level
measurements in the vicinity of the South Ditch area; collecting and analyzing groundwater samples from
the following monitoring wells: GW-10S, GW-24, GW-25, GW-34SR, GW-34D, GW-35S, MP-2 #15, GW-43SR,
GW-76S, GW-78S, GW-79S, GW-201S, GW-202S, GW-202D, and GW-CA-1; and piezometers: PZ-16RRR,
PZ-17RRR, PZ-18R, PZ-24, and PZ-25; collecting and analyzing surface water samples from the following
locations: ISCO-1, ISCO-2, ISCO-3, SD-17, PZ-16RRR, PZ-17RRR, and PZ-18R; collecting and analyzing
sediment samples from the following locations: SD-1, SD-2, SD-3, SD-4, and SD-5; and downloading water
level and barometric pressure data from data loggers that have been installed in the following wells and
piezometers: GW-10S, GW-35S, GW-CA1, GW-76S, GW-78S, GW-CA3S, GW-CA4S, PZ-24, PZ-25, and
GW-6S. Monitoring wells, piezometers, surface water, and sediment sample locations are shown on
Figure 1.

On November 14 through 28, 2018, Olin personnel completed a site reconnaissance of the monitoring well
locations in the Slurry Wall/Cap Monitoring Program and collected groundwater level measurements. This
included measuring depth to groundwater from 22 monitoring wells and piezometers using a water level
meter. Groundwater level measurements and calculated groundwater elevations are summarized in
Table 2.

On November 14 through 28, 2018, Olin personnel sampled groundwater from 15 monitoring wells and
five piezometers using 2017 USEPA low stress (low flow) groundwater sampling methods.

Prior to low flow sampling, a Horiba U-52 multi-parameter water quality meter and a Hach 2100Q turbidity
meter were calibrated according to the instrument manufacturer’s specifications using certified calibration
solutions.

Groundwater was purged using an adjustable rate peristaltic pump along with dedicated tubing at each
monitoring location. During sampling activities, the purged groundwater was continuously monitored
using the multi-parameter water quality meter for pH, temperature, specific conductivity (SC), dissolved
oxygen (DO), and oxidation/reduction potential (ORP), while turbidity was monitored using the Hach 2100Q
turbidity meter. Well purging continued at each location until these field parameters stabilized as indicated
in Appendix A of the IRSWP.

Project 6107190016 | 7/1/2019 Page 2
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Monitoring wells GW-24, PZ-16RRR, and PZ-17RRR went dry upon purging and could not be sampled by
low flow methods. These wells were purged dry and sampled upon recovery, which is the alternative
approved method. Samples collected by this method typically have elevated turbidity. The final low flow
purging field parameter measurements are presented in Table 3. Field data records for each groundwater
monitoring location are attached in Appendix A.

Upon stabilization of groundwater parameters, groundwater samples were collected by directly filling the
laboratory prepared sample bottles. A 0.45-micron pore diameter filter was used to field filter groundwater
for dissolved metal analysis in accordance with the IRSWP. The samples were placed on ice and transferred
to TestAmerica Laboratories, Inc. (TAL) of Buffalo, New York, under chain-of-custody for chemical analyses
as summarized in Table 4. Copies of the chain-of-custody documents are provided in Appendix B.
Laboratory analytical data are presented in the July 2019 Semi-Annual Status Report.

Purged groundwater from each monitoring well was collected in collapsible plastic containers, transported
to the Block House building, adjacent to the Plant B groundwater treatment building, and containerized in
a secured 55-gallon drum. Olin characterizes and disposes of that material in accordance with applicable
regulations.

On December 4, 2018, Olin personnel collected six surface water samples from downstream to upstream
from the East Ditch and South Ditch. The locations are identified as ISCO-2, PZ-16RRR, PZ-17RRR, SD-17,
PZ-18R, and ISCO-1 as shown on Figure 1. No sample was collected at location ISCO-3 due to excessive
mud trying to cross the South Ditch.

Before field activities began, a Horiba U-52 multi-parameter water quality meter and Hach 2100Q turbidity
meter were properly calibrated to monitor surface water quality parameters at each location.

At each of the field locations, surface water parameter measurements (pH, temperature, SC, ORP, DO, and
turbidity) were collected. Readings were collected by directly submersing the Horiba probe into the surface
water until parameter stabilization. The final surface water field parameters are summarized in Table 5.
Field data records from each surface water sample location are attached in Appendix A.

Filtered surface water samples (for dissolved metals analysis) were collected by submerging dedicated
tubing attached to a peristaltic pump into the water column at a depth that minimized entraining floating
or suspended sediment. The peristaltic pump provides positive pressure for field filtering the water through
the 0.45-micron pore diameter filter for dissolved metal analysis.

Surface water samples were collected by directly filling the laboratory prepared glassware. The samples
were then placed on ice for delivery to TAL of Buffalo, New York, under chain-of-custody for chemical
analyses summarized in Table 6. Copies of the chain-of-custody documents are provided in Appendix B.
Laboratory analytical data are presented in the July 2019 Semi-Annual Status Report.

On December 4, 2018, Olin personnel collected five surface sediment samples from locations in the ditch
system identified on Table 1 and in Figure 1. The samples were collected from zero to six inches below
grade using a stainless-steel hand auger. Sediments were mixed in a stainless-steel bowl using a
stainless-steel spoon and placed in the sample containers provided by TAL. The samples were then placed
on ice for delivery to TAL of Buffalo, New York, under chain-of-custody for chemical analyses summarized
in Table 7. Field data records from the sediment sampling are attached in Appendix A. Copies of the
chain-of-custody documents are provided in Appendix B. Laboratory analytical data will be presented in
the July 2019 Semi-Annual Status Report.
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2.1.5 Data Logger Data Download

Data loggers are deployed in 10 monitoring wells and piezometers: GW-10S, GW-35S, GW-CA1, GW-76S,
GW-78S, GW-CA3S, GW-CA4S, PZ-24, PZ-25, and GW-6S, to continuously monitor groundwater elevation
proximate to the cap area. Wood E&IS downloaded data from the 10 data loggers, along with data from
the barometric pressure data logger deployed in GW-35S. Downloaded data from the loggers are
presented in the July 2019 Semi-Annual Status Report.

2.1.6 Cap Inspection

The temporary cap is composed of ten large and three small scrim reinforced polyethylene sheets of 8 mil
thickness. These sheets were factory fabricated with double welded seams from smaller, narrower panels.
The seams between the large sheets were field fabricated by folding and sewing the edges of the sheets
together with an ultraviolet (UV)-resistant thread. The original temporary cap was installed in 2001 and
consisted of a 6-mil thick sheet. Due to deterioration of the 6-mil sheet, an 8-mil thick cover was installed
directly over the 6-mil cover and re-ballasted with sand bags to resist wind uplift.

Since November 2016, Olin on-site personnel have been conducting the cap inspections and integrating
the inspections with the maintenance repair activities. Olin has reduced the official inspection frequency
from quarterly to semi-annually with informal inspections to continue to ensure that any potential
significant issues are addressed in a timely fashion. The semi-annual cap inspection and maintenance field
data record is included as Appendix C and is summarized in the July 2019 Semi-Annual Status Report
(No. 24).

Project 6107190016 | 7/1/2019 Page 4

® ® 6107190016 WOOd.



3.0 Plant B monitoring program

The purpose of the Plant B groundwater sampling and analysis program is to monitor groundwater quality
at select monitoring wells and conduct gauging activities to determine groundwater elevations and light
non-aqueous phase liquid (LNAPL) thickness.

3.1 Scope of Work

The Fourth Quarter Plant B Monitoring Program consisted of measuring groundwater levels in 28
monitoring wells within the Plant B area, gauging LNAPL thickness in monitoring wells where LNAPL was
observed, and USEPA low stress (low flow) groundwater sampling at monitoring wells: B-03, GW-13,
GW-16R, GW-101, IW-6, and IW-10. Groundwater monitoring wells sampled from the Plant B Monitoring
Program are listed in Table 1 and the monitoring well locations are shown on Figure 2.

On November 27, 2018, Olin personnel completed a site reconnaissance of the monitoring well locations in
the Plant B Monitoring Program and collected groundwater level measurements and LNAPL thickness
measurements. Depth to groundwater was measured in 28 monitoring wells using a water interface probe.
For wells with observed LNAPL, LNAPL thickness was measured using an oil/water interface probe.
Groundwater level measurements, groundwater elevations, and LNAPL thickness measurements are
summarized in Table 8.

On November 27 and 28, 2018, Olin personnel sampled groundwater from monitoring wells: B-03, GW-13,
GW-16R, GW-101, IW-6, and IW-10 following the 2017 USEPA low stress (low flow) groundwater sampling
method.

Prior to low flow sampling, a Horiba U-52 multi-parameter water quality meter and Hach 2100Q turbidity
meter were calibrated according to the instrument manufacturer’s specifications using certified calibration
solutions.

Groundwater was purged using an adjustable rate peristaltic pump along with dedicated tubing at the
sample location. During sampling activities, the purged groundwater was continuously monitored using
the Horiba U-52 multi-parameter water quality meter for pH, temperature, SC, DO, and ORP, while turbidity
was monitored using the Hach 2100Q turbidity meter. Well purging continued at the sample location until
these field parameters stabilized as indicated in Appendix A of the IRSWP. The final low flow purging field
parameter measurements are presented in Table 9. Field data records for each groundwater monitoring
location are attached in Appendix A.

Upon groundwater parameter stabilization, groundwater samples were collected by directly filling the
laboratory prepared glassware. The samples were placed on ice, and were transferred to TAL of Buffalo,
New York, under chain-of-custody for chemical analyses as summarized in Table 10. Copies of the
chain-of-custody documents are provided in Appendix B. Laboratory analytical data will be presented in
the July 2019 Semi-Annual Status Report.

Purged groundwater from sampling activities was collected in collapsible plastic containers, transported to
the Block House building, adjacent to the Plant B groundwater treatment building, and containerized in a
secured 55-gallon drum. Olin characterizes and disposes of that material in accordance with applicable
regulations.
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Table 1
Groundwater, Surface Water, and Sediment Sampling Locations
Slurry Wall/Cap Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Groundwater

Surface Water

Sediment

GW-10S
GW-24
GW-25
GW-26*

GW-34SR

GW-34D

GW-35S

ISCO1
ISCO2
ISCO3***
PZ-16RRR
PZ-17RRR
PZ-18R
SD-17

SD-SD1 (MS/MSD)

SD-SD2
SD-SD3
SD-SD4

SD-SD5 (DUP)

GW-425**
GW-43SR
GW-76S
GW-78S
GW-79S
GW-201S
GW-202S
GW-202D
GW-CA1
PZ-16RRR#
PZ-17RRR #
PZ-18R
PZ-24
PZ-25
GW-16R~
B-03*
GW-101~
GW-13»
IW-10"
IW-6"

Notes: Prepared by: CTM 04/16/2019
Bold - DUP/ MS/ MSD collected Checked by: SAM 04/16/2019
* - Well removed for detention basin construction

** - Well destroyed; Sampled MP-2 #13

*** - Could not sample

# - Piezometer replaced in South Ditch

A - Plant B Monitoring Well
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Table 2
Groundwater Elevations
Slurry Wall/Cap Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Reference Depth to Water . Groundwater Date
WELL ID Elevation P (,2) Elevation (3) Notes Measured
I.D. (ft msl) (ft) (feet NGVD)

GW-10S 89.79 7.87 81.92 TOC 11/15/2018
GW-24 83.43 1.72 81.71 11/15/2018
GW-25 85.97 4.59 81.38 11/15/2018

GW-26" 84.93 *
GW-34D 90.36 6.51 83.85 11/15/2018
GW-34SR 89.13 5.17 83.96 11/15/2018
GW-35S 88.51 6.36 82.15 11/15/2018
GW-397 83.64 3.79 79.85 11/28/2018

GW-425** 84.18 **
GW-43SR 87.86 5.66 82.20 11/28/2018
GW-55D 81.95 3.43 78.52 11/28/2018
GW-55S 81.70 3.19 78.51 11/28/2018
GW-76S 88.45 6.62 81.83 TOC 11/15/2018
GW-78S 84.89 3.76 81.13 11/14/2018
GW-79S 81.54 2.57 78.97 11/14/2018
GW-201S 83.29 3.09 80.20 11/15/2018
GW-202D 86.52 5.13 81.39 11/14/2018
GW-202S 86.97 5.71 81.26 11/14/2018
GW-CA1 88.01 6.03 81.98 11/15/2018
PZ-16RRR/IN i 3.12 11/14/2018

PZ-16RRR/OUT (4) e NM
PZ-17RRR/IN i 2.35 11/14/2018

PZ-17RRR/OUT (4) e NM
PZ-18R/IN 82.42 2.29 80.13 11/14/2018

PZ-18R/OUT (4) 82.42 NM
PZ-24 89.43 8.00 81.43 11/14/2018
PZ-25 88.90 7.55 81.35 11/14/2018

Notes: Prepared by: CTM 04/16/2019
(1) - Measurement from top of PVC. If no PVC, measurement from TOC Checked by: SAM 04/16/2019

(2) - Collected using a Solinst water interface probe

(3) - Groundwater Elevation = Reference Elevation - Depth to Water
(4) - Reported elevation of surface water adjacent to piezometer
TOC - Water level measurement taken from Top of Casing

* - Well removed for detention basin construction

** - Well destroyed during paving

*** - Piezometer replaced in South Ditch. Not surveyed

NGVD - National Geodetic Vertical Datum

msl - mean sea level

ft - feet

NM - not measured

A - Well heaving
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Table 3
Final Field Parameters for Groundwater Sampling
Slurry Wall/Cap Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Quarterly Slurry Wall/Cap Monitoring Wells Quarterly Slurry Wall/Cap Piezometer Wells

Location ID GW-25 GW-78S GW-79S | GW-202S = GW-202D | PZ-16RRR | PZ-17RRR PZ-18R PZ-24 PZ-25
Date 11/15/2018 | 11/14/2018 | 11/14/2018 | 11/14/2018  11/14/2018] 11/14/2018  11/14/2018 11/14/2018  11/14/2018 11/14/2018
Depth to Water (ft) 4.89 3.95 2.80 5.73 5.14 Dry Dry 2.54 8.18 7.57
Temperature (°C) 10.09 9.10 11.14 11.74 11.46 8.92 7.48 7.78 13.41 14.30
Specific Conductivity (mS/cm™*) 1.17 1.10 1.64 1.36 3.33 2.27 0.741 4.53 1.82 0.789
pH (standard units) 6.48 6.01 5.77 6.68 4.77 6.07 6.86 5.78 5.52 5.54
Dissolved Oxygen (mg/L) 0.79 8.51 0.08 0.10 0.10 11.28 4.82 0.10 5.67 0.98
Turbidity (NTU) 53.7 55.7 31.2 3.90 14.2 239 669 55.3 37.4 62.1
ORP (millivolts) -111 59 34 60 230 -34 -47 -37 -36 78
Semiannual Slurry Wall/Cap Monitoring Wells

Location ID GW-10S GW-24 | GW-34SR | GW-34D | GW-35S | MP-2#15  GW-43SR GW-76S | GW-201S | GW-CA-1
Date 11/15/2018 | 11/15/2018 | 11/15/2018 | 11/15/2018 11/15/2018 11/28/2018 11/28/2018 11/15/2018  11/15/2018 11/15/2018
Depth to Water (ft) 7.98 Dry 5.17 6.49 6.43 Multi-port 5.66 6.64 3.28 6.03
Temperature (°C) 14.48 6.94 7.62 8.60 9.10 10.61 14.54 11.01 7.51 11.04
Specific Conductivity (mS/cm™*) 0.274 0.501 0.130 0.110 1.50 0.746 0.711 0.202 3.66 0.950
pH (standard units) 4.22 6.61 6.98 5.77 7.44 5.87 5.33 5.01 6.15 711
Dissolved Oxygen (mg/L) 5.27 13.25 0.10 0.10 0.10 3.11 9.43 7.59 0.01 0.10
Turbidity (NTU) 0.9 751 2.66 63.6 12.6 70 4.20 370 65.8 1.07
ORP (millivolts) 399 -37 120 174 -152 65 167 145 125 102

Notes:

ft - feet

uS/cm - microSiemens per centimeter

* - mS/cm (milliSiemens per centimeter)

1 uS/ecm = 0.001 mS/cm

mg/L - milligrams per liter

NTU - nephelometric turbidity units

ORP - Oxidation/Reduction Potential

mV - millivolts

Dry = purged dry and sampled upon recovery

\\WFD-FS1\projectf$\Projects\old_Wakefield_Data\projects\OLIN\Wilmington\2018 Quarterly\4th Quarter\Tables FAR 4Q_18.xls

Prepared by: CTM 04/16/2019
Checked by: SAM 04/16/2019



Table 4
Groundwater Laboratory Analytical Program
Slurry Wall/Cap Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Analyte '?;Iglgsg Detection Limit Units
Physical/Inorganic Parameters
L EPA 350.1
Ammonia-Nitrogen (10-107-06-1-K) 0.10 mg/L
Chloride EPA 300.0 0.28 mg/L
Specific Conductivity SM18 2510B 1.0 pmhos/cm
Sulfate EPA 300.0 0.35 mg/L
Filtered Metals

Aluminum, filtered SW846 6010B 60 ug/L

Chromium, filtered SW_846 6010B 1.0 po/L
Notes: Prepared by: CTM 04/16/2019
mg/L - milligrams per liter Checked by: SAM 04/16/2019

pmhos/cm - micromhos per centimeter

pmhos/cm = uS/cm (microSiemens per centimeter)

1 uS/cm = 0.001 mS/cm (milliSiemens per centimeter)
pg/L - micrograms per liter
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Table 5
Final Field Parameters for Surface Water Sampling
Slurry Wall/Cap Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Quarterly Surface Water Locations

Location ID ISCO1 ISCO2 ISCO3 | PZ-16RRR | PZ-17RRR | PZ-18R SD-17
Date 12/4/2018 | 12/4/2018 NS 12/4/2018 = 12/4/2018 | 12/4/2018 | 12/4/2018
Depth of Water (in.) 10 5 NS 3 5 7 3
Temperature (°C) 6.03 6.11 NS 5.70 6.20 5.98 6.19
Specific Conductivity (mS/cm*) 0.553 0.565 NS 0.594 0.595 0.558 0.587

pH (standard units) 6.59 5.63 NS 5.76 6.12 6.55 6.20
Dissolved Oxygen (mg/L) 5.06 13.11 NS 7.80 12.33 5.51 12.18
Turbidity (NTU) 58.8 0.1 NS 0.1 24.9 56.3 29.8
ORP (millivolts) 114 160 NS 146 110 110 131
Notes: Prepared by: CTM 04/16/2019
in. - inches Checked by: SAM 04/16/2019

uS/cm - microSiemens per centimeter

* - mS/cm (milliSiemens per centimeter)
1 uS/ecm = 0.001 mS/cm

mg/L - milligrams per liter

NTU - nephelometric turbidity units
ORP - Oxidation/Reduction Potential
mV - millivolts

NS - Not able to collect sample
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Table 6
Surface Water Analytical Program
Slurry Wall/Cap Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Analyte ;’:;sttlgcs): Detection Limit Units
Physical/Inorganic Parameters
e EPA 350.1
Ammonia-Nitrogen (10-107-06-1-K) 0.10 mg/L
Nitrate EPA 300.0 0.02 mg/L
Nitrite EPA 300.0 0.02 mg/L
Chloride EPA 300.0 0.28 mg/L
Specific Conductivity SM18 2510B 1.0 umhos/cm
Sulfate EPA 300.0 0.35 mg/L
Total Metals
Aluminum, Total SW846 6010B 60 ug/L
Chromium, Total SW846 6010B 1.0 po/L
Sodium, Total SW846 6010B 320 ug/L
Filtered Metals
Aluminum, Filtered SW846 6010B 60 ug/L
Chromium, Filtered SW846 6010B 1.0 po/L
Sodium, Filtered SW846 6010B 320 ug/L
Notes: Prepared by: CTM 04/16/2019
mg/L - milligrams per liter Checked by: SAM 04/16/2019

pmhos/cm - micromhos per centimeter

pmhos/cm = uS/cm (microSiemens per centimeter)

1 uS/cm = 0.001 mS/cm (milliSiemens per centimeter)
Mg/L - micrograms per liter
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Table 7
Sediment Analytical Program
Slurry Wall/Cap Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Analysis Detection .
Analyte Mothod Limit Units

Physical/Inorganic Parameters
Percent Moisture

EPA 160.3 1.0 Percent
Metals
Aluminum SW846 6010B 6.2 mg/Kg
Chromium SW846 6010B 0.28 mg/Kg
Iron SW846 6010B 5.1 mg/Kg
Notes: Prepared by: CTM 04/16/2019
mg/Kg - milligrams per kilogram

Checked by: SAM 04/16/2019
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Table 8
Groundwater Elevations
Plant B Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

WELL ID Reference Depth to Depth to Product Thickness = Groundwater Date

Elevation (1) Water (2) Product (3) (4) Elevation (5) = Measured
I.D. (ft msl) (ft) (ft) (ft) (feet NGVD)
B-2 90.48 10.28 NPD NA 80.20 11/27/2018
B-3 90.32 9.57 NPD NA 80.75 11/27/2018
B-5R 91.38 9.21 NPD NA 82.17 11/27/2018
B-7A 88.81 6.01 NPD NA 82.80 11/27/2018
B-17 91.55 7.31 NPD NA 84.24 11/27/2018
GW-13 90.57 10.37 NPD NA 80.20 11/27/2018
GW-14 88.70 6.53 NPD NA 82.17 11/27/2018
GW-15 90.01 5.83 NPD NA 84.18 11/27/2018
GW-16R 92.46 8.61 NPD NA 83.85 11/27/2018
GW-23 91.04 11.26 11.23 0.03 79.81 11/27/2018
GW-52S 87.95 5.83 NPD NA 82.12 11/27/2018
GW-100 90.15 10.56 NPD NA 79.59 11/27/2018
GW-101 90.14 10.48 NPD NA 79.66 11/27/2018
GW-102 89.00 9.28 NPD NA 79.72 11/27/2018
IW-1 90.71 10.03 NPD NA 80.68 11/27/2018
IW-2 90.53 10.40 NPD NA 80.13 11/27/2018
IW-3 90.76 10.55 10.54 0.01 80.22 11/27/2018
IW-6 89.15 9.81 NPD NA 79.34 11/27/2018
IW-7 90.10 10.44 NPD NA 79.66 11/27/2018
IW-8 89.94 10.18 10.17 0.01 79.77 11/27/2018
IW-9 89.78 9.87 NPD NA 79.91 11/27/2018
IW-10 90.43 10.41 NPD NA 80.02 11/27/2018
IW-11 89.92 10.11 10.09 0.02 79.83 11/27/2018
IW-12 90.31 10.69 NPD NA 79.62 11/27/2018
IW-13 89.90 9.87 NPD NA 80.03 11/27/2018
PID 89.97 10.20 NPD NA 79.77 11/27/2018
P5 90.45 11.77 11.75 0.02 78.70 11/27/2018
12-IN 89.84 9.66 9.66 <0.01 80.18 11/27/2018
Notes: Prepared by: CTM 04/16/2019

(1) - Reference elevations surveyed 11/97. New TOC survey by Dana Perkins 4-5/98 Checked by: SAM 04/16/2019
(2) - Top of PVC. If no PVC, measurement from top of steel casing

(3) - Collected using a Solinst water interface probe or Geotech oil/water interface probe

(4) - If sheen is noted, a product thickness of 0.01 feet will be used to calculate the groundwater elevation
(5) - Groundwater Elevation = Reference Elevation - (Depth to Water - (Product Thickness x 0.95))

TOC - Top of Casing

NPD - No Product Detected

NA - Not Applicable

NGVD - National Geodetic Vertical Datum

msl - mean sea level

ft - feet

East Ditch - No sheen noted; Observed OK
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Table 9
Final Field Parameters for Groundwater Sampling
Plant B Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Quarterly Plant B Monitoring Wells

Location ID GW-16R

Date 11/28/2018

Depth to Water (ft) 8.95

Temperature (°C) 12.39

Specific Conductivity (mS/cm™) 0.175

pH (standard units) 7.09

Dissolved oxygen (mg/L) 5.21

Turbidity (NTU) 27.4

ORP (millivolts) 5

Annual Plant B Monitoring Wells

Location ID B-03 GW-13 GW-101 IW-6 IW-10
Date 11/28/2018  11/28/2018  11/27/2018  11/27/2018  11/27/2018
Depth to Water (ft) 9.58 10.77 10.50 9.93 10.57
Temperature (°C) 12.22 11.25 12.02 14.31 10.74
Specific Conductivity (mS/cm™) 0.126 0.076 0.513 1.88 0.702
pH (standard units) 5.45 4.81 5.77 6.45 8.04
Dissolved oxygen (mg/L) 9.62 23.7 (%) 0.02 5.91 0.25
Turbidity (NTU) 2.01 3.88 2.43 215 55.6
ORP (millivolts) 313 293 -45 -81 2

Notes:

ft - feet

uS/cm - microSiemens per centimeter

* - mS/cm (milliSiemens per centimeter)
1 uS/cm = 0.001 mS/cm

mg/L - milligrams per liter

NTU - nephelometric turbidity units
ORP - Oxidation/Reduction Potential
mV - millivolts

Prepared by: CTM 04/16/2019
Checked by: SAM 04/16/2019
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Table 10
Groundwater Laboratory Analytical Program
Plant B Monitoring Program
Fourth Quarter 2018 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Analyte /:;;I}Z?; Detection Limit Units
Volatile organic compounds (VOC)
2,4,4-Trimethyl-1-pentene SW846 8260B 0.40 po/L
2,4,4-Trimethyl-2-pentene SW846 8260B 0.43 ug/L
Semivolatile organic compounds (SVOC)
N-nitrosodiphenylamine SW846 8270C 0.07 ug/L
bis(2-ethylhexyl)phthalate SW846 8270C 0.44 po/L
Volatile Petroleum Hydrocarbons (VPH)
C5-C8 Aliphatics MA VPH 1.5 pg/L
C5-C8 Aliphatics, Unadjusted MA VPH 1.5 ug/L
C9-C12 Aliphatics MA VPH 1.5 pg/L
C9-C12 Aliphatics, Unadjusted MA VPH 1.5 ug/L
C9-C10 Aromatics MA VPH 0.5 pg/L
Methyl-tert-butyl-ether (MTBE) MA VPH 0.25 pg/L
Benzene MA VPH 0.25 po/L
Ethylbenzene MA VPH 0.25 ug/L
m,p-Xylene MA VPH 0.50 pg/L
0-Xylene MA VPH 0.25 ug/L
Toluene MA VPH 0.25 pg/L
Naphthalene MA VPH 0.25 ug/L
Physical/Inorganic Parameters
- EPA 350.1
Ammonia-Nitrogen (10-107-06-1-K) 0.10 mg/L
pH SM 4500 H+ B 0.10 SuU
Filtered Metals
Iron, Filtered SW846 6010B 19 ug/L
Notes: Prepared by: CTM 04/16/2019
ug/L - micrograms per liter Checked by: SAM 04/16/2019

mg/L - milligrams per liter
SU - standard units
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Figure 1
Slurry Wall / Cap Monitoring Program
Sample Locations

Interim Response Steps Field Activity Report
Olin Chemical Superfund Site
Wilmington, Massachusetts

Prepared/Date: EFG 06/07/18 | Checked/Date: CTM 06/07/18
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Concrete “ ’
Block Building

Tank #1 - Receives gravity overflow from Tank 2 Wood Environment & Figure 2

and allows for further settling Legend Infrastructure Solutions, Inc. Plant B Mo_nitoring ?reram
Tank #2 - Caustic addition and initial iron drop-out 271 Mill Road Sampling Locations
Tank #3 & #4 - Overnight holding tank for treated water 4 Monitoring Well @ Chemsford. MA 01824

Tank #5 - Pre-carbon hold tank Interim Response Steps Field Activity Report

Tank #6 - Residence tank @ Recovery Well N Olin Chemical Superfund Site

Tank #7 - Raw water (pH adjusted) — Elevation Contours 0 15 20 60 Wilmington, Massachusetts

Tank #8 - Pre-carbon transfer A Feot

Tank #9 - Day discharge to NPDES Outfall 002 Prepared/Date: EFG 06/07/18 | Checked/Date: CTM 06/07/18

Document: P:\old_Wakefield_Data\projects\OLIN\Wilmington\GIS\MapDocuments\Iinterim Response Work Plan\Olin_PlantB_11X17_LS.mxd PDF: P:\old_Wakefield_Data\projects\OLIN\Wilmington\GIS\Figures\Figure 3 - Plant B Monitoring Program Sampling Locations.pdf
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-10S | ROUND NO.
SAMPLE ID OC-GW-10S | SITE TYPE| Superfund | DATE 11/15/2018
TIME|STAHT 7:40 END 8:30 | JOB NUMBER | 6107190016 | BOTTLE TIME 8:20
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE [ ] TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 7.87 FT. WELL DEPTH PID WELL
(TOR) 9.12 FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER 7.98 FT. SCREEN PID WELL WELL YES NO NA
LENGTH N/A FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.25 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN | gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (>5) (+/-10 mV) : COMMENTS
7:45 7.98 120 22.82 0.231 4.57 7.09 3.0 324 ~9ft
7:50 7.98 120 21.62 0.243 4.46 6.16 3.2 341
7:55 7.98 120 17.00 0.258 4.32 6.18 1.9 360
8:00 7.98 120 15.91 0.263 4.24 6.01 1.3 376
8:05 7.98 120 15.22 0.268 4.21 5.60 0.9 388
8:10 7.98 120 14.69 0.271 4.20 5.36 0.8 394
8:15 7.98 120 14.51 0.273 4.21 5.32 0.7 399
8:20 7.98 120 14.48 0.274 4.22 5.27 0.9 399
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL []otHeER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
Chloride 300.0 4 DEG.C 1 X500 mL Chloride
[x]sulfate 300.0 4 DEG.C 1 X500 mL [xJsulfate
Specific Conductivity SM 2510B 4 DEG.C 1 X500 mL Specific Conductivity
[X]pissolved Al, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.2gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

woodJd.
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WOOD ENVIRONMENT & INFRAST!

RUCTURE SOLUTIONS, INC.

FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-24 | ROUND NO.
SAMPLE ID OC-GW-24 | SITE TYPE| Superfund | DATE 11/15/2018
TIME|STAHT 10:00  END 10:37 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:15
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 1.72 FT. WELL DEPTH PID WELL
(TOR) ~119 FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER Dry FT. SCREEN PID WELL WELL YES NO NA
LENGTH N/A FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME N/A GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED ~0.9 GAL. N/A TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN | gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (>5) (+/-10 mV) : COMMENTS
10:10 6.94 0.501 6.61 13.25 751 -37 ~11ft
Purge Well Dry Sample Recharge
10:15 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL []otHeER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [XJchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4DEG.C 1 X500 mL [X]speciic Conductivity
[X]pissolved Al, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 0.9 gal.

NOTES

Well went dry; sample recharge

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-25 | ROUND NO.
SAMPLE ID OC-GW-25 | SITE TYPE| Superfund | DATE 11/15/2018
TIME|START 9:15 END 9:50 | JOB NUMBER | 6107190016 | BOTTLE TIME 9:40
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 4.59 FT. WELL DEPTH PID WELL
(TOR) ~1235 FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER 4.89 FT. SCREEN PID WELL WELL YES NO NA
LENGTH N/A FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.03 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 0.81 GAL. 0.03 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (>5) (+/-10 mV) : COMMENTS
9:20 4.85 125 8.73 1.01 6.32 3.28 775 118 ~11ft
9:25 4.89 125 9.37 1.18 6.27 0.85 70.2 -25
9:30 4.89 125 10.00 1.19 6.46 0.73 60.9 -99
9:35 4.89 125 10.07 1.17 6.48 0.78 571 -107
9:40 4.89 125 10.09 1.17 6.48 0.79 53.7 -111
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL CHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL []otHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1X125mL [XJchloride
[x]sulfate 300.0 4DEG. C 1X125mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1X125mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 250 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 0.8 gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-34SR ROUND NO.
SAMPLE ID OC-GW-34SR | SITE TYPE| Superfund DATE 11/15/2018
TIME|STAHT 10:05  END 11:05 | JOB NUMBER | 6107190016 BOTTLE TIME 10:55
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 5.17 FT. WELL DEPTH PID WELL
(TOR) ~17.04 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 5.17 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 2.34 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
10:10 5.17 180 6.51 0.160 8.59 0.10 241 -42 ~15ft.
10:15 5.17 180 6.68 0.150 8.38 0.10 8.58 29
10:20 5.17 180 6.90 0.150 7.86 0.10 7.72 61
10:25 5.17 180 6.99 0.140 7.63 0.10 4.97 75
10:30 5.17 180 7.11 0.140 7.46 0.10 5.34 85
10:35 5.17 180 7.28 0.140 7.27 0.10 5.17 95
10:40 5.17 180 7.40 0.130 7.13 0.10 4.42 110
10:45 5.17 180 7.49 0.130 6.98 0.10 2.70 111
10:50 5.17 180 7.56 0.130 6.96 0.10 2.81 116
10:55 5.17 180 7.62 0.130 6.98 0.10 2.66 120
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X500 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4 DEG.C 1 X500 mL [xJsulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~2.3gal.
NOTES  Chloride and Sulfate analysis collected in one 500mL bottle

SIGNATURE:

Field Form w/ Signature on File

Sampled by: LJ
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-34D ROUND NO.
SAMPLE ID 0OC-GW-34D | SITE TYPE| Superfund DATE 11/15/2018
TIME|START 11:10  END 11:55 | JOB NUMBER | 6107190016 BOTTLE TIME 11:40
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 6.51 FT. WELL DEPTH PID WELL
(TOR) ~3575 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 6.49 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.25 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
11:10 6.49 150 7.42 0.190 7.68 0.10 3.70 33 ~ 32 ft.
11:15 6.49 160 6.88 0.180 6.61 0.10 69.3 117
11:20 6.49 160 7.29 0.130 6.08 0.10 68.4 143
11:25 6.49 160 8.10 0.120 5.88 0.10 67.1 163
11:30 6.49 160 8.35 0.110 5.77 0.10 65.5 171
11:35 6.49 160 8.52 0.110 5.76 0.10 63.9 172
11:40 6.49 160 8.60 0.110 5.77 0.10 63.6 174
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
Chloride 300.0 4 DEG.C 1 X500 mL hloride
[x]sulfate 300.0 4 DEG.C 1 X500 mL [xJsulfate
Specific Conductivity SM 2510B 4 DEG.C 1 X500 mL Specific Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.3 gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: LJ
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-35S ROUND NO.
SAMPLE ID OC-GW-358 | SITE TYPE| Superfund DATE | 11/15/2018
TIME|STAHT 9:10 END 10:00 | JOB NUMBER | 6107190016 BOTTLE TIME 9:50
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 6.36 FT. WELL DEPTH PID WELL
(TOR) ~1951 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 6.43 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.66 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
9:15 6.43 160 8.03 1.44 7.98 0.10 60.4 -109 ~ 17 ft.
9:20 6.43 160 8.76 1.45 7.95 0.10 32.9 -119
9:25 6.43 160 9.00 1.46 7.78 0.10 19.6 -120
9:30 6.43 160 9.08 1.48 7.59 0.10 14.6 -110
9:35 6.43 160 9.11 1.48 7.59 0.10 12.8 -136
9:40 6.43 160 9.11 1.47 7.50 0.10 12.5 -146
9:45 6.43 160 9.09 1.49 7.45 0.10 13.3 -150
9:50 6.43 160 9.10 1.50 7.44 0.10 12.6 -152
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
Chloride 300.0 4 DEG.C 1 X500 mL hloride
[x]sulfate 300.0 4 DEG.C 1 X500 mL [xJsulfate
Specific Conductivity SM 2510B 4 DEG. C 1 X500 mL Specific Conductivity
[X]pissolved A, Cr DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.7 gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: LJ
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-43SR | ROUND NO.
SAMPLE ID OC-GW-43SR | SITE TYPE| Superfund | DATE 11/28/2018
TIME|STAHT 8:10 END 9:05 | JOB NUMBER | 6107190016 | BOTTLE TIME 8:40
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID DUP/MS/MSD TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 5.66 FT. WELL DEPTH PID WELL
(TOR) ~174  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 5.66 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.72 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:15 5.66 220 17.22 0.757 5.41 15.36 62.5 211 ~ 16 ft.
8:20 5.66 220 15.24 0.759 5.39 11.58 52.2 187
8:25 5.66 220 15.01 0.719 5.34 10.20 321 173
8:30 5.66 220 14.62 0.710 5.33 9.52 4.91 165
8:35 5.66 220 14.58 0.711 5.33 9.47 4.21 166
8:40 5.66 220 14.54 0.711 5.33 9.43 4.20 167
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.7 gal.

NOTES
DUP/MS/MSD Collected

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-76S | ROUND NO.
SAMPLE ID OC-GW-76S | SITE TYPE| Superfund | DATE 11/15/2018
TIME|STAHT 8:30 END 9:05 | JOB NUMBER | 6107190016 | BOTTLE TIME 8:55
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 6.62 FT. WELL DEPTH PID WELL
(TOR) ~151  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN
FINAL DEPTH
TO WATER 6.64 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.04 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:35 6.64 160 11.60 0.400 5.73 13.58 344 137 ~12ft.
8:40 6.64 160 11.38 0.215 5.38 9.30 573 112
8:45 6.64 160 11.30 0.205 5.12 8.25 401 133
8:50 6.64 160 11.20 0.203 5.05 7.92 381 141
8:55 6.64 160 11.01 0.202 5.01 7.59 370 145
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.0 gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG

Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-78S | ROUND NO.
SAMPLE ID OC-GW-78S | SITE TYPE| Superfund | DATE 11/14/2018
TIME|STAHT 9:25 END 10:00 | JOB NUMBER | 6107190016 | BOTTLE TIME 9:50
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 3.76 FT. WELL DEPTH PID WELL
(TOR) ~10.35 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 3.95 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 9 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.03 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.11 GAL. 0.02 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
9:30 3.93 170 8.89 1.08 6.27 15.04 180 -34 ~9ft
9:35 3.95 170 8.75 1.10 6.07 9.67 150 15
9:40 3.95 170 9.07 1.10 6.02 8.59 63.1 55
9:45 3.95 170 9.17 1.10 6.02 8.59 59.2 56
9:50 3.95 170 9.10 1.10 6.01 8.51 55.7 59
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.1gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-79S | ROUND NO.
SAMPLE ID OC-GW-79S | SITE TYPE| Superfund | DATE 11/14/2018
TIME|STAHT 10:35  END 11:10 | JOB NUMBER | 6107190016 | BOTTLE TIME 11:00
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 2.57 FT. WELL DEPTH PID WELL
(TOR) ~1125 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 2.80 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.03 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.17 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
10:40 2.79 180 10.42 1.62 6.08 0.33 87.2 40 ~9ft
10:45 2.80 180 11.28 1.64 5.82 0.01 29.3 38
10:50 2.80 180 11.35 1.64 5.78 0.04 29.7 35
10:55 2.80 180 11.13 1.64 5.78 0.09 30.4 34
11:00 2.80 180 11.14 1.64 5.77 0.08 31.2 34
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.2gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

SIGNATURE:

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-201S | ROUND NO.
SAMPLE ID 0OC-GW-201S | SITE TYPE| Superfund | DATE 11/15/2018
TIME|START 10:35  END 11:05 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:55
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 3.09 FT. WELL DEPTH PID WELL
(TOR) ~14.95 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 3.28 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.03 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 0.83 GAL. 0.03 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
10:40 3.28 160 6.37 3.76 6.71 3.00 74.6 83 ~12ft
10:40 3.28 160 7.20 3.70 6.23 0.17 74.0 116
10:45 3.28 160 7.39 3.68 6.19 0.03 73.7 120
10:50 3.28 160 7.47 3.67 6.15 0.01 69.3 124
10:55 3.28 160 7.51 3.66 6.15 0.01 65.8 125
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.0 gal.
NOTES  Chloride and Sulfate analysis collected in one 500mL bottle
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-202S | ROUND NO.
SAMPLE ID 0OC-GW-202S | SITE TYPE| Superfund | DATE 11/14/2018
TIME|STAHT 9:15 END 10:05 | JOB NUMBER | 6107190016 | BOTTLE TIME 9:55
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 5.71 FT. WELL DEPTH PID WELL
(TOR) ~133 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 5.73 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 8 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.87 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
9:20 5.74 180 11.59 1.36 7.11 0.10 23.9 -3 ~11ft
9:25 5.73 180 11.65 1.34 7.09 0.10 14.4 18
9:30 5.73 180 11.67 1.34 6.95 0.10 4.75 36
9:35 5.73 180 11.71 1.35 6.88 0.10 4.48 42
9:40 5.73 180 11.75 1.35 6.71 0.10 5.07 54
9:45 5.73 180 11.74 1.35 6.70 0.10 4.78 57
9:50 5.73 180 11.74 1.35 6.67 0.10 3.86 60
9:55 5.73 180 11.74 1.36 6.68 0.10 3.90 60
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
i 300.0 4 DEG.C 1 X500 mL i
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4DEG.C 1 X500 mL [XJspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.9 gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: LJ
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-202D | ROUND NO.
SAMPLE ID 0OC-GW-202D | SITE TYPE| Superfund | DATE 11/14/2018
TIME|START 8:05 END 9:10 | JOB NUMBER | 6107190016 | BOTTLE TIME 8:45
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID DUP/MS/MSD || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 5.13 FT. WELL DEPTH PID WELL
(TOR) ~237  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 5.14 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.46 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:15 5.14 140 14.01 3.37 4.75 0.10 39.8 208 ~ 20 ft.
8:20 5.14 140 11.88 3.52 4.62 0.10 32.6 236
8:25 5.14 140 11.77 3.50 4.65 0.10 27.8 235
8:30 5.14 140 12.13 3.40 4.66 0.10 21.6 231
8:35 5.14 140 11.81 3.37 4.74 0.10 15.8 231
8:40 5.14 140 11.51 3.34 4.78 0.10 14.9 230
8:45 5.14 140 11.46 3.33 4.77 0.10 14.2 230
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
i 300.0 4 DEG.C 1 X500 mL i
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4DEG.C 1 X500 mL [XJspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.5gal.
NOTES Chloride and Sulfate analysis collected in one 500mL bottle

Collected DUP/MS/MSD

SIGNATURE:

Field Form w/ Signature on File

Sampled by: LJ
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-CA1 ROUND NO.
SAMPLE ID OC-GW-CA1 | SITE TYPE| Superfund DATE 11/15/2018
TIME|STAHT 8:00 END 9:05 | JOB NUMBER | 6107190016 BOTTLE TIME 8:55
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 6.03 FT. WELL DEPTH PID WELL
(TOR) ~9.27  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 6.03 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 2.29 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:05 6.03 160 18.64 0.860 6.84 0.10 521 92 ~8ft.
8:10 6.03 160 14.89 0.900 6.90 0.10 38.9 38
8:15 6.03 160 13.97 0.900 6.92 0.10 16.1 48
8:20 6.03 160 13.41 0.900 6.95 0.10 6.86 55
8:25 6.03 160 13.11 0.900 6.97 0.10 4.49 62
8:30 6.03 160 12.30 0.920 6.98 0.10 2.12 81
8:35 6.03 160 12.05 0.930 7.01 0.10 1.24 89
8:40 6.03 160 11.63 0.940 7.05 0.10 1.13 96
8:45 6.03 160 11.17 0.940 7.07 0.10 1.14 101
8:50 6.03 160 11.09 0.940 7.09 0.10 1.12 102
8:55 6.03 160 11.04 0.950 7.11 0.10 1.07 102
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4 DEG.C 1 X500 mL [xJsulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~2.3gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: LJ
Prepared by: SAM
Checked by: CTM

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL ID| MP-2#15 | ROUND NO.
SAMPLE ID OC-MP2#15 | SITE TYPE| Superfund | DATE | 11/28/2018
TIME|START 9:20 END 9:55 | JOB NUMBER | 6107190016 | BOTTLE TIME 9:45
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER N/A FT. WELL DEPTH PID WELL
(TOR) ~105  FT. AMBIENT AIR N/A PPM DIAMETER multi-port IN.
FINAL DEPTH
TO WATER N/A FT. SCREEN PID WELL WELL YES NO NA
LENGTH multi-port  FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASNG X _
VOLUME N/A GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 0.98 GAL. N/A TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavipLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
9:25 - 150 12.16 1.00 6.64 10.82 751 93 ~10.5ft. Multi-port well
9:30 - 150 10.17 0.901 6.10 10.10 512 64
9:35 - 150 10.46 0.750 5.89 3.01 78 66
9:40 - 150 10.58 0.747 5.87 3.09 73 66
9:45 - 150 10.61 0.746 5.87 3.11 70 65
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHeER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4DEG.C 1 X500 mL [XJchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved Al, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.0 gal.

NOTES

MP-2 #15 replaces GW-42S

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

\\WFD-FS I\projectf$\P |_Wakefield_D:
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2018 Quarterly\dth Quarter\Notes\




WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

NOTES Chloride and Sulfate analysis col

Well went dry; sample recharge

SIGNATURE:

lected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-16RRR | ROUND NO.
SAMPLE ID OC-PZ-16RRR | SITE TYPE| Superfund | DATE 11/14/2018
TIME|STAHT 11115 END 11:50 | JOB NUMBER | 6107190016 | BOTTLE TIME 11:30
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE [ ] TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 3.12 FT. WELL DEPTH PID WELL
(TOR) ~6 FT. AMBIENT AIR N/A PPM DIAMETER 1.0 IN.
FINAL DEPTH
TO WATER Dry FT. SCREEN PID WELL WELL YES NO NA
LENGTH 2 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME N/A GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X
TOTAL VOL. REFILL DISCHARGE
PURGED ~0.1 GAL. N/A TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
11:20 8.92 2.27 6.07 11.28 239 -34 ~6ft.
Well Dry Sample Recharge
11:30 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]chloride 300.0 4 DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4 DEG.C 1 X500 mL [Xspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 0.1 gal.

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

NOTES Chloride and Sulfate analysis col

Well went dry; sample recharge

SIGNATURE:

Field Form w/ Signature on File

lected in one 500mL bottle

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-17RRR | ROUND NO.
SAMPLE ID OC-PZ17RRR | SITE TYPE| Superfund | DATE 11/14/2018
TIME|STAHT 10:05  END 10:35 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:25
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE [ ] TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 2.35 FT. WELL DEPTH PID WELL
(TOR) ~6.65 FT. AMBIENT AIR N/A PPM DIAMETER 1.0 IN.
FINAL DEPTH
TO WATER Dry FT. SCREEN PID WELL WELL YES NO NA
LENGTH 1 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME N/A GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X
TOTAL VOL. REFILL DISCHARGE
PURGED 0.1 GAL. N/A TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (it.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
10:10 7.48 0.741 6.86 4.82 669 -47 ~6.5ft.
Well Dry Sample Recharge
10:25 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]chloride 300.0 4 DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4 DEG.C 1 X500 mL [Xspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 0.1 gal.

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-18R | ROUND NO.
SAMPLE ID OC-PZ-18R | SITE TYPE| Superfund | DATE 11/14/2018
TIME|STAHT 10:15  END 11:00 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:50
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE [ ] TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 2.29 FT. WELL DEPTH PID WELL
(TOR) ~5.99 FT. AMBIENT AIR N/A PPM DIAMETER 1.25 IN.
FINAL DEPTH
TO WATER 2.54 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 1.6 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X
TOTAL VOL. REFILL DISCHARGE
PURGED 1.10 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
10:20 2.54 120 7.38 5.18 4.65 0.10 864 -21 ~ 551t
10:25 2.54 120 7.59 4.63 4.82 0.10 352 -20
10:30 2.54 120 7.70 4.51 5.46 0.10 166 -38
10:35 2.54 120 7.74 4.51 5.47 0.10 85.9 -31
10:40 2.54 120 7.58 4.53 5.70 0.10 59.7 -37
10:45 2.54 120 7.63 4.52 5.68 0.10 60.4 -34
10:50 2.54 120 7.78 4.53 5.78 0.10 55.3 -37
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
i 300.0 4 DEG.C 1 X500 mL i
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4 DEG.C 1 X500 mL [Xspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.1gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: LJ
Prepared by: SAM
Checked by: CTM

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| pZ-24 | ROUND NO.
SAMPLE ID 0OC-PZ-24 | SITE TYPE| Superfund | DATE 11/14/2018
TIME|START 8:50 END 9:20 | JOB NUMBER | 6107190016 | BOTTLE TIME 9:15
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 8.00 FT. WELL DEPTH PID WELL
(TOR) ~17.65 FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER 8.18 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 0.98 GAL. 0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:55 8.18 150 12.36 1.73 5.73 7.83 58.1 -16 ~ 16 ft.
9:00 8.18 150 13.03 1.75 5.58 6.35 54.0 -27
9:05 8.18 150 13.23 1.80 5.53 5.80 38.1 -31
9:10 8.18 150 13.40 1.82 5.52 5.70 38.2 -35
9:15 8.18 150 13.41 1.82 5.52 5.67 37.4 -36
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]chloride 300.0 4 DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4DEG.C 1 X500 mL [XJspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.0 gal.
NOTES Chloride and Sulfate analysis collected in one 500mL bottle
Sampled by: BEG d
Prepared by: SAM wo o »
Checked by: CTM
SIGNATURE: Field Form w/ Signature on File

\WWFD-FS I\projectf$\P
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-25 | ROUND NO.
SAMPLE ID 0C-PZ-25 | SITE TYPE| Superfund | DATE 11/14/2018
TIME|START 7:55 END 8:45 | JOB NUMBER | 6107190016 | BOTTLE TIME 8:30
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 7.55 FT. WELL DEPTH PID WELL
(TOR) ~17.75 FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER 7.57 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.37 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:00 7.57 150 16.11 0.461 5.52 2.86 35.6 158 ~15ft.
8:05 7.57 150 14.77 0.659 5.57 0.91 63.5 123
8:10 7.57 150 14.61 0.710 5.57 0.98 63.0 104
8:15 7.57 150 14.50 0.748 5.55 1.02 62.9 91
8:20 7.57 150 14.34 0.784 5.54 1.02 62.4 84
8:25 7.57 150 14.35 0.787 5.54 0.99 62.1 80
8:30 7.57 150 14.30 0.789 5.54 0.98 62.1 78
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
i 300.0 4 DEG.C 1 X500 mL i
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4DEG.C 1 X500 mL [XJspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.4gal.
NOTES Chloride and Sulfate analysis collected in one 500mL bottle

SIGNATURE:

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

wood.
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AMEC FOSTER WHEELER ENVIRONMENT & INFRASTRUCTURE, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| B-03 | ROUND NO.
SAMPLE ID 0C-B-03 | SITE TYPE| Superfund | DATE 11/28/2018
TIME|START 8:15 END 9:35 | JOB NUMBER | 6107190016 | BOTTLE TIME 9:15
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROMGROUND) | Seesurvey  FT. DIFFERENCE - FT.
INITIAL DEPTH
TO WATER 9.56 FT. WELL DEPTH PID WELL
(TOR) ~1542 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 9.58 FT. SCREEN _ PID WELL WELL YES NO NA
LENGTH FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 2.57 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:30 9.58 180 14.40 0.153 6.43 11.17 15.8 203 ~ 14 ft.
8:35 9.58 180 13.54 0.132 6.30 8.31 6.24 236
8:40 9.58 180 13.01 0.129 5.95 8.72 4.62 270
8:45 9.58 180 12.78 0.127 5.78 10.33 2.75 285
8:50 9.58 180 12.55 0.123 5.53 9.58 2.81 298
8:55 9.58 180 12.40 0.127 5.53 9.33 2.43 303
9:00 9.58 180 12.35 0.125 5.50 9.97 1.94 308
9:05 9.58 180 12.28 0.126 5.47 9.79 1.98 310
9:10 9.58 180 12.22 0.126 5.45 9.62 2.01 313
9:15 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[X]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [X]vocs
[X]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [X]svocs
XJveH MA VPH HCL /4 DEG. C 3X40mL XJveH
DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL Dis. Fe
[XTJpH SM 4500 H+B 4DEG.C 1 X500 mL [XJpH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[chloride 300.0 4 DEG.C 1 X500 mL [chioride
[Jsulfate 300.0 4DEG. C 1 X 500 mL [Jsulfate
[ Ispecific Conductivity SM 25108 4DEG. C 1 X 500 mL [ Ispecific Conductivity
[ pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 2.6 gal.
NOTES
Sampled by: LJ d
Prepared by: SAM wo o »
Checked by: CTM
SIGNATURE: Field Form w/ Signature on File

OLIN\W!

\\WFD-FS I\projectf$\P |_Wakefield_D:
Nov 2018 GW FDRs.xls, OC-B-03

2018 Quarterly\dth Quarter\Notes\




AMEC FOSTER WHEELER ENVIRONMENT & INFRASTRUCTURE, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-13 ROUND NO.
SAMPLE ID 0OC-GW-13 | SITE TYPE| Superfund DATE 11/28/2018
TIME|START 9:40 END 11:05 | JOB NUMBER | 6107190016 BOTTLE TIME 10:40
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) Seesurvey  FT. DIFFERENCE - FT.
INITIAL DEPTH
TO WATER 10.47 FT. WELL DEPTH PID WELL
(TOR) ~19.75 FT. AMBIENT AIR N/A PPM DIAMETER 3 IN.
FINAL DEPTH
TO WATER 10.77 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASNG X _
VOLUME 0.11 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X
TOTAL VOL. REFILL DISCHARGE
PURGED 2.72 GAL. 0.04 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH . TURBIDITY ORP/Eh
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) D('fos/ )(()fo(s/;) (NTU) (mv) Dié"T": "(f'f)
(0.31t) (100-400) (3%) (3%) (+/- 0.1 ale (10%) (> 5) (+/-10 mV) : COMMENTS
9:40 10.77 200 11.78 0.071 6.88 > 50 7.88 225 ~ 18 ft.
9:45 10.77 200 11.77 0.070 6.56 > 50 7.80 241
9:50 10.77 200 11.72 0.070 6.30 > 50 7.46 255
9:55 10.77 190 11.58 0.071 6.05 48.19 8.15 267
10:00 10.77 190 11.48 0.071 5.80 48.38 7.76 272
10:05 10.77 190 11.54 0.072 5.44 48.70 6.69 280
10:10 10.77 190 11.46 0.072 5.18 30.24 5.03 282
10:15 10.77 190 11.49 0.073 5.08 28.71 4.54 289
10:20 10.77 190 11.57 0.074 4.95 24.93 4.41 292
10:25 10.77 190 11.55 0.074 4.89 24.72 3.86 288
10:30 10.77 190 11.41 0.075 4.87 23.71 3.93 284
10:35 10.77 190 11.25 0.076 4.81 23.70 3.88 293
10:40 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JoTHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[X]voCs: Trimethylpentenes 8260 B HCL/ 4 DEG. C 3 X 40 mL
[X]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG
[X]vpPH MA VPH HCL /4 DEG. C 3X40mL
[X]pissolved Fe DIS. 6010B HNO3 /4 DEG. C 1 X500 mL
XJeH SM 4500 H+B 4DEG.C 1 X 500 mL XJpH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[chloride 300.0 4DEG.C 1 X500 mL [chloride
[Jsulfate 300.0 4DEG. C 1 X 500 mL [Jsulfate
[ Ispecific Conductivity SM 25108 4DEG. C 1 X 500 mL [ Ispecific Conductivity
[ pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~2.7 gal.
NOTES
Sampled by: LJ d
Prepared by: SAM wo o -»
Checked by: CTM
SIGNATURE: Field Form w/ Signature on File

\\WFD-FS I\projectf$\P |_Wakefield_D:

OLIN\W!

Nov 2018 GW FDRs.xls, OC-GW-13

2018 Quarterly\dth Quarter\Notes\




WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-16R | ROUND NO.
SAMPLE ID OC-GW-16R | SITE TYPE| Superfund | DATE 11/28/2018
TIME|STAHT 10:05  END 12:30 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:40
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID DUP/ MS/ MSD || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 8.41 FT. WELL DEPTH PID WELL
(TOR) ~172  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 8.95 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.08 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.37 GAL. 0.06 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
10:10 8.94 150 11.33 0.220 8.28 9.47 326 -26 ~ 16 ft.
10:15 8.94 150 11.98 0.199 7.84 6.47 110 -16
10:20 8.94 150 12.06 0.194 7.41 5.94 51.3 -4
10:25 8.94 150 12.22 0.180 717 5.63 50.0 4
10:30 8.95 150 12.38 0.175 7.08 5.27 21.3 5
10:35 8.95 150 12.40 0.175 7.09 5.22 22.7 5
10:40 8.95 150 12.39 0.175 7.09 5.21 27.4 5
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[X]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [X]vocs
[X]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [X]svocs
VPH MA VPH HCL /4 DEG. C 3X40mL
[X]pissolved Fe DIS. 6010B HNO3 /4 DEG. C 1 X500 mL
SM 4500 H+B 4 DEG.C 1 X500 mL
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[chloride 300.0 4 DEG.C 1 X500 mL [chioride
[Jsulfate 300.0 4DEG. C 1 X 500 mL [Jsulfate
[ Ispecific Conductivity SM 25108 4DEG. C 1 X 500 mL [ Ispecific Conductivity
[ pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.4gal.

NOTES  DUP/ MS/ MSD Collected

SIGNATURE:

Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

wood.

\\WFD-FS I\projectf$\P |_Wakefield_D: OLIN\W!

Nov 2018 GW FDRs.xls, GW16R

2018 Quarterly\dth Quarter\Notes\




AMEC FOSTER WHEELER ENVIRONMENT & INFRASTRUCTURE, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-101 | ROUND NO.
SAMPLE ID OC-GW-101 | SITE TYPE| Superfund | DATE 11/27/2018
TIME|STAHT 9:25 END 11:30 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:05
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROMGROUND) | Seesurvey  FT. DIFFERENCE - FT.
INITIAL DEPTH
TO WATER 10.50 FT. WELL DEPTH PID WELL
(TOR) ~18.75 FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 10.50 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 11.5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.82 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
9:35 10.50 175 17.54 0.304 3.71 12.54 496 180 ~ 17 ft.
9:40 10.50 175 15.79 0.837 6.02 6.49 426 -69
9:45 10.50 175 11.93 0.591 5.78 0.01 10.7 -1
9:50 10.50 175 12.16 0.562 5.91 0.01 4.32 -31
9:55 10.50 175 12.12 0.535 5.87 0.01 3.97 -42
10:00 10.50 175 12.01 0.509 5.78 0.02 2.61 -48
10:05 10.50 175 12.02 0.513 5.77 0.02 2.43 -45
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[X]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [X]vocs
[X]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [X]svocs
VPH MA VPH HCL /4 DEG. C 3X40mL
[X]pissolved Fe DIS. 6010B HNO3 /4 DEG. C 1 X500 mL
SM 4500 H+B 4 DEG.C 1 X500 mL
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[chloride 300.0 4 DEG.C 1 X500 mL [chioride
[Jsulfate 300.0 4DEG. C 1 X 500 mL [Jsulfate
[ Ispecific Conductivity SM 25108 4DEG. C 1 X 500 mL [ Ispecific Conductivity
[ pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 1.8 gal.
NOTES
Sampled by: BEG d
Prepared by: SAM wo o »
Checked by: CTM
SIGNATURE: Field Form w/ Signature on File

\\WFD-FS I\projectf$\P |_Wakefield_D: OLIN\W!

Nov 2018 GW FDRs.xls, OC-GW-101

2018 Quarterly\dth Quarter\Notes\




AMEC FOSTER WHEELER ENVIRONMENT & INFRASTRUCTURE, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| W-6 | ROUND NO.
SAMPLE ID OC-IW-6 | SITE TYPE| Superfund | DATE 11/27/2018
TIME|STAHT 9:30 END 11:35 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:00
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROMGROUND) | Seesurvey  FT. DIFFERENCE - FT.
INITIAL DEPTH
TO WATER 9.87 FT. WELL DEPTH PID WELL
(TOR) ~189  FT. AMBIENT AIR N/A PPM DIAMETER 6 IN
FINAL DEPTH
TO WATER 9.93 FT. SCREEN PID WELL WELL YES NO NA
LENGTH - FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.09 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.17 GAL. 0.07 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
9:35 9.93 150 16.52 1.80 5.85 6.68 553 -56 ~ 17 ft.
9:40 9.93 150 15.79 1.83 6.02 6.49 426 -69
9:45 9.93 150 15.20 1.85 6.22 6.14 254 -74
9:50 9.93 150 14.83 1.86 6.42 5.96 223 -78
9:55 9.93 150 14.43 1.88 6.47 5.92 213 -80
10:00 9.93 150 14.31 1.88 6.45 5.91 215 -81
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[X]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [X]vocs
[X]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [X]svocs
MA VPH HCL /4 DEG. C 3X40mL
[X]pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [X]pis. Fe
XJeH SM 4500 H+B 4DEG.C 1 X 500 mL XJeH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[chloride 300.0 4 DEG.C 1 X500 mL [chioride
[Jsulfate 300.0 4DEG. C 1 X 500 mL [Jsulfate
[ Ispecific Conductivity SM 25108 4DEG. C 1 X 500 mL [ Ispecific Conductivity
[ pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.2gal.
NOTES
Sampled by: BEG d
Prepared by: SAM wo o »
Checked by: CTM
SIGNATURE: Field Form w/ Signature on File

\\WFD-FS I\projectf$\P |_Wakefield_D:
Nov 2018 GW FDRs.xls, OC-IW-6

OLIN\W!

2018 Quarterly\dth Quarter\Notes\




AMEC FOSTER WHEELER ENVIRONMENT & INFRASTRUCTURE, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| IW-10 | ROUND NO.
SAMPLE ID OC-IW-10 | SITE TYPE| Superfund | DATE | 11/27/2018
TIME|STAHT 11:50  END 13:30 | JOB NUMBER | 6107190016 | BOTTLE TIME 12:15
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROMGROUND) | Seesurvey  FT. DIFFERENCE - FT.
INITIAL DEPTH
TO WATER 10.55 FT. WELL DEPTH PID WELL
(TOR) ~2117  FT. AMBIENT AIR N/A PPM DIAMETER 6 IN.
FINAL DEPTH
TO WATER 10.57 FT. SCREEN PID WELL WELL YES NO NA
LENGTH -- FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.03 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 0.98 GAL. 0.03 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (mS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
11:55 10.57 150 9.17 0.732 8.15 1.79 415 16 ~ 20 ft.
12:00 10.57 150 10.40 0.706 8.17 0.49 163 2
12:05 10.57 150 10.64 0.703 8.09 0.30 57.3 1
12:10 10.57 150 10.68 0.702 8.05 0.27 59.1 1
12:15 10.57 150 10.74 0.702 8.04 0.25 55.6 2
Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[X]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [X]vocs
[X]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [X]svocs
MA VPH HCL /4 DEG. C 3X40mL
[X]pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [X]pis. Fe
[XTJpH SM 4500 H+B 4DEG.C 1 X500 mL [XJpH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[chloride 300.0 4 DEG.C 1 X500 mL [chioride
[Jsulfate 300.0 4DEG. C 1 X 500 mL [Jsulfate
[ Ispecific Conductivity SM 25108 4DEG. C 1 X 500 mL [ Ispecific Conductivity
[ pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.0 gal.
NOTES
Sampled by: BEG d
Prepared by: SAM wo o »
Checked by: CTM
SIGNATURE: Field Form w/ Signature on File

\\WFD-FS I\projectf$\P |_Wakefield_D:
Nov 2018 GW FDRs.xls, OC-IW-10

OLIN\W!

2018 Quarterly\dth Quarter\Notes\




WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA|

JOB NUMBER |

| DATE

PAGE 1 OF 1

12/4/2018

6107190016
FIELD SAMPLE ID | OC-SW-ISCO2 | ACTIVITY TIME |START 8:40 END 9:00 | BOTTLE TIME
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [|BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 10 in. 0.565 mS/cm
[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER
DEPTH OF SAMPLE D.O.
FROM SURFACE 5 13.11 mg/L [X]PERISTALTICPUMP [ ]  SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
6.11  DEGC %
[ X JLDPE Tubing & Silicon OTHER South Ditch
TURBIDITY ORP
1 NTU 160 mV
pH 5.63  UNITS Notes: Location prior to discharge into the East Ditch
SEDIMENT DATA
SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED
END DEPTH I:l |:|ORGANIC |:|HAND AUGER |:|DI WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN |:|LIQUINOX
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|OTHER
FLOC OBSERVED CLEAR OF LEAF LITTER
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 60108 N HNO3 / 4 DEG. C 1 X500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCr,Fe Total 60108 4DEG.C 1X8o0z. ]

NOTES

SIGNATURE: Field Form w/ Signature on File

wood.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC. PAGE 1 OF 1
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA| JOB NUMBER | 6107190016 | DATE 12/4/2018

FIELD SAMPLE ID |OC‘SW‘|SCO3 (Not Sampled)| ACTIVITY TIME |START 8:20 END 8:35 | BOTTLE TIME
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [ |BEAKER STREAM/DITCH ~ DECON FLUIDS USED:
AT LOCATION N/A t. N/A mS/cm
[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER

SEEP [ |POTABLE WATER

DEPTH OF SAMPLE D.O.

FROM SURFACE N/A N/A  mgiL [X]PERISTALTICPUMP [ ]

TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
N/A_ DEGC %

[ X JLDPE Tubing & Silicon OTHER East Ditch
TURBIDITY ORP
N/A NTU N/A mV

pH N/A  UNITS Notes: East Ditch; Up-stream of South Ditch confluence; Along Railway

SEDIMENT DATA

SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED

END DEPTH I:l |:|ORGANIC |:|HAND AUGER Dm WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN Duoumox
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|

FLOC OBSERVED CLEAR OF LEAF LITTER

OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
[ ] Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL [
[ ] Nitrate/Nitrite 300.0 N 4DEG.C 1 X 500 mL [
[ ] Chloride 300.0 N 4DEG.C 1 X 500 mL [
[ ] sufate 300.0 N 4DEG.C 1 X 500 mL [
[ ] Specific Conductivity SM 25108 N 4DEG.C 1 X 500 mL ]
[ ] TotalAlLCr,Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL ]
[ ] Dissolved Al Cr,Na DIS. 6010B Y HNO3 / 4 DEG. C 1X 500 mL ]
] ]
] ]

ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE

NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCrFe Total 6010B 4DEG.C 1X 8oz ]
[] []
] ]
[] []
] ]
(] (]

NOTES Not able to collect sample. Could not cross the South Ditch to access the East Ditch. Mud ~ 16 in. deep.

wood.

SIGNATURE: Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA|

JOB NUMBER |

| DATE

PAGE 1 OF 1

12/4/2018

6107190016
FIELD SAMPLE ID | OC-SW-PZ16RRR | ACTIVITY TIME |START 9:10 END 9:25 | BOTTLE TIME
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [|BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 7 in. 0.594 mS/cm
[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER
DEPTH OF SAMPLE D.O.
FROM SURFACE 3 7.80 mglL [X]PERISTALTICPUMP [ ]  SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
5.70 DEGC %
[ X JLDPE Tubing & Silicon OTHER South Ditch
TURBIDITY ORP
1 NTU 146 mV
pH 5.76  UNITS Notes: At location PZ-16RRR
SEDIMENT DATA
SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED
END DEPTH I:l |:|ORGANIC |:|HAND AUGER |:|DI WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN |:|LIQUINOX
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|OTHER
FLOC OBSERVED CLEAR OF LEAF LITTER
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 60108 N HNO3 / 4 DEG. C 1 X500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCr,Fe Total 60108 4DEG.C 1X8o0z. ]

NOTES

SIGNATURE: Field Form w/ Signature on File

wood.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA|

JOB NUMBER |

| DATE

PAGE 1 OF 1

12/4/2018

6107190016
FIELD SAMPLE ID | OC-SW-PZ17RRR | ACTIVITY TIME |START 9:30 END 9:50 | BOTTLE TIME
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [|BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 12 in. 0.595 mS/cm
[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER
DEPTH OF SAMPLE D.O.
FROM SURFACE 5 12.33 mg/L [X]PERISTALTICPUMP [ ]  SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
6.20 DEGC %
[ X JLDPE Tubing & Silicon OTHER South Ditch
TURBIDITY ORP
24 NTU 110 mV
pH 6.12  UNITS Notes: At location PZ-17RRR
SEDIMENT DATA
SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED
END DEPTH I:l |:|ORGANIC |:|HAND AUGER |:|DI WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN |:|LIQUINOX
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|OTHER
FLOC OBSERVED CLEAR OF LEAF LITTER
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 60108 N HNO3 / 4 DEG. C 1 X500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCr,Fe Total 60108 4DEG.C 1X8o0z. ]

NOTES

SIGNATURE: Field Form w/ Signature on File

wood.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC. PAGE 1 OF 1
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA| JOB NUMBER | 6107190016 | DATE 12/4/2018

FIELD SAMPLE ID | OC-SW-PZ18R | ACTIVITY TIME |START 10:15 END 11:05 | BOTTLE TIME | 10:25
QC SAMPLES COLLECTED | DUP/MS/ MSD |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [|BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 15 in. 0.558 mS/cm
[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER
DEPTH OF SAMPLE D.O.
FROM SURFACE 7 5.51 mglL [ X JPERISTALTIC PUMP SEEP [ |POTABLE WATER

TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
598 DEGC %

[ X JLDPE Tubing & Silicon OTHER: Weir Area
TURBIDITY ORP
56 NTU 110 mV
pH 6.55 UNITS Notes: At location PZ-18R

SEDIMENT DATA

SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED

END DEPTH I:l |:|ORGANIC |:|HAND AUGER Dm WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN Duoumox
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|

FLOC OBSERVED CLEAR OF LEAF LITTER

OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]

ANALYTICAL PARAMETERS

SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCrFe Total 6010B 4DEG.C 1X 8oz ]

NOTES DUP/MS/ MSD Collected
wood.

SIGNATURE: Field Form w/ Signature on File

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA|

6107190016
FIELD SAMPLE ID | OC-SW-SD17 | ACTIVITY TIME |START 9:55 END 10:10
QC SAMPLES COLLECTED | N/A |

JOB NUMBER |

| DATE

PAGE 1 OF 1

12/4/2018

| BOTTLE TIME

SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [|BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 7 in. 0.587 mS/cm
[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER
DEPTH OF SAMPLE D.O.
FROM SURFACE 3 12.18 mg/L [X]PERISTALTICPUMP [ ]  SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
6.19 DEGC %
[ X JLDPE Tubing & Silicon OTHER South Ditch
TURBIDITY ORP
29 NTU 131 mV
pH 6.20  UNITS Notes: Up-stream of location PZ-17RRR
SEDIMENT DATA
SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED
END DEPTH I:l |:|ORGANIC |:|HAND AUGER |:|DI WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN |:|LIQUINOX
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|OTHER
FLOC OBSERVED CLEAR OF LEAF LITTER
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 60108 N HNO3 / 4 DEG. C 1 X500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCr,Fe Total 60108 4DEG.C 1X8o0z. ]

NOTES

SIGNATURE: Field Form w/ Signature on File

wood.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SEDIMENT

PROJECT |

OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA |

JOB NUMBER |

PAGE 1 OF 1

| DATE 12/4/2018

6107190016

FIELD SAMPLE ID | OC-SD1 | ACTIVITY TIME |START 11:25 END 11:35 | BOTTLETIME | 11:30
QC SAMPLES COLLECTED | MS/ MSD |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [ |BEAKER [ | STREAM/RIVER DECON FLUIDS USED:
AT LOCATION ft. ps/cm

[ |pAcs BomB [ ] LAKE/POND [ |DIWATER
DEPTH OF SAMPLE D.0.
FROM SURFACE . mg/L [_|PERISTALTICPUMP [ | SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [IFLTER (045micron) [ | MARSH [_INONE

DEGC %

[ |LDPE Tubing & Silcon ~ [_|  OTHER

TURBIDITY ORP

pH UNITS

m

!

SEDIMENT DATA

SEDIMENT SAMPLE  START DEPTH

END DEPTH

TYPE OF SAMPLE GRAB
SAMPLE OBSERVATIONS

ODOR  Mild

COLOR Dark Brown

TYPE OF SEDIMENT

ORGANIC
SAND
GRAVEL
|:|CLAY
|:|OTHER

EQUIPMENT FOR COLLECTIC DECON FLUIDS USED

HAND AUGER
Ds.s. SPOON
Ds.s. BOWL
|:|DREDGE

DI WATER

|:|POTABLE WATER

LIQUINOX
|:|OTHER

Dommi

FLOC OBSERVED CLEAR OF LEAFLITTER  Yes OBSERVATIONS
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
[ ] Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL ]
[ ] Nitrate/Nitrite 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Chloride 300.0 N 4DEG.C 1 X 500 mL ]
[ ] sufate 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Specific Conductivity SM 25108 N 4 DEG.C 1 X 500 mL ]
[ | TotalAlLCr,Na Total 60108 N HNO3 /4 DEG. C 1X 500 mL ]
[ ] Dissolved Al Cr,Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL ]
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
% Solids / Moisture 1603 4DEG.C
Total Al, Cr, Fe 6010B 4DEG.C 1X4o0z
(] (]
(] (]
(] (]
(] (]
(] (]

NOTES MS/MSD Collected
SD-1 location mostly mud

SIGNATURE: Field Form w/ Signature on File

wood.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.

FIELD DATA RECORD - SEDIMENT

PROJECT |

OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA |

JOB NUMBER |

PAGE 1 OF 1

| DATE 12/4/2018

6107190016

FIELD SAMPLE ID | 0OC-SDh2 | ACTIVITY TIME |START 11:40 END 11:50 | BOTTLETIME | 11:45
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [ |BEAKER [ | STREAM/RIVER DECON FLUIDS USED:
AT LOCATION ft. ps/cm

[ |pAcs BomB [ ] LAKE/POND [ |DIWATER
DEPTH OF SAMPLE D.0.
FROM SURFACE . mg/L [_|PERISTALTICPUMP [ | SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [IFLTER (045micron) [ | MARSH [_INONE

DEGC %

[ |LDPE Tubing & Silcon ~ [_|  OTHER

TURBIDITY ORP

pH UNITS

m

!

SEDIMENT DATA

SEDIMENT SAMPLE ~ START DEPTH

END DEPTH

TYPE OF SAMPLE GRAB
SAMPLE OBSERVATIONS
ODOR  Mild

COLOR Dark Brown

TYPE OF SEDIMENT

ORGANIC
SAND
GRAVEL
|:|CLAY
|:|OTHER

EQUIPMENT FOR COLLECTIC DECON FLUIDS USED

HAND AUGER DI WATER
Ds.s. SPOON |:|POTABLE WATER
Ds.s. BOWL LIQUINOX
|:|DREDGE
|:|OTHER -

|:|OTHER

FLOC OBSERVED CLEAR OF LEAFLITTER  Yes OBSERVATIONS
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
[ ] Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL ]
[ ] Nitrate/Nitrite 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Chloride 300.0 N 4DEG.C 1 X 500 mL ]
[ ] sufate 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Specific Conductivity SM 25108 N 4 DEG.C 1 X 500 mL ]
[ | TotalAlLCr,Na Total 60108 N HNO3 /4 DEG. C 1X 500 mL ]
[ ] Dissolved Al Cr,Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL ]
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
% Solids / Moisture 1603 4DEG.C
Total Al, Cr, Fe 6010B 4DEG.C 1X4o0z
(] (]
(] (]
(] (]
(] (]
(] (]
NOTES

SIGNATURE: Field Form w/ Signature on File

WOOO.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.

FIELD DATA RECORD - SEDIMENT

PROJECT |

OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA |

JOB NUMBER |

PAGE 1 OF 1

| DATE 12/4/2018

6107190016

FIELD SAMPLE ID | 0OC-SD3 | ACTIVITY TIME |START 11:50 END 12:00 | BOTTLETIME | 11:55
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [ |BEAKER [ | STREAM/RIVER DECON FLUIDS USED:
AT LOCATION ft. ps/cm

[ |pAcs BomB [ ] LAKE/POND [ |DIWATER
DEPTH OF SAMPLE D.0.
FROM SURFACE . mg/L [_|PERISTALTICPUMP [ | SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [IFLTER (045micron) [ | MARSH [_INONE

DEGC %

[ |LDPE Tubing & Silcon ~ [_|  OTHER

TURBIDITY ORP

pH UNITS

m

!

SEDIMENT DATA

SEDIMENT SAMPLE ~ START DEPTH

END DEPTH

TYPE OF SAMPLE GRAB
SAMPLE OBSERVATIONS
ODOR  Mild

COLOR Dark Brown

TYPE OF SEDIMENT

ORGANIC
SAND
GRAVEL
|:|CLAY
|:|OTHER

EQUIPMENT FOR COLLECTIC DECON FLUIDS USED

HAND AUGER DI WATER
Ds.s. SPOON |:|POTABLE WATER
Ds.s. BOWL LIQUINOX
|:|DREDGE
|:|OTHER -

|:|OTHER

FLOC OBSERVED CLEAR OF LEAFLITTER  Yes OBSERVATIONS
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
[ ] Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL ]
[ ] Nitrate/Nitrite 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Chloride 300.0 N 4DEG.C 1 X 500 mL ]
[ ] sufate 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Specific Conductivity SM 25108 N 4 DEG.C 1 X 500 mL ]
[ | TotalAlLCr,Na Total 60108 N HNO3 /4 DEG. C 1X 500 mL ]
[ ] Dissolved Al Cr,Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL ]
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
% Solids / Moisture 1603 4DEG.C
Total Al, Cr, Fe 6010B 4DEG.C 1X4o0z
(] (]
(] (]
(] (]
(] (]
(] (]
NOTES

SIGNATURE: Field Form w/ Signature on File

WOOO.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC. PAGE 1 OF 1
FIELD DATA RECORD - SEDIMENT

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA | JOB NUMBER | 6107190016 | DATE | 12/4/2018 |

FIELD SAMPLE ID | OC-SD4 | ACTIVITY TIME |START 12:05 END 12:15 | BOTTLE TIME | _12:10
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER

[ |BEAKER

WATER DEPTH ‘ STREAM/ RIVER DECON FLUIDS USED:

SPEC. COND
AT LOCATION

ft. ‘ ps/cm ‘

[ |pAcs BomB LAKE/ POND [ |DIWATER

]
]
DEPTH OF SAMPLE D.0.
FROM SURFACE [ |PERISTALTICPUMP [ | SEEP [ |POTABLE WATER
]
]

MARSH [_INONE

TEMPERATURE SALINITY l:lFILTER (0.45 micron)
DEGC - %

[ |LDPE Tubing & Silicon OTHER

TURBIDITY ORP
NTU m
pH UNITS

!

SEDIMENT DATA

SEDIMENT SAMPLE ~ START DEPTH TYPE OF SEDIMENT EQUIPMENT FOR COLLECTIC DECON FLUIDS USED
END DEPTH 51t ORGANIC HAND AUGER DI WATER
TYPE OF SAMPLE ~ GRAB SAND Ds.s. SPOON |:|POTABLE WATER

SAMPLE OBSERVATIONS GRAVEL |:|S.S. BOWL LIQUINOX

ODOR  Mild |:|CLAY |:|DREDGE |:|OTHER

COLOR Dark Brown |:|OTHER |:|OTHER

FLOC OBSERVED CLEAR OF LEAF LITTER Yes OBSERVATIONS

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
[ ] Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL ]
[ ] Nitrate/Nitrite 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Chloride 300.0 N 4DEG.C 1 X 500 mL ]
[ ] sufate 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Specific Conductivity SM 25108 N 4DEG.C 1 X 500 mL ]
[ | TotalAlLCr,Na Total 60108 N HNO3 /4 DEG. C 1X 500 mL ]
[ ] Dissolved Al Cr,Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL ]
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
% Solids / Moisture _ 1603 4DEG.C
Total Al, Cr, Fe 6010B 4DEG.C 1X4o0z
(] (]
(] (]
(] (]
(] (]
(] (]
NOTES

WOOO.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

SIGNATURE: Field Form w/ Signature on File
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.

FIELD DATA RECORD - SEDIMENT

PROJECT |

OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA |

JOB NUMBER |

PAGE 1 OF 1

| DATE 12/4/2018

6107190016

FIELD SAMPLE ID | OC-SD5 | ACTIVITY TIME |START 12:20 END 12:30 | BOTTLE TIME | 12:25
QC SAMPLES COLLECTED | bup |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [ |BEAKER [ | STREAM/RIVER DECON FLUIDS USED:
AT LOCATION ft. ps/cm

[ |pAcs BomB [ ] LAKE/POND [ |DIWATER
DEPTH OF SAMPLE D.0.
FROM SURFACE . mg/L [_|PERISTALTICPUMP [ | SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [IFLTER (045micron) [ | MARSH [_INONE

DEGC %

[ |LDPE Tubing & Silcon ~ [_|  OTHER

TURBIDITY ORP

pH UNITS

m

!

SEDIMENT DATA

SEDIMENT SAMPLE ~ START DEPTH

END DEPTH

TYPE OF SAMPLE GRAB
SAMPLE OBSERVATIONS
ODOR  Mild

COLOR Dark Brown

TYPE OF SEDIMENT

ORGANIC
SAND
GRAVEL
|:|CLAY
|:|OTHER

EQUIPMENT FOR COLLECTIC DECON FLUIDS USED

HAND AUGER DI WATER
Ds.s. SPOON |:|POTABLE WATER
Ds.s. BOWL LIQUINOX
|:|DREDGE
|:|OTHER -

|:|OTHER

FLOC OBSERVED CLEAR OF LEAFLITTER  Yes OBSERVATIONS
ANALYTICAL PARAMETERS
SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
[ ] Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL ]
[ ] Nitrate/Nitrite 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Chloride 300.0 N 4DEG.C 1 X 500 mL ]
[ ] sufate 300.0 N 4DEG.C 1 X 500 mL ]
[ ] Specific Conductivity SM 25108 N 4 DEG.C 1 X 500 mL ]
[ | TotalAlLCr,Na Total 60108 N HNO3 /4 DEG. C 1X 500 mL ]
[ ] Dissolved Al Cr,Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL ]
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
% Solids / Moisture 1603 4DEG.C
Total Al, Cr, Fe 6010B 4DEG.C 1X4o0z
(] (]
(] (]
(] (]
(] (]
(] (]

NOTES DUP Collected

SIGNATURE: Field Form w/ Signature on File

WOOO.

Sampled by: BEG
Prepared by: SAM
Checked by: CTM

\\WFD-FS1\projectf$\Projects\old_W akefield_Data\projects\OLIN\Wilmington\2018 Quarterly\dth Quarter\Notes\Nov 2018 Sed FDRs.xls
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TestAmerica Buffalo

10 Hazelwood Drive

Amherst, NY 14228-2298

Phone (716) 691-2600 Fax (716) 691-7991

Chain of Custody Record

TestAmerica

Tsam Lab PM Carrier T/ COC No
Client Information zﬂ s @JL Fe ey CQ Mason, Becky C 480-121082-24695 1
Client Contact Phorne E-Mail Page
Mr. Brian Guichard q’? 9 ‘0 ’f g L; I a / becky mason@testamericainc.com Page 10f 3
Company - 480 Job #
Olin Corporation Analysis Requestet,980-145365 coc
Address 'Taue Date Requested: Preservation Codes:
51 Eames street A-HCL M - Hexane
Cily TAT Requested (days): #‘ 11 B - NaOH N - None
Wilmington w3 C - Zn Acelate 0 - AsNaO2
Stale, Zip g D - Nitric Acid P - Na2045
E - NaHSO4 Q- Na2s03
MA' 01884 - ;1 F - MeOH R - Na25203
Phone PO# ¥ G - Amchior S - H2504
423-336-4012(Tel) REWI0025 = H - Ascorbic Acid T - TSP Dodecahydrate
Email WO # % fak I-lce U - Acatone
beguichard@olin.com g i g g p |- O Water ‘V MCAA
Project Name Project # 2l5|5 | = 5 _E : EDD;A ;v--ofrefk:peal‘y}
Olin Groundwater Semi-Annual 48006612 e | T 8
ol & El1G| B £ :
Site SSOW# el S| E| =] 8 g [other:
Massachusetts 2 (<[] 5
HE EIEIELE: 3
Sample | yaiix |83 | a g E ; €
Type (w-wm, $=30iid, cf 2| ;F g 5 =
Sample |(C=comp,| ommwor |2IEJS (5|2 ?i g
Sample Identification Sample Date Time G=grab) | sratissue. asai) Jic | § § 2|8 s Special Instructions/Note:
Preservation Code; N ls [o [N e ey
OC-GW-10S ”’, S-‘/S 8 "3 (1__ Water 9 / AN { Li
0C-GW-2018 h15-Alizes| & | weer | X |\ ¢] ] Y
Ees lhs=i6 lonc| & | Yoo I ) )fe] o ! 4
|OC.CW2a 4 Water
o - < [
0C-GW-34D 45418 | 1agol G- | weer P4 [0 ]0]0 )0 Y
OC-GW-34SR =5 -510iss| waer |4 | {1 /|7 q
0C-GW-355 ﬂ,’ g- t€ Ql;so 6, Water |}V ALAVAK [,/
|-Gt f— Water
SE-aYTIISR ] Ll Water
OC-GW-765 /Hs-«8| fiss &’ il 17 & G i
i X & 1 ~ =
OC-GW-CA-1 ll-, S- 'I.S S‘ 55 " Water -1 ' | | | l{
Possible Hazard Identification Sample Disposal ( A fee may be assessed if samples are retained longer than 1 month)
Non-Hazard Flammable Skin Irritant L Poison B L Unknown DRadqugr‘cal Return To Client Disposal By Lab Archive For Months
Deliverable Requested: |, II, lll, IV, Other (specify) Special Instructions/QC Requirements:
Empty Kit Relinquished by IDate, ]Tlme IMethor.t of Shipment
T~
DalejT Company Receiypey / Date/Time. Compan!
- - e “ —
Dn,w’g-/s 7z 47\{,.4) -~ J Lot ) L& /74| 77
7 atelTime E'.‘_Er_nfggy Re! by / — DateTime W
e (rirerp s (78  [loroe fobetoa, [T-16-1@ ofiso[™
Relinquished W — Dafe/Time 7= |Company acaived by Date/Time: Company
Custody Seals Intact: |Custody Seal No.: Cooler Temperature(s) °C and Other Remarks
A Yes A No ‘2' O '&_ O

_b | =

Ver: OR/04/2016
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TestAmerica Buffalo
10 Hazelwood Drive
Amherst, NY 14228-2298

Phone (716) 691-2600 Fax (716) 691-7991

Chain of Custody Record

TestAmerica

'Sw 6\( (] Lab PM Carner Tracking No(s): COC No
Client Information LV L (A~ fl Mason, Becky C 480-121082-24695 2
Client Contact Phone — E-Mail Page
Mr. Brian Guichard Q 7 S’ 0] SO b / f}/ ]becky mason@testamericainc.com Page 2 of 3
Company Job #
Olin Corporation Analysis Requested
Address Due Date Requested: -4 Preservation Codes:
51 Eames street ] A-HCL M - Hexane
City TAT Reguested (days): I B -NaOH N - None
‘Wilmington brs C - Zn Acetate O - AsNaO?
Stale, Zip iof D - Nitnc Acid P - Na204S
i b E - NaHSO4 Q- Naz2s032
MA, 01887 E;n F - MeOiH R - Na25203
Phone PO # 1o G- Amchior 5-H2504
423-336-4012(Tel) REWI0025 1 H - Ascortac Acid T - TSP Dodecahydrate
Emal WO A z[ I-ke U - Acstone
beguichard@olin.com : ,2 2 s e i - rélD v¥:ter \\:v n:gxxﬁ
Project Name Project # g _;'3' g c s e\ Eda Z - athar (specty)
Olin Groundwater Semi-Annual 48006612 ol 8 “,: gl s § 3
e SSOWR elEls|E(2] 8 8 other:
Massachusetts ala E ] i I 5
! 5lela|g
samvte | o |5|2) ¢ | 5|5 | £
Type {Wewater, S=sohd e P a, = g o =
Sample |(C=comp,| owmwor |ElEl2 IS |(2|2 L]
Sample Identification Sample Date | Time | G=grab) | sr-visve s« 4 HEIRAE 2 Special Instructions/Note:
— Preservation Code: N Is |p In B T e
DUP (s 303 D =yt eys ] ¢ | e M| 4
7 .
(s I 2 Puis [Fy-=8 | 8:vs| ) Water u/ [ )]
) .
(e 202D msp l=1u=18d .45 / cisclal Lo ) 7108 T ) /
0OC-GW-202S “ 1Y s qsr { Water d/ { 1IRE Lf
0C-202D N-14-518w¢ \ waer |A | /]| Y
L
o < Qo ]
OC-GW-25 I’_' s-l’g ql \.’ o \ Water ( I‘ I | q
- = 7
QOC-GW-78S []-19 - N Water | mEN TS l/
- o L~
OC-GW-78S [l~iy-1§ | {lie0 Wetee 3= g lade 1 Y
0C-PZ16RRR [1=1y~18 [):20 b 7 (T8 LS R i
Z { !
0GC-PZ-17RRR [y 8 lieray ]V/ weter 18 | Qb Le] ¥ Y]
(a4 =
0C-PZ18R HAya € | joigo water | ¥ [r | rly |y L/
Possible Hazard Identification Sample Disposal ( A fee may be assessed if samples are retained longer than 1 month)
(- Non-Hazard C!Fn'am'mal:h'e Skin Irritant = Poison B B Unknown :]Radlotogfcaf Return To Client Disposal By Lab Archive For Months
'Delwerable Requested: |, I, Ill, IV, Other (specify) Special Instructions/QC Requirements;
Empty Kit Relinguished by |Dale, |T|rne‘ ]Method of Shipment
i 1 N Vil / Date/Tim = Company Rocew% DalefTime. Company
[F15% o i e | IESs (PIE0
: Date/Mime Company Ri - 7)’ Dale/Time @bmpany
e i L, Y Vorcer / o |[IHE4p oo
Relinquishe g R el DatefMime " Company jﬁecewec by Date/Time Company
Custody Seals Intact: |Custody Seal No.: Cooler Temperature(s) °C and Other Remarks
A Yes A No I( i o ’H" /

~

Ver: 08/04/2016



0% Jo Ot abed

8T0¢/v/CT

TestAmerica Buffalo o
10 Hazshucod Drve Chain of Custody Record TestAmerica

Amherst, NY 14228-2298
Phone (716) 691-2600 Fax (716) 691-7991 A

Sampl Lab PM Carrier Tracking No{s) COC No:
Client Information 'B& 1P ENL w\mcl Mason, Becky C 480-121082-24695 3
Client Contact Phone E-Mail Page
Mr. Brian Guichard O) P 3_ 6 Ly ﬂ 6 | 3»] becky. mason@testamericainc.com Page 3 of 3
Company Job #
Olin Corporation Analysis Requested
Address Due Date Requested: @ [Preservation Codes:
51 Eames street A-HCL N ars
City. TAT Requested (days): & B . NaOH N - Nane
Wilmington s} C - Zn Acetate O - AsNaO2
Stale, Zp ] D - Nitric Acid P - Na204S
e = E - NaHS04 Q- Na2s03
MA, 01867 e F - MeOH R - Na25203
Phone RO¥ N G - Amchior S - H2504
423-336-4012(Tel) REWI0025 g L3 H - Ascorbic Acid  T- TSP Dodecahydrate
Email WO # < }2‘ I-lce U - Acetona
beguichard@olin com °l2] ¢ @ 4 J - Dl water V.- MCAA
A ) 2 ¥ - EDTA W -pH 4-5
bl it =8l = | 2 £ £ |L-E0A 2 - ciner (speciy)
Olin Groundwater Semi-Annual 48006612 sl 2 :’ 5| . ‘é ] o
Site SSOwWR slele (E|1C| 8 § |other:
Massachuselts el s =129 s
HE B 3
10 &
Sample matrix | 2| Z] & 5 . ;‘.’ E
Type JEIEI& (2167 Z
(virwater, Sexotia J U= 1518 e =
Sample | (C=comp,| owasteon, E for g é Sle =
Sample Identification Sample Date Time | G=grab) |sreumesar )] a8 |8 [ 8 [ & 2 Special Instructions/Note:
— & e Preservation Code: N Is [o [n e ———
PZ- i ! B
0C-PZ-24 IHy-1% | Qus| /4 Water | 1l (71"
_P7. . |- L.
0C-PZ-25 [I-14~8 glgo P waer | |, (7], | W
lDUp—"" Water
B Water
MSD Water
— ] Water
4 ——
> Water
/
//
Possible Hazard Identification —— Sample Disposal ( A fee may be assessed if samples are retained fonger than 1 month)
— Non-Hazard L Flammable EiSkm Irritant L Poison B tJ Unknown |:Jﬁ’ao'm!og'ﬁ::al' DRetum To Client DDJsposal By Lab [:lArcmva For Months
Deliverable Requested: |, Il, lll, IV, Other (specify) Special Instructions/QC Requirements:
Empty Kit Relinquished by IDale. 'Tlme ]Me!md of Shipment

e L, P e e
A o A -";rnrf‘*fm"_ e //57 . 4 /ézm ?/172 ~IF 066‘1‘3 "

pd
[Ratinquished by——" — i Date/Time mpaey Received by Dale/Time Company
Custody Seals Intact.  |Custody Seal No. Cooler Temperature(s) °C and Other Remarks /
A Yes A No /( 0 #

Ver: 08/04/2016

H
_b "y ! —_— e e a2 s - T = T it — = 1
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TestAmerica Buffalo

10 Hazelwood Drive

Amherst, NY 14228-2298

Phane (716) 691-2600 Fax (716) 691-7991

Chain of Custody Record

TestAmerica

S Lab PM. Carrier Tracking No{s) COC No: -
Client Information gﬂ?:r\ ) GA-. et c} Mason, Becky C 480-121082-24695 -
Chant Contact Phone E-Mail [Page: -
Mr. Brian Guichard becky mason@testamericainc.com Page 1 0of 3
Company Job #
Qlin Corporation Analysis Requested
Address Due Date Requested: 7 Preservation Codes: 480-145916 COC
51 Eames street & A-HCL M - Hexane
City. TAT Requested (days): Q}‘ B - NaOH N - None
Wilmington ot C - Zn Acelale O - AsNaO2
|State, Zip: D - Nilric Acid P - Na204S
MA, 01887 b E - NaHSO4 Q - Na2s03
. 42 F - MeOH R - Na2§203
Phone. PO #. il G - Amchior S - H2504
423-336-4012(Tel) REWI0025 =~ H - Ascarbic Acid T - TSP Dodecahydrate
Emal. WO . % it i-lce U - Acstone
' ' J - DI Water V - MCAA
DegfotadEholn. com 9 g § ﬁ Bk eota W-pHA4.5
Project Name Project #. =| S|z k= Iy Z - olher (specify)
Olin Groundwater Semi-Annual 48006612 i g & § 5
Sie SSOWF el s |E[(S| B § [other:
Massachusets 5 L1 I ; o ‘E
=| = L
b 2
Sample | patrix E a E . ,i £
e s o =5
Type (verwater, susosa | L LB ® la =
Sample | (C=comp,| oewaseion, § El2ls|E|e2 §
Sample |dentification Sample Date | Time | G=grab) | aretissue. a«air) gl8|8|% [ Special Instructions/Note:
% Preservation Code: N Is |o.|N
im— Waler
OE-GW TS — Waler
loeGwzt Waler
O0CW-20 Water
Os-ewW-310— Water
Water
|oeew-3Es Water
(=) = L
0c-6w-428 (" 2 Pok (s ) 23101 95 e J Fopv et 7
0C-GW-43SR y-2818 |Bivo | G | Weer \A | 0] /L0 %
Water
4 RS Walter
Possible Hazard ldentification Sample Disposal ( A fee may be assessed if samples are retained longer than 1 month)
Non-Hazard Flammable Skin Irritant i~ Poison B = Unknown [:IRadrologicaI Return To Crie_r_rt Disposal By Lab Archive For Months
Deliverable Requested: |, 11, lll, IV, Other (specify) Special Instructions/QC Requirements:
Kil i : : : Method of
Emply KiLRefinquished by. e JDale. JTime. [ ethod of Shipment
Relinets = / DatefTime: Company Received by DatelTime: N Company
’/’,——-___‘“‘*——-._‘_‘__"_ P e . & e ¥ 1 /'\T Vi m firg, | 7~
P T ——— 3 2 DatofTime = ny Recewed by || <N Dalo/Time ©|Gdmpany
M | : [P f [P | A Jaadhow/ Collp™ W29 1F 6le 1 I
Relinquished by’ Date/Time: Company Received by Date/Time: Campany
Custody Seals Intact: |Custody Seal No.: Cooler Temperature(s) °C and Other Remarks -7 ﬂ =
A Yes A No S l TC =

_b ————

Ver: 08/04/2016
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TestAmerica Buffalo
10 Hazelwood Drive

Amherst, NY 14228-2298
Phone (716) 691-2600 Fax (716) 691-7991

Chain of Custody Record

TestAmerica

THE L ADES

6T Jo 6T abed

8T0¢/ET/CT

Sampler, i Lab PM Carrier Tracking No(s): COC No:
Client Information E{f |V 6\.\ r@/\ﬁ,acﬂa Mason, Becky C 4B0-121082-24695.2
Client Contact: Phoet.  / o E-Mail Page
Mr. Brian Guichard /& ) O) 7 3 (,:. b 8 b / 9_/ becky. mason@testamericainc.com Page 2 of 3
Company T | Job #
Olin Corporation Analysis Requested
Address: Due Date Requested: Preservation Codes:
51 Eames street A-HCL M - Hexane
Cily TAT Requested (days): B - NaOH N - None
Wilmington | C-Zn Acetate O -AsNa02
State, Zp. : D - Nitric Acid P - Na204S
‘ E - NaHS04 Q- Na2s03
MA, 01887 ﬂ F - MeOH R - Na25203
[Phone; PO # e G - Amehior S - H2504
423-336-4012(Tel) REWI0025 =~ [ H - Ascortiic Acid T - TSP Dodecahydrate
Email WO #. § iR 1-1ce U - Acelone
) i 1= J - DI Water V - MCAA
beguichard@olin.com H .Q‘ (] 8 E gt V- 68
Project Name [Project# z8l > | 2 g L-EDA Z - other (specty)
Olin Groundwater Semi-Annual 48006612 el 8l o - 5
Sie SSOWE S E E S § § |oter:
Massachusetts al 3 < ; g 5
Gl o
Sample | pareix E ~ a E ua' §- g
Type [(rmmp— 1 a| % % - =
Sample |(C=comp,| ocewaseion, E ! E =|s g '§
Samgle Identification Sample Date | Time | G=grab) | sr-ruswe, a-ar)| )| B 2132 [ Special Instructions/Note:
[ = — T By | e * Preservation Code; NS D N - -
1
ouP(Cy H35R 510 |40 | o | water T0ME g
(2, 42 51 ws 113518 | Byo | o | waer L] y
G\.,"lg Y msD (=28 8 ?nl “o é" Water |/ HERN) ! Y
T
OCQYI2026 ey Water
02620 3 Water
OTHWES / Water
OE-GW-T8s ; Water
/ Water
PON— ( Water
=
OC-HZ-47RRAR e Waler
m. Walter
Possible Hazard Identification Sample Disposal ( A fee may be assessed if samples are retained longer than 1 month)
L Non-Hazard Flammable Skin Irritant = Poison B ! Unknown [:Iﬁadm!ogica! Return To Client - Disposal By Lab Archive For Months
Deliverable Requested: 1, Il, lll, IV, Other (specify) Special Instructions/QC Requirements:
Emply Kit Refinquished by: il )] [oate: Fime- Preves of Shipment.
Re By .\ 7 Date/Time: Company IE%W\V rnnmmma ~ [Company
Lropprf LY e B i Jrt b /7%
Date/Time Company RW{.‘/ \_ﬁ Date/Time:
g o2 s apsr - I A Iiuaihuw/ Likolld U298 gy " T A
- s f Dale/Time 1 any Received by Date/Time 77 [Company
Custody Seals Intact: [Custody Seal No.: Cooler Temperalure(s) °C and Other Remarks: > —_— e
A Yes A No ‘3'2%, JCI:__

Ver. 080472016

S

_b e —— .

i~ S S 1 C



Z€ Jo zg abed

810¢/81/CT

TestAmerica Buffalo

10 Hazelwood Drive 2951

Amherst,
Phone (716) 691-2600 Fax (716) 891-7891

NY 14228-2208

<% Chain of Custody Record

360325-Boston

TestAmerica

THE LEADER IN ENVIRONMEHNTAL TESTIRG

Fmﬁ Tab PN [Carier Tracking No(s)
Client Information Ly v (CM AN A Ian, Becky C
Ciient Contact E-Mall. 3
[Mr. James Cashwell "0, >4 LS Sy becky. mason@testamericainc.com
Company.
Olin Corparation Analysis Requested
Addrass: Due Date Requested: - JPreservation c
PO BOX 248 5 e A5165 co
‘ - iy 480-1
City: TAT Requested (days): 16 - NaOH
Charfesion | C-znAcatate 0- Awaoz
State, Zp: i | D- Nitric Acid P - Na2045
WTN. 37310-0248 ; E: ::gHsm g: ::222333
Phone: [Fow: G - Amchior S-H2504
423-336-4012(Tel) o~ H-AscorbicAcid T - TSP Dodecahydrale
12 T E I u&.w 3- Acalone
J - Di Water -MCAA
jmcashwell@olin.com 1 ; K- EDTA W-pH 4-5
Project Name, Project #: 5 L-EDA Z - other (specify)
Qlin Wilington AnnualPianl B Event Desc: Plant B quarterly(Mard48006612 H z
Sie. SSOWH: g8 {other:
Massachusetts E 3 z
Elg|s)8/s
s - a j‘ I
Sample - E g ! g
Sample Date | Time FAENE B Instructions/Note:
ae : loala: A N.. Nl -5; de "’..‘:I'd_ il esital N s - R
|oc-Gw-1m -t | oS [13] 3| A ! I
OC-IW-10 1-37-F | (e water |1 [y | [3]3] 31 iL
Dt U218 |16 co water fu1 [)]1 ]3] 3%} 16
li:c-ew-eems B Water }
lac-cucsermso. il Water o)
R Ry
Possible Hazard Identification i ' Sample Disposal ( A fee may be assessed If samples are ue-lmd longer than 1 month)
= Non-Hazard Flammable Skin Irritant L Poison 8 — Unknown DRadfolcglcar Return To Client Disposal By Lab Archive For Months
Deliverable Requested: 1, Il 1it, IV, Other (specify) 'Spoou Instructions/QC Requirements:
Empty Kit Relinguished by: — [oate: Jﬁme; rumoa of Shipment.
Relingul / Date/nima “[Company [Recaived by. Dato/Time: Company
L L (12218 27 e
eling g T Company Recelvpd iz Dllnmﬂn '(_325!1—7
L. 3o e/ e /f@fé? 9/
RelingGishedtly. Date/Time: o ~“{Company Refeived by Company
Custody Seals Intacl: |Cuslody Seal No.: Cooler Tamperaiure(s) *C and Other Remarks:
A Yea 4 Bo /5‘5 /

ol

N |

0

-

&/

Ver: 08/04/2016
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8T10¢/6T/CT

TestAmerica Buffalo

TestAmerica

i 25305-Bosion 2 GRfane
10 Hazelwood Drive 354325-Bosios Chain of Custody Record 360325-Bosion
Amherst, NY 14228-2298 ) THE LEADER 1N £ HVIRCINS ="~ %1 SESTING
Phone (716) 691-2600 Fax (716) 691-7991 = :
Samper /* Lab P & P VTG 228.2‘32051-25004 1 >
Client Information SEVA AN AmAner :‘j:’" Becky e
Chent Contact Phone i 3 =¥ 1
Mr. Brian Guichard G498 bs Y bl i becky mason@testamericainc.com ::3:1 of 1
Olin o ration Analysis Requested
- . Preservation Codes:  480-145767 coc
Address: Due Date Requested: -
51 Eames street A-HCL M - Hexane
o T e
kit s - | D - Nitric Acid P - Na204S
me‘ tﬂpse? | ; 1 | E-NaHsO4 Q- Na2803
. | F-MeOH R - Na25203
Phone. +PO # | G - Amchior S - H2804
423-336-4012(Tel) REWI0025 3 /\ ' :-l bh:wrbbm L - TSP Dodecahydrate
EM. WO # 5 %I J - DI Water V- MCAA
beguichard@olin.com ME (3 §|x-eoma W-pH 4.5
Project Name: Project #. = s 3 S |L-EDA Z - other (specify)
Olin Chemical Wilmington MA 48006612 § é § g
Site: SSOWH: o Other:
Massachusetis 5 5 E g L] g E
Slmple Matrix j g i " § g. g
ey = HHIEE —
amp =COMP, | owwasteion, -
Sample identification Sample Date | _Time _| G=grab) | sr-nusue sens) HHE (S 1818 ;‘; . clal Instructions/Note:
i ><__| Preservalion Code: s (AN AT X
lw-¢§ 3B | soteo | [, | Vater 113|2|2 > i
s i0) =378 )Bisg| g | Water 1121322 n
|t ~iD IRy . . | Y- 11%21213]> i
S e — -
/ /
/ /
/ i
]
Possible Hazard Identification Sagfe Disposal ( A fee may be assessed if samples are retained longer than 1 month)
Non-Hazard — Flammable E:ISM:: Irritant — Poison B — Unknown DRadlologrbaI Return To Client Disposal By Lab Archive For Months
Deliverable Requested: |, Ii, lil, IV, Other (specify) _lSpeciaI Instructions/QC Requirements:
Emply Kit Relinquisheg by e lDa!e: |T|me: == IMolhod of Shipment
[Reking 5 Dal £ Company Date/Time Company
G e ... TR e e s [
Date/Time: Company Date/Time: ¥ ’ ~ "|Company
can S~ /s X W2E (P Y=
ime i 4 Y 5 4 Company
Custody Seals Intact: [Custody S&&l No.: [Cooler Temperalure(s) °C and Other Remarks:
A Yes A No A i #\

Ver: 08/04/2016
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TestAmerica Buffalo

TestAmerica

10 Hazelwood Drive ]
Anibackt’ KO AEi Chain of Custody Record
Phone (716) 691-2600 Fax (716) 691-7991
8 [ Lab PM Camier Tracking No(s) COC No .
Client Information 1?% A GNgc)A A= Mason, Becky C 480-121085-24697.
Client Contact Phone 2 Q ~T E-Mail: Page
Mr. James Cashwell Cﬂ 28 b5 bf& / becky. mason@testamericainc.com Page 1 of 1 »
Company = Job #
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Appendix C

Cap Inspection Log




Olin Wilmington Containment Area Temporary Cap Inspection

Date: | 11/ 16 /2018 | Inspector: Brian Guichard

Inspection Checklist

Feature Observations Niotee
Clear and Requires ]
Drain - Functioning ] Maintenance |P3te Cleared:
Requires .
Sewn Seams m Intact cd Regairs Date Repaired:
Requires ]
Ballast 1 intect Replacement | D2t¢ Replaced:
Panels X |Repair Locations Date:
Ballest Locations (O |Locations Replaced or Repaired w e Cepvwr RepAdie 0 ec..:l,ei
Seam Locations === |LoCations Repaired gt Anens Aot o ldy ng

Note: A large portion of repairs done earlier in the season do not seem to be adhering to the cap surface sufficiently.

Patches completed on the older sections of the cap do not stick because of the thread bare areas around the patch,

and a few of the patches on the newer section of the cap do not seem to adhere to the newer cap material because

it is thin and flimsy and not a smooth surface to bond to. Smaller puncture hole patches seem to be faring a bit better.
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1.0 Introduction

On behalf of the Olin Corporation (Olin), Wood Environment & Infrastructure Solutions, Inc. (Wood)
formerly Amec Foster Wheeler, presents this summary report for field activities completed in association
with the First Quarter 2019 groundwater and surface water monitoring for the Slurry Wall/Cap Monitoring
Program and the Plant B Monitoring Program. These activities were conducted consistent with the
requirements and procedures contained in the Final Interim Response Steps Work Plan (IRSWP), Olin
Chemical Superfund Site, 51 Eames Street, Wilmington, Massachusetts dated August 8, 2008 and the
Volume 1IIB, the Quality Assurance Project Plan, of the Final Remedial Investigation/Feasibility Study (RI/FS)
Work Plan dated August 14, 2009 (MACTEC Engineering and Consulting, Inc. [MACTEC], 2009).

1.1 Limitations

This report, including its findings, opinions, and conclusions, is intended for the exclusive use and benefit
of, and may be relied upon only by Olin Corporation and the United States Environmental Protection Agency
(USEPA).

Project 6107190016 | 7/1/2019 Page 1
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2.0  Slurry Wall/Cap monitoring program

The purpose of the Slurry Wall/Cap Monitoring Program is to monitor the concentrations of select
constituents in groundwater and surface water in areas adjacent to and within the South Ditch of the former
Olin Facility located at 51 Eames Street, Wilmington, Massachusetts.

The First Quarter 2019 groundwater and surface water monitoring program includes collecting groundwater
level measurements from select monitoring wells and piezometers, collecting and analyzing groundwater
samples from five monitoring wells and five piezometers, and collecting and analyzing surface water
samples from seven locations within the East Ditch and South Ditch. Groundwater and surface water sample
locations are listed in Table 1 and shown on Figure 1. The groundwater and surface water sampling
program is further described in the Final IRSWP (MACTEC, 2008), which has been approved by the USEPA.

2.1 Scope of Work

The Slurry Wall/Cap Monitoring Program for this sampling event consists of collecting groundwater level
measurements in the vicinity of the South Ditch area; collecting and analyzing groundwater samples from
the following monitoring wells: GW-25, GW-78S, GW-79S, GW-202S, and GW-202D; and piezometers:
PZ-16RRR, PZ-17RRR, PZ-18R, PZ-24, and PZ-25; collecting and analyzing surface water samples from the
following locations: ISCO-1, ISCO-2, ISCO-3, SD-17, PZ-16RRR, PZ-17RRR, and PZ-18R; and downloading
water level and barometric pressure data from data loggers that have been installed in the following wells
and piezometers: GW-10S, GW-35S, GW-CAL, GW-76S, GW-78S, GW-CA3S, GW-CA4S, PZ-24, PZ-25, and
GW-6S. Monitoring wells, piezometers, and surface water sample locations are shown on Figure 1.

On April 5, 2019, Wood personnel completed a site reconnaissance of the monitoring well locations in the
Slurry Wall/Cap Monitoring Program and collected groundwater level measurements. This included
measuring depth to groundwater from 22 monitoring wells and piezometers using a water level meter.
Groundwater level measurements and calculated groundwater elevations are summarized in Table 2.

On April 3 and 4, 2019, Wood personnel sampled groundwater from five monitoring wells and five
piezometers using 2017 USEPA low stress (low flow) groundwater sampling methods.

Prior to low flow sampling, a YSI 556 multi-parameter water quality meter and Hach 2100Q turbidity meter
were calibrated according to the instrument manufacturer's specifications using certified calibration
solutions.

Groundwater was purged using an adjustable rate peristaltic pump along with dedicated tubing at each
monitoring location. During sampling activities, the purged groundwater was continuously monitored
using the multi-parameter water quality meter for pH, temperature, specific conductivity (SC), dissolved
oxygen (DO), oxidation/reduction potential (ORP), and turbidity. Well purging continued at each location
until these field parameters stabilized as indicated in Appendix A of the IRSWP.

Piezometer wells PZ-16RRR and PZ-17RRR went dry upon purging and could not be sampled by low flow
methods. These wells were purged dry and sampled upon recovery, which is the alternative approved
method. Samples collected by this method typically have elevated turbidity. The final low flow purging
field parameter measurements are presented in Table 3. Field data records for each groundwater
monitoring location are attached in Appendix A.

Project 6107190016 | 7/1/2019 Page 2
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Upon stabilization of groundwater parameters, groundwater samples were collected by directly filling the
laboratory prepared sample bottles. A 0.45-micron pore diameter filter was used to field filter groundwater
for dissolved metal analysis in accordance with the IRSWP. The samples were placed on ice and transferred
to TestAmerica Laboratories, Inc. (TAL) of Buffalo, New York, under chain-of-custody for chemical analyses
as summarized in Table 4. Copies of the chain-of-custody documents are provided in Appendix B.
Laboratory analytical data are presented in the July 2019 Semi-Annual Status Report.

Purged groundwater from each monitoring well was collected in collapsible plastic containers, transported
to the Block House building, adjacent to the Plant B groundwater treatment building, and containerized in
a secured 55-gallon drum. Olin characterizes and disposes of that material in accordance with applicable
regulations.

On April 2, 2019, Wood personnel collected seven surface water samples from downstream to upstream
from the East Ditch and South Ditch. The locations are identified as ISCO-3, ISCO-2, PZ-16RRR, PZ-17RRR,
SD-17, PZ-18R, and ISCO-1 as shown on Figure 1.

Before field activities began, a YSI multi-parameter water quality meter and Hach turbidity meter were
properly calibrated to monitor surface water quality parameters at each location.

At each of the seven field locations, surface water parameter measurements (pH, temperature, SC, ORP, DO,
and turbidity) were collected. Readings were collected by directly submersing the YSI probe into the surface
water until parameter stabilization. The final surface water field parameters are summarized in Table 5.
Field data records from each surface water sample location are attached in Appendix A.

Filtered surface water samples (for dissolved metals analysis) were collected by submerging dedicated
tubing attached to a peristaltic pump into the water column at a depth that minimized entraining floating
or suspended sediment. The peristaltic pump provides positive pressure for field filtering the water through
the 0.45-micron pore diameter filter for dissolved metal analysis.

Surface water samples were collected by directly filling the laboratory prepared glassware. The samples
were then placed on ice for delivery to TAL of Buffalo, New York, under chain-of-custody for chemical
analyses summarized in Table 6. Copies of the chain-of-custody documents are provided in Appendix B.
Laboratory analytical data are presented in the July 2019 Semi-Annual Status Report.

Data loggers are deployed in 10 monitoring wells and piezometers: GW-10S, GW-35S, GW-CAL, GW-76S,
GW-78S, GW-CA3S, GW-CA4S, PZ-24, PZ-25, and GW-6S, to continuously monitor groundwater elevation
proximate to the cap area. Wood E&IS downloaded data from the 10 data loggers, along with data from
the barometric pressure data logger deployed in GW-35S. Downloaded data from the loggers are
presented in the July 2019 Semi-Annual Status Report.

The temporary cap is composed of ten large and three small scrim reinforced polyethylene sheets of 8 mil
thickness. These sheets were factory fabricated with double welded seams from smaller, narrower panels.
The seams between the large sheets were field fabricated by folding and sewing the edges of the sheets
together with an ultraviolet (UV) -resistant thread. The original temporary cap was installed in 2001 and
consisted of a 6-mil thick sheet. Due to deterioration of the 6-mil sheet, an 8-mil thick cover was installed
directly over the 6-mil cover and re-ballasted with sand bags to resist wind uplift.

Project 6107190016 | 7/1/2019 Page 3
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Since November 2016, Olin on-site personnel have been conducting the cap inspections and integrating
the inspections with the maintenance repair activities. Olin has reduced the official inspection frequency
from quarterly to semi-annually with informal inspections to continue to ensure that any potential
significant issues are addressed in a timely fashion. The semi-annual cap inspection and maintenance field
data record is included as Appendix C and is summarized in the July 2019 Semi-Annual Status Report
(No. 24).

Project 6107190016 | 7/1/2019 Page 4
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3.0 Plant B monitoring program

The purpose of the Plant B groundwater sampling and analysis program is to monitor groundwater quality
at select monitoring wells and conduct gauging activities to determine groundwater elevations and light
non-aqueous phase liquid (LNAPL) thickness.

3.1 Scope of Work

The First Quarter 2019 Plant B Monitoring Program consisted of measuring groundwater levels in 28
monitoring wells within the Plant B area, gauging LNAPL thickness in monitoring wells where LNAPL was
observed, and USEPA low stress (low flow) groundwater sampling at monitoring well: GW-16R.
Groundwater monitoring wells from the Plant B Monitoring Program are shown on Figure 2.

On April 5, 2019, Olin personnel completed a site reconnaissance of the monitoring well locations in the
Plant B Monitoring Program and collected groundwater level measurements and LNAPL thickness
measurements. Depth to groundwater was measured in 28 monitoring wells using a water interface probe.
For wells with observed LNAPL, LNAPL thickness was measured using an oil/water interface probe.
Groundwater level measurements, groundwater elevations, and LNAPL thickness measurements are
summarized in Table 7.

On April 3, 2019, Wood personnel sampled groundwater from monitoring well GW-16R following the 2017
USEPA low stress (low flow) groundwater sampling method.

Prior to low flow sampling, a YSI multi-parameter water quality meter and Hach turbidity meter were
calibrated according to the instrument manufacturer’s specifications using certified calibration solutions.

Groundwater was purged using an adjustable rate peristaltic pump along with dedicated tubing at the
sample location. During sampling activities, the purged groundwater was continuously monitored using
the YSI multi-parameter water quality meter for pH, temperature, SC, DO, ORP, and turbidity. Well purging
continued at the sample location until these field parameters stabilized as indicated in Appendix A of the
IRSWP. The final low flow purging field parameter measurements are presented in Table 8. Field data
records for each groundwater monitoring location are attached in Appendix A.

Upon groundwater parameter stabilization, groundwater samples were collected by directly filling the
laboratory prepared glassware. The samples were placed on ice, and were transferred to TAL of Buffalo,
New York, under chain-of-custody for chemical analyses as summarized in Table 9. Copies of the
chain-of-custody documents are provided in Appendix B. Laboratory analytical data will be presented in
the July 2019 Semi-Annual Status Report.

Purged groundwater from sampling activities was collected in collapsible plastic containers, transported to
the Block House building, adjacent to the Plant B groundwater treatment building, and containerized in a
secured 55-gallon drum. Olin characterizes and disposes of that material in accordance with applicable
regulations.
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Table 1
Groundwater and Surface Water Sampling Locations
Slurry Wall/Cap Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Groundwater Surface Water
GW-25 ISCO1
GW-78S ISCO2
GW-79S ISCO3
GW-202S PZ-16RRR
GW-202D PZ-17RRR
PZ-16RRR # PZ-18R
PZ-17RRR # SD-17
PZ-18R
pPz-24
Pz-25
GW-16R *

Notes:
# - Piezometer replaced in South Ditch
A - Plant B Monitoring Well

\WFD-FS1\projectf$\Projects\old_Wakefield_Data\projects\OLIN\Wilmington\2019 Quarterly\Q1\Tables\IRSWP FAR Q1_19.xls

Prepared by: CTM 5/10/2019
Checked by: SAM 5/10/2019




Table 2
Groundwater Elevations
Slurry Wall/Cap Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Reference Depth to Water . Groundwater Date

WELL ID Elevation P (,2) Elevation (3) Notes Measured

I.D. (ft msl) (ft) (feet NGVD)

GW-10S 89.79 8.29 81.50 TOC 4/5/2019
GW-24 83.43 2.07 81.36 4/5/2019
GW-25 85.97 4.92 81.05 4/5/2019
GW-26" 84.93 * *

GW-34D 90.36 7.59 82.77 4/5/2019

GW-34SR 89.13 6.29 82.84 4/5/2019
GW-35S 88.51 6.95 81.56 4/5/2019
GW-39 » 83.64 3.13 80.51 4/5/2019

GW-425** 84.18 ** **

GW-43SR 87.86 6.30 81.56 4/5/2019
GW-55D 81.95 2.32 79.63 4/5/2019
GW-55S 81.70 1.90 79.80 4/5/2019
GW-76S 88.45 6.99 81.46 TOC 4/5/2019
GW-78S 84.89 4.20 80.69 4/5/2019
GW-79S 81.54 3.24 78.30 4/5/2019

GW-201S 83.29 3.39 79.90 4/5/2019

GW-202D 86.52 5.55 80.97 4/5/2019

GW-202S 86.97 6.18 80.79 4/5/2019
GW-CA1 88.01 6.52 81.49 4/5/2019

PZ-16RRR/IN e 3.47 4/5/2019
PZ-16RRR/OUT (4) e 3.60 4/5/2019
PZ-17RRR/IN i 2.61 4/5/2019
PZ-17RRR/OUT (4) e 3.50 4/5/2019
PZ-18R/IN 82.42 1.70 80.72 4/5/2019
PZ-18R/OUT (4) 82.42 1.91 80.51 4/5/2019
PZ-24 89.43 8.32 81.11 4/5/2019
PZ-25 88.90 8.03 80.87 4/5/2019
Notes: Prepared by: CTM 5/10/2019
(1) - Measurement from top of PVC. If no PVC, measurement from TOC Checked by: SAM 5/10/2019

(2) - Collected using a Solinst water interface probe

(3) - Groundwater Elevation = Reference Elevation - Depth to Water
(4) - Reported elevation of surface water adjacent to piezometer
TOC - Water level measurement taken from Top of Casing

* - Well removed for detention basin construction

** - Well destroyed during paving

*** - Piezometer replaced in South Ditch. Not surveyed

NGVD - National Geodetic Vertical Datum

msl - mean sea level

ft - feet

NM - not measured

A - Well heaving
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Table 3

Final Field Parameters for Groundwater Sampling
Slurry Wall/Cap Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site

Wilmington, Massachusetts

Quarterly Slurry Wall/Cap Monitoring Well Samples

Quarterly Slurry Wall/Cap
Piezometer Samples

Location ID GW-25 GW-78S GW-79S | GW-202S = GW-202D | PZ-16RRR | PZ-17RRR PZ-18R PZ-24 PZ-25
Date 4/4/2019 4/3/2019 4/4/2019 4/3/2019 4/3/2019 4/4/2019 4/3/2019 4/3/2019 4/3/2019 4/3/2019
Depth to Water (ft) 5.10 4.24 3.22 6.05 5.45 3.79 Dry 2.64 8.22 7.89
Temperature (°C) 8.64 9.36 5.05 7.99 8.90 5.72 14.10 6.35 7.34 8.49
Specific Conductivity (uS/cm) 1,193 1,272 2,138 962 2,439 1,861 1,262 4,767 1,814 1,322
pH (standard units) 7.10 6.74 6.38 6.13 5.04 6.60 7.02 6.35 6.61 6.36
Dissolved Oxygen (mg/L) 1.88 1.24 5.67 0.70 0.92 2.97 6.65 0.97 2.07 1.52
Turbidity (NTU) 2.42 5.63 7.26 3.91 75.4 2.47 21.7 6.63 3.45 3.51
ORP (millivolts) -73.0 101.5 44.0 68.2 69.8 20.8 -3.7 38.3 -5.2 65.2

Notes:
ft - feet

uS/cm - microSiemens per centimeter

mS/cm - milliSiemens per centimeter

1 puS/cm = 0.001 mS/cm
mg/L - milligrams per liter

NTU - nephelometric turbidity units
ORP - Oxidation/Reduction Potential

mV - millivolts

Dry = purged dry and sampled upon recovery
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Table 4
Groundwater Laboratory Analytical Program
Slurry Wall/Cap Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Analyte '?;Iglgsg Detection Limit Units
Physical/Inorganic Parameters
L EPA 350.1
Ammonia-Nitrogen (10-107-06-1-K) 0.10 mg/L
Chloride EPA 300.0 0.28 mg/L
Specific Conductivity SM18 2510B 1.0 pmhos/cm
Sulfate EPA 300.0 0.35 mg/L
Filtered Metals

Aluminum, filtered SW846 6010B 60 ug/L

Chromium, filtered SW_846 6010B 1.0 po/L
Notes: Prepared by: CTM 5/10/2019
mg/L - milligrams per liter Checked by: SAM 5/10/2019

pmhos/cm - micromhos per centimeter

pmhos/cm = uS/cm (microSiemens per centimeter)

1 uS/cm = 0.001 mS/cm (milliSiemens per centimeter)
pg/L - micrograms per liter
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Table 5
Final Field Parameters for Surface Water Sampling
Slurry Wall/Cap Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Surface Water Samples

Location ID ISCO1 ISCO2 ISCO3 | PZ-16RRR PZ-17RRR| PZ-18R SD-17
Date 4/2/2019 | 4/2/2019 = 4/2/2019 | 4/2/2019 = 4/2/2019 | 4/2/2019 4/2/2019
Sample Depth of Water (ft) 0.30 0.25 0.30 0.20 0.25 0.30 0.20
Temperature (°C) 8.57 9.07 14.34 10.41 9.85 9.10 10.13
Specific Conductivity (uS/cm) 1,967 887 1,054 1,020 1,041 2,254 1,044

pH (standard units) 6.28 6.24 6.82 6.07 5.95 5.94 5.90
Dissolved Oxygen (mg/L) 11.15 12.40 11.50 10.57 11.13 11.21 8.83
Turbidity (NTU) 2.10 4.45 2.75 3.84 2.08 1.87 1.99
ORP (millivolts) 138.1 144.7 107.6 180.5 182.8 148.1 179.7
Notes: Prepared by: CTM 5/10/2019
ft - feet Checked by: SAM 5/10/2019

puS/cm - microSiemens per centimeter
mS/cm - milliSiemens per centimeter
1 uS/cm = 0.001 mS/cm

mg/L - milligrams per liter

NTU - nephelometric turbidity units
ORP - Oxidation/Reduction Potential
mV - millivolts
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Table 6
Surface Water Analytical Program
Slurry Wall/Cap Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Analyte ﬁ;ﬁ: Detection Limit Units
Physical/Inorganic Parameters
e EPA 350.1
Ammonia-Nitrogen (10-107-06-1-K) 0.10 mg/L
Nitrate EPA 300.0 0.02 mg/L
Nitrite EPA 300.0 0.02 mg/L
Chloride EPA 300.0 0.28 mg/L
Specific Conductivity SM18 2510B 1.0 umhos/cm
Sulfate EPA 300.0 0.35 mg/L
Total Metals
Aluminum, Total SW846 6010B 60 pg/L
Chromium, Total SW846 6010B 1.0 po/L
Sodium, Total SW846 6010B 320 ug/L
Filtered Metals
Aluminum, Filtered SW846 6010B 60 pg/L
Chromium, Filtered SW846 6010B 1.0 po/L
Sodium, Filtered SW846 6010B 320 ug/L
Notes: Prepared by: CTM 5/10/2019
mg/L - milligrams per liter Checked by: SAM 5/10/2019

pmhos/cm - micromhos per centimeter

pmhos/cm = uS/cm (microSiemens per centimeter)

1 uS/cm = 0.001 mS/cm (milliSiemens per centimeter)
Mg/L - micrograms per liter
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Table 7
Groundwater Elevations
Plant B Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

WELL ID Reference Depth to Depth to Product Thickness = Groundwater Date

Elevation (1) Water (2) Product (3) (4) Elevation (5) Measured
I.D. (ft msl) (ft) (ft) (ft) (feet NGVD)
B-2 90.48 11.46 NPD NA 79.02 4/5/2019
B-3 90.32 10.82 NPD NA 79.50 4/5/2019
B-5R 91.38 11.13 NPD NA 80.25 4/5/2019
B-7A 88.81 7.71 NPD NA 81.10 4/5/2019
B-17 91.55 9.11 NPD NA 82.44 4/5/2019
GW-13 90.57 11.15 NPD NA 79.42 4/5/2019
GW-14 88.70 8.95 NPD NA 79.75 4/5/2019
GW-15 90.01 8.22 NPD NA 81.79 4/5/2019
GW-16R 92.46 10.52 NPD NA 81.94 4/5/2019
GW-23 91.04 11.57 11.55 0.02 79.49 4/5/2019
GW-52S 87.95 8.24 NPD NA 79.71 4/5/2019
GW-100 90.15 11.14 NPD NA 79.01 4/5/2019
GW-101 90.14 11.14 NPD NA 79.00 4/5/2019
GW-102 89.00 10.01 NPD NA 78.99 4/5/2019
IW-1 90.71 11.23 NPD NA 79.48 4/5/2019
IW-2 90.53 11.20 NPD NA 79.33 4/5/2019
IW-3 90.76 11.35 NPD NA 79.41 4/5/2019
IW-6 89.15 10.31 NPD NA 78.84 4/5/2019
IW-7 90.10 11.03 NPD NA 79.07 4/5/2019
IW-8 89.94 10.87 NPD NA 79.07 4/5/2019
IW-9 89.78 10.63 NPD NA 79.15 4/5/2019
IW-10 90.43 11.29 NPD NA 79.14 4/5/2019
IW-11 89.92 10.89 NPD NA 79.03 4/5/2019
IW-12 90.31 11.33 NPD NA 78.98 4/5/2019
IW-13 89.90 10.68 NPD NA 79.22 4/5/2019
PID 89.97 10.89 NPD NA 79.08 4/5/2019
P5 90.45 11.28 11.27 0.01 79.18 4/5/2019
12-IN 89.84 10.50 NPD NA 79.34 4/5/2019
Notes: Prepared by: CTM 5/10/2019

1) - Reference elevations surveyed 11/97. New TOC survey by Dana Perkins 4-5/98 Checked by: SAM 5/10/2019
2) - Top of PVC. If no PVC, measurement from top of steel casing

3) - Collected using a Solinst water interface probe or Geotech oil/water interface probe

4) - If sheen is noted, a product thickness of 0.01 feet will be used to calculate the groundwater elevation
(5) - Groundwater Elevation = Reference Elevation - (Depth to Water - (Product Thickness x 0.95))

TOC - Top of Casing

NPD - No Product Detected

NA - Not Applicable

NGVD - National Geodetic Vertical Datum

msl - mean sea level

ft - feet

East Ditch - No sheen noted; Observed OK

(
(
(
(
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Table 8
Final Field Parameters for Groundwater Sampling
Plant B Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Plant B Monitoring Well Samples

Location GW-16R

Date 4/3/2019

Depth to Water (ft) 10.82
Temperature (° C) 7.71

Specific Conductivity (uS/cm) 184

pH (standard units) 6.39
Dissolved oxygen (mg/L) 0.72

Turbidity (NTU) 9.47

Oxidation Reduction Potential (mV) 18.6

Notes: Prepared by: CTM 5/10/2019
ft - feet Checked by: SAM 5/10/2019

puS/ecm - microSiemens per centimeter
mS/cm - milliSiemens per centimeter
1 uS/cm = 0.001 mS/cm

mg/L - milligrams per liter

NTU - nephelometric turbidity units
ORP - Oxidation/Reduction Potential
mV - millivolts
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Table 9
Groundwater Laboratory Analytical Program
Plant B Monitoring Program
First Quarter 2019 Sampling Event
Olin Chemical Superfund Site
Wilmington, Massachusetts

Analyte A,;;]:tlzzlds Detection Limit Units
Volatile organic compounds (VOC)
2,4,4-Trimethyl-1-pentene SW846 8260B 0.40 pg/L
2,4,4-Trimethyl-2-pentene SW846 8260B 0.43 pg/L
Semivolatile organic compounds (SVOC)
N-nitrosodiphenylamine SW846 8270C 0.07 pg/L
bis(2-ethylhexyl)phthalate SW846 8270C 0.42 pg/L
Volatile Petroleum Hydrocarbons (VPH)
C5-C8 Aliphatics MA VPH 1.5 pg/L
C5-C8 Aliphatics, Unadjusted MA VPH 1.5 pg/L
C9-C12 Aliphatics MA VPH 1.5 pg/L
C9-C12 Aliphatics, Unadjusted MA VPH 1.5 pg/L
C9-C10 Aromatics MA VPH 0.50 pg/L
Methyl-tert-butyl-ether (MTBE) MA VPH 0.25 pg/L
Benzene MA VPH 0.25 pg/L
Ethylbenzene MA VPH 0.25 pg/L
m,p-Xylene MA VPH 0.50 pg/L
0-Xylene MA VPH 0.25 pg/L
Toluene MA VPH 0.25 pg/L
Naphthalene MA VPH 0.25 pg/L
Physical/Inorganic Parameters
- EPA 350.1
Ammonia-Nitrogen (10-107-06-1-K) 0.10 mg/L
pH SM 4500 H+ B 0.10 SuU
Filtered Metals
Iron, Filtered SW846 6010B 19 pHo/L
Notes: Prepared by: CTM 5/10/2019
pg/L - micrograms per liter Checked by: SAM 5/10/2019

mg/L - milligrams per liter
SU - standard units
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FIELD INSTRUMENTATION CALIBRATION RECORD

PROJECT NAME: Olin Chemical Superfund Site
PROJECT NUMBER: 6107190016
PROJECT LOCATION: Wilmington, MA

WEATHER CONDITIONS (AM):

Sunny, cold, temps in ~ 20's

WEATHER CONDITIONS (PM):

Sunny, temps in ~ 50's

TASK NO: DATE: 4/2/2019
WOOD CREW: SAM/CTM
SAMPLER NAME: Sam Mizusawa

SAMPLER SIGNATURE:

CHECKED BY:

Field Form w/ Signature on File

DATE: 4/9/2019

CTM

acceptance criteria on all data sheets and log book entries.

MULTI-PARAMETER WATER QUALITY METER
METER TYPE YSI AM CALIBRATION PM CALIBRATION CHECK
MODEL NO. 556 MPS Start Time: 7:00 End Time:  7:17 Start Time: 14:32 End Time: 14:45
UNIT ID NO. MO15-11
Units Standard Meter *Acceptance Criteria Standard Meter *Acceptance Criteria
Value Value (AM) Value Value PM)
pH 4) SU 4.0 3.99 +/- 0.1 pH Units
pH (7) SU 7.0 7.00 +/- 0.1 pH Units 7.0 7.17 +/- 0.3 pH Units
pH (10) SU 10.0 - +/- 0.1 pH Units
Redox +/- mV 240 240.0 +/- 10 mV 240 244.6 +/- 10 mV
Sp. Conductivity uS/cm 1413 1413 +/- 3% of standard 1413 1485 +/- 5% of standard
DO (saturated) % 100 100.1 +/- 2% of standard 109.7 %
DO (saturated) mg/L' ¢ D 8.51 8.38 +/- 0.2 mg/L 9.18 10.02 +- 0.5 mg/L of sat. value
DO (<0.1) mg/L <0.1 - < 0.5 mg/L DO (<0.1) - < 0.5 mg/L
Temperature °C 24.14 21.49 °C
Baro. Press. mmHg 770.8 767.1 mmHg
TURBIDITY METER Units Standard Meter Standard Meter *Acceptance Criteria
METER TYPE Hach Value Value Value Value (PM)
MODEL NO. 2100Q
UNIT ID NO. MO024-36 Standard NTU 10 9.86 10 10.2 +/- 0.3 NTU of stan.
Standard NTU 20 20.0 20 22.0 +/- 5% of standard
Standard NTU 100 98.9 100 104 +/- 5% of standard
Standard NTU 800 781 800 805 +/- 5% of standard
PHOTOIONIZATION DETECTOR
METER TYPE Background ppmv <0.1 <0.1 within 5 ppmv of BG
MODEL NO.
UNIT ID NO. Span Gas ppmv 100 100 +/- 10% of standard
0,-LEL 4 GAS METER
METER TYPE Methane % 50 50 +/- 10% of standard
MODEL NO. (023 % 20.9 20.9 +/- 10% of standard
UNIT ID NO. H,S ppmv 25 25 +/- 10% of standard
CO ppmv 50 50 +/- 10% of standard
OTHER METER
METER TYPE See Notes Below
MODEL NO. for Additional
ENIUOIDINCL Information
Equipment calibrated within the Acceptance Criteria specified for each of the parameters listed above.
|:| Equipment (not) calibrated within the Acceptance Criteria specified for each of the parameters listed above™®*.
MATERIALS RECORD Cal. Standard Lot Number Exp. Date
pH (4) 8GC347 3/20
Deionized Water Source: Portland - FOS pH(7) 8GCl117 3/20
Lot#/Date Produced: pH (10) - -
Trip Blank Source: Lab ORP 2340 12/22
Sample Preservatives Source: Lab Conductivity 8GK308 11/19
Disposable Filter Type: 0.45um 10 Turb. Stan. AR8232 11/19
Calibration Fluids / Standard Source: 20 Turb. Stan. A8239 12/19
- DO Calibration Fluid (<0.1 mg/L) 100 Turb. Stan. A8236 11/19
- Other - 800 Turb. Stan. A8236 11/19
- Other --- PID Span Gas - --
- Other — O,-LEL Span Gas - -
DO 9GA674 120
NOTES:

wOoOoJ.

* = Unless otherwise noted, calibration procedures and acceptance criteria are in general accordance with USEPA Region 1 SOPs for Field Instrument Calibration (EQASOP-Field Calibration) and Low Stress Purging and Sampling
(EQASOP-GWO001), each dated 1/19/2010. Additional acceptance criteria obtained from instrument specific manufacturer recommendations.
#% = If meter reading is not within acceptance criteria, clean/replace probe and re-calibrate, or use calibrated back-up meter if available. If project requirements necessitate use of the instrument, clearly document any deviations from

1 = DO Saturated standard value is calculated based on Oxygen Solubility at Indicated Pressure Chart from the USEPA Region 1 SOP for Field Instrument Calibration (EQASOP-Field Calibration), dated 1/19/2010.
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FIELD INSTRUMENTATION CALIBRATION RECORD

PROJECT NAME: Olin Chemical Superfund Site TASK NO: DATE: 4/3/2019
PROJECT NUMBER: 6107190016 WOOD CREW: CHL
PROJECT LOCATION: Wilmington, MA SAMPLER NAME: Charles Lyman
WEATHER CONDITIONS (AM): Rain, breezey, cloudy, temps in mid ~ 30's SAMPLER SIGNATURE: Field Form w/ Signature on File
WEATHER CONDITIONS (PM): Cloudy-sunny, temps in ~ 60's CHECKED BY: CTM DATE: 4/9/2019
MULTI-PARAMETER WATER QUALITY METER
METER TYPE YSI AM CALIBRATION PM CALIBRATION CHECK
MODEL NO. 556 MPS Start Time: 7:50 End Time:  8:10 Start Time: 15:50 End Time: 16:00
UNIT ID NO. MO15-14
Units Standard Meter *Acceptance Criteria Standard Meter *Acceptance Criteria
Value Value (AM) Value Value PM)
pH (4) SU 4.0 4.00 +/-0.1 pH Units
pH (7) SU 7.0 7.00 +/- 0.1 pH Units 7.0 7.01 +/- 0.3 pH Units
pH (10) SU 10.0 - +/- 0.1 pH Units
Redox +/- mV 240 240.0 +/- 10 mV 240 245.7 +/- 10 mV
Sp. Conductivity uS/cm 1413 1413 +/- 3% of standard 1413 1415 +/- 5% of standard
DO (saturated) % 100 99.6 +/- 2% of standard 99.7 %
DO (saturated) mg/L' ¢ D 7.81 7.82 +/- 0.2 mg/L 9.30 9.18 +- 0.5 mg/L of sat. value
DO (<0.1) mg/L <0.1 0.21 <0.5 mg/L DO (<0.1) 0.18 <0.5 mg/L
Temperature °C 27.77 18.48 °C
Baro. Press. mmHg 757.0 752.4 mmHg
TURBIDITY METER Units Standard Meter Standard Meter *Acceptance Criteria
METER TYPE Hach Value Value Value Value (PM)
MODEL NO. 2100Q
UNIT ID NO. MO024-31 Standard NTU 10 9.78 10 10.1 +/- 0.3 NTU of stan.
Standard NTU 20 21.0 20 20.4 +/- 5% of standard
Standard NTU 100 101 100 101 +/- 5% of standard
Standard NTU 800 809 800 811 +/- 5% of standard
PHOTOIONIZATION DETECTOR
METER TYPE Background ppmv <0.1 <0.1 within 5 ppmv of BG
MODEL NO.
UNIT ID NO. Span Gas ppmv 100 100 +/- 10% of standard
0,-LEL 4 GAS METER
METER TYPE Methane % 50 50 +/- 10% of standard
MODEL NO. (023 % 20.9 20.9 +/- 10% of standard
UNIT ID NO. H,S ppmv 25 25 +/- 10% of standard
CO ppmv 50 50 +/- 10% of standard
OTHER METER
METER TYPE See Notes Below
MODEL NO. for Additional
ENIUOIDINCL Information
Equipment calibrated within the Acceptance Criteria specified for each of the parameters listed above.
|:| Equipment (not) calibrated within the Acceptance Criteria specified for each of the parameters listed above™®*.
MATERIALS RECORD Cal. Standard Lot Number Exp. Date
pH (4) 8GC347 3/20
Deionized Water Source: Portland - FOS pH(7) 8GCl117 3/20
Lot#/Date Produced: pH (10) - -
Trip Blank Source: Lab ORP 2340 12/22
Sample Preservatives Source: Lab Conductivity 8GK308 11/19
Disposable Filter Type: 0.45um 10 Turb. Stan. AR8232 11/19
Calibration Fluids / Standard Source: 20 Turb. Stan. A8239 12/19
- DO Calibration Fluid (<0.1 mg/L) 100 Turb. Stan. A8236 11/19
- Other - 800 Turb. Stan. A8236 11/19
- Other --- PID Span Gas - --
- Other — O,-LEL Span Gas - -
DO 9GA674 1/20
NOTES:
wood.
* = Unless otherwise noted, calibration procedures and acceptance criteria are in general accordance with USEPA Region 1 SOPs for Field Instrument Calibration (EQASOP-Field Calibration) and Low Stress Purging and Sampling
(EQASOP-GWO001), each dated 1/19/2010. Additional acceptance criteria obtained from instrument specific manufacturer recommendations.
#% = If meter reading is not within acceptance criteria, clean/replace probe and re-calibrate, or use calibrated back-up meter if available. If project requirements necessitate use of the instrument, clearly document any deviations from
acceptance criteria on all data sheets and log book entries.
1 = DO Saturated standard value is calculated based on Oxygen Solubility at Indicated Pressure Chart from the USEPA Region 1 SOP for Field Instrument Calibration (EQASOP-Field Calibration), dated 1/19/2010.

Q12019 Cal FDRs.xls




FIELD INSTRUMENTATION CALIBRATION RECORD

PROJECT NAME: Olin Chemical Superfund Site
PROJECT NUMBER: 6107190016
PROJECT LOCATION: Wilmington, MA

WEATHER CONDITIONS (AM):

Rain, breezey, cloudy, temps in mid ~ 30's

WEATHER CONDITIONS (PM):

Cloudy-sunny, temps in ~ 60's

TASK NO: DATE: 4/3/2019
WOOD CREW: SAM
SAMPLER NAME: Sam Mizusawa

SAMPLER SIGNATURE:

CHECKED BY:

Field Form w/ Signature on File

DATE: 4/9/2019

CTM

acceptance criteria on all data sheets and log book entries.

MULTI-PARAMETER WATER QUALITY METER
METER TYPE YSI AM CALIBRATION PM CALIBRATION CHECK
MODEL NO. 556 MPS Start Time: 7:14 End Time:  7:33 Start Time: 15:40 End Time: 15:51
UNIT ID NO. MO15-11
Units Standard Meter *Acceptance Criteria Standard Meter *Acceptance Criteria
Value Value (AM) Value Value PM)
pH 4) SU 4.0 4.00 +/- 0.1 pH Units
pH (7) SU 7.0 7.00 +/- 0.1 pH Units 7.0 7.04 +/- 0.3 pH Units
pH (10) SU 10.0 - +/- 0.1 pH Units
Redox +/- mV 240 240.0 +/- 10 mV 240 237.9 +/- 10 mV
Sp. Conductivity uS/cm 1413 1413 +/- 3% of standard 1413 1482 +/- 5% of standard
DO (saturated) % 100 100.0 +/- 2% of standard 97.6 %
DO (saturated) mg/L' ¢ D 8.24 8.17 +/- 0.2 mg/L 8.28 8.24 +- 0.5 mg/L of sat. value
DO (<0.1) mg/L <0.1 0.24 < 0.5 mg/L DO (<0.1) 0.25 < 0.5 mg/L
Temperature °C 25.15 23.62 °C
Baro. Press. mmHg 759.8 752.1 mmHg
TURBIDITY METER Units Standard Meter Standard Meter *Acceptance Criteria
METER TYPE Hach Value Value Value Value (PM)
MODEL NO. 2100Q
UNIT ID NO. MO024-36 Standard NTU 10 9.80 10 10.3 +/- 0.3 NTU of stan.
Standard NTU 20 19.5 20 20.2 +/- 5% of standard
Standard NTU 100 98.6 100 102 +/- 5% of standard
Standard NTU 800 789 800 807 +/- 5% of standard
PHOTOIONIZATION DETECTOR
METER TYPE Background ppmv <0.1 <0.1 within 5 ppmv of BG
MODEL NO.
UNIT ID NO. Span Gas ppmv 100 100 +/- 10% of standard
0,-LEL 4 GAS METER
METER TYPE Methane % 50 50 +/- 10% of standard
MODEL NO. (023 % 20.9 20.9 +/- 10% of standard
UNIT ID NO. H,S ppmv 25 25 +/- 10% of standard
CO ppmv 50 50 +/- 10% of standard
OTHER METER
METER TYPE See Notes Below
MODEL NO. for Additional
ENIUOIDINCL Information
Equipment calibrated within the Acceptance Criteria specified for each of the parameters listed above.
|:| Equipment (not) calibrated within the Acceptance Criteria specified for each of the parameters listed above™®*.
MATERIALS RECORD Cal. Standard Lot Number Exp. Date
pH (4) 8GC347 3/20
Deionized Water Source: Portland - FOS pH(7) 8GCl117 3/20
Lot#/Date Produced: pH (10) - -
Trip Blank Source: Lab ORP 2340 12/22
Sample Preservatives Source: Lab Conductivity 8GK308 11/19
Disposable Filter Type: 0.45um 10 Turb. Stan. AR8232 11/19
Calibration Fluids / Standard Source: 20 Turb. Stan. A8239 12/19
- DO Calibration Fluid (<0.1 mg/L) 100 Turb. Stan. A8236 11/19
- Other - 800 Turb. Stan. A8236 11/19
- Other --- PID Span Gas - --
- Other — O,-LEL Span Gas - -
DO 9GA674 120
NOTES:

wOoOoJ.

* = Unless otherwise noted, calibration procedures and acceptance criteria are in general accordance with USEPA Region 1 SOPs for Field Instrument Calibration (EQASOP-Field Calibration) and Low Stress Purging and Sampling
(EQASOP-GWO001), each dated 1/19/2010. Additional acceptance criteria obtained from instrument specific manufacturer recommendations.
#% = If meter reading is not within acceptance criteria, clean/replace probe and re-calibrate, or use calibrated back-up meter if available. If project requirements necessitate use of the instrument, clearly document any deviations from

1 = DO Saturated standard value is calculated based on Oxygen Solubility at Indicated Pressure Chart from the USEPA Region 1 SOP for Field Instrument Calibration (EQASOP-Field Calibration), dated 1/19/2010.
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FIELD INSTRUMENTATION CALIBRATION RECORD

PROJECT NAME: Olin Chemical Superfund Site
PROJECT NUMBER: 6107190016
PROJECT LOCATION: Wilmington, MA

WEATHER CONDITIONS (AM):

Rain, breezey, cloudy, temps in mid ~ 30's

WEATHER CONDITIONS (PM):

Cloudy-sunny, temps in ~ 60's

TASK NO: DATE: 4/3/2019
WOOD CREW: JJL
SAMPLER NAME: Jolene Lozewski

SAMPLER SIGNATURE:

CHECKED BY:

Field Form w/ Signature on File

DATE: 4/9/2019

CTM

acceptance criteria on all data sheets and log book entries.

MULTI-PARAMETER WATER QUALITY METER
METER TYPE YSI AM CALIBRATION PM CALIBRATION CHECK
MODEL NO. 556 MPS Start Time: 6:30 End Time:  7:00 Start Time: 15:55 End Time: 16:15
UNIT ID NO. MO15-12
Units Standard Meter *Acceptance Criteria Standard Meter *Acceptance Criteria
Value Value (AM) Value Value PM)
pH 4) SU 4.0 4.00 +/- 0.1 pH Units
pH (7) SU 7.0 7.00 +/- 0.1 pH Units 7.0 7.15 +/- 0.3 pH Units
pH (10) SU 10.0 - +/- 0.1 pH Units
Redox +/- mV 240 240.0 +/- 10 mV 240 236.4 +/- 10 mV
Sp. Conductivity uS/cm 1413 1413 +/- 3% of standard 1413 1445 +/- 5% of standard
DO (saturated) % 100 99.6 +/- 2% of standard 106.3 %
DO (saturated) mg/L' ¢ D 7.63 7.66 +/- 0.2 mg/L 8.59 8.88 +- 0.5 mg/L of sat. value
DO (<0.1) mg/L <0.1 0.30 < 0.5 mg/L DO (<0.1) 0.20 < 0.5 mg/L
Temperature °C 29.00 21.75 °C
Baro. Press. mmHg 756.9 752.0 mmHg
TURBIDITY METER Units Standard Meter Standard Meter *Acceptance Criteria
METER TYPE Hach Value Value Value Value (PM)
MODEL NO. 2100Q
UNIT ID NO. M024-27 Standard NTU 10 10.4 10 10.4 +/- 0.3 NTU of stan.
Standard NTU 20 19.9 20 19.6 +/- 5% of standard
Standard NTU 100 96.7 100 97.3 +/- 5% of standard
Standard NTU 800 778 800 772 +/- 5% of standard
PHOTOIONIZATION DETECTOR
METER TYPE Background ppmv <0.1 <0.1 within 5 ppmv of BG
MODEL NO.
UNIT ID NO. Span Gas ppmv 100 100 +/- 10% of standard
0,-LEL 4 GAS METER
METER TYPE Methane % 50 50 +/- 10% of standard
MODEL NO. (023 % 20.9 20.9 +/- 10% of standard
UNIT ID NO. H,S ppmv 25 25 +/- 10% of standard
CO ppmv 50 50 +/- 10% of standard
OTHER METER
METER TYPE See Notes Below
MODEL NO. for Additional
ENIUOIDINCL Information
Equipment calibrated within the Acceptance Criteria specified for each of the parameters listed above.
|:| Equipment (not) calibrated within the Acceptance Criteria specified for each of the parameters listed above™®*.
MATERIALS RECORD Cal. Standard Lot Number Exp. Date
pH (4) 8GC347 3/20
Deionized Water Source: Portland - FOS pH(7) 8GCl117 3/20
Lot#/Date Produced: pH (10) - -
Trip Blank Source: Lab ORP 2340 12/22
Sample Preservatives Source: Lab Conductivity 8GK308 11/19
Disposable Filter Type: 0.45um 10 Turb. Stan. AR8232 11/19
Calibration Fluids / Standard Source: 20 Turb. Stan. A8239 12/19
- DO Calibration Fluid (<0.1 mg/L) 100 Turb. Stan. A8236 11/19
- Other - 800 Turb. Stan. A8236 11/19
- Other --- PID Span Gas - --
- Other — O,-LEL Span Gas - -
DO 9GA674 120
NOTES:

wOoOoJ.

* = Unless otherwise noted, calibration procedures and acceptance criteria are in general accordance with USEPA Region 1 SOPs for Field Instrument Calibration (EQASOP-Field Calibration) and Low Stress Purging and Sampling
(EQASOP-GWO001), each dated 1/19/2010. Additional acceptance criteria obtained from instrument specific manufacturer recommendations.
#% = If meter reading is not within acceptance criteria, clean/replace probe and re-calibrate, or use calibrated back-up meter if available. If project requirements necessitate use of the instrument, clearly document any deviations from

1 = DO Saturated standard value is calculated based on Oxygen Solubility at Indicated Pressure Chart from the USEPA Region 1 SOP for Field Instrument Calibration (EQASOP-Field Calibration), dated 1/19/2010.
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FIELD INSTRUMENTATION CALIBRATION RECORD

PROJECT NAME: Olin Chemical Superfund Site
PROJECT NUMBER: 6107190016
PROJECT LOCATION: Wilmington, MA

WEATHER CONDITIONS (AM):

Sunny, temps in mid ~ 30's

WEATHER CONDITIONS (PM):

Sunny, windy, temps in high ~ 40's

TASK NO: DATE: 4/4/2019
WOOD CREW: SAM
SAMPLER NAME: Sam Mizusawa

SAMPLER SIGNATURE:

CHECKED BY:

Field Form w/ Signature on File

DATE: 4/9/2019

CTM

acceptance criteria on all data sheets and log book entries.

MULTI-PARAMETER WATER QUALITY METER
METER TYPE YSI AM CALIBRATION PM CALIBRATION CHECK
MODEL NO. 556 MPS Start Time: 7:12 End Time:  7:27 Start Time: 15:40 End Time: 15:50
UNIT ID NO. MO15-11
Units Standard Meter *Acceptance Criteria Standard Meter *Acceptance Criteria
Value Value (AM) Value Value PM)
pH 4) SU 4.0 4.00 +/- 0.1 pH Units
pH (7) SU 7.0 7.00 +/- 0.1 pH Units 7.0 7.07 +/- 0.3 pH Units
pH (10) SU 10.0 - +/- 0.1 pH Units
Redox +/- mV 240 240.0 +/- 10 mV 240 236.4 +/- 10 mV
Sp. Conductivity uS/cm 1413 1412 +/- 3% of standard 1413 1462 +/- 5% of standard
DO (saturated) % 100 100.7 +/- 2% of standard 103.8 %
DO (saturated) mg/L' ¢ D 8.30 8.31 +/- 0.2 mg/L 8.30 8.54 +- 0.5 mg/L of sat. value
DO (<0.1) mg/L <0.1 0.23 < 0.5 mg/L DO (<0.1) 0.24 < 0.5 mg/L
Temperature °C 25.05 25.16 °C
Baro. Press. mmHg 766.1 762.9 mmHg
TURBIDITY METER Units Standard Meter Standard Meter *Acceptance Criteria
METER TYPE Hach Value Value Value Value (PM)
MODEL NO. 2100Q
UNIT ID NO. MO024-36 Standard NTU 10 9.76 10 9.84 +/- 0.3 NTU of stan.
Standard NTU 20 20.0 20 20.3 +/- 5% of standard
Standard NTU 100 99.9 100 102 +/- 5% of standard
Standard NTU 800 782 800 784 +/- 5% of standard
PHOTOIONIZATION DETECTOR
METER TYPE Background ppmv <0.1 <0.1 within 5 ppmv of BG
MODEL NO.
UNIT ID NO. Span Gas ppmv 100 100 +/- 10% of standard
0,-LEL 4 GAS METER
METER TYPE Methane % 50 50 +/- 10% of standard
MODEL NO. (023 % 20.9 20.9 +/- 10% of standard
UNIT ID NO. H,S ppmv 25 25 +/- 10% of standard
CO ppmv 50 50 +/- 10% of standard
OTHER METER
METER TYPE See Notes Below
MODEL NO. for Additional
ENIUOIDINCL Information
Equipment calibrated within the Acceptance Criteria specified for each of the parameters listed above.
|:| Equipment (not) calibrated within the Acceptance Criteria specified for each of the parameters listed above™®*.
MATERIALS RECORD Cal. Standard Lot Number Exp. Date
pH (4) 8GC347 3/20
Deionized Water Source: Portland - FOS pH(7) 8GCl117 3/20
Lot#/Date Produced: pH (10) - -
Trip Blank Source: Lab ORP 2340 12/22
Sample Preservatives Source: Lab Conductivity 8GK308 11/19
Disposable Filter Type: 0.45um 10 Turb. Stan. AR8232 11/19
Calibration Fluids / Standard Source: 20 Turb. Stan. A8239 12/19
- DO Calibration Fluid (<0.1 mg/L) 100 Turb. Stan. A8236 11/19
- Other - 800 Turb. Stan. A8236 11/19
- Other --- PID Span Gas - --
- Other — O,-LEL Span Gas - -
DO 9GA674 120
NOTES:

wOoOoJ.

* = Unless otherwise noted, calibration procedures and acceptance criteria are in general accordance with USEPA Region 1 SOPs for Field Instrument Calibration (EQASOP-Field Calibration) and Low Stress Purging and Sampling
(EQASOP-GWO001), each dated 1/19/2010. Additional acceptance criteria obtained from instrument specific manufacturer recommendations.
#% = If meter reading is not within acceptance criteria, clean/replace probe and re-calibrate, or use calibrated back-up meter if available. If project requirements necessitate use of the instrument, clearly document any deviations from

1 = DO Saturated standard value is calculated based on Oxygen Solubility at Indicated Pressure Chart from the USEPA Region 1 SOP for Field Instrument Calibration (EQASOP-Field Calibration), dated 1/19/2010.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-25 | ROUND NO.
SAMPLE ID OC-GW-25 | SITE TYPE| Superfund | DATE 4/4/2019
TIME|STAHT 11:05  END 11:51 | JOB NUMBER | 6107190016 | BOTTLE TIME 11:45
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 4.90 FT. WELL DEPTH PID WELL
(TOR) ~1240 FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER 5.10 FT. SCREEN PID WELL WELL YES NO NA
LENGTH N/A FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.02 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.24 GAL. 0.02 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (>5) (+/-10 mV) : COMMENTS
11:08 5.10 136 Connect YSI ~ 111t
11:15 5.10 136 8.03 1210 6.85 4.35 3.60 -0.2
11:30 5.10 136 8.47 1204 7.09 2.04 272 -66.9
11:35 5.10 136 8.65 1196 7.11 1.94 2.66 -76.4
11:40 5.10 136 8.64 1193 7.10 1.88 242 -73.0
11:45 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL CHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHeER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1X125mL [XJchloride
[x]sulfate 300.0 4DEG. C 1X125mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1X125mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 250 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.2gal.

NOTES

Chloride and Sulfate analysis collected in one 500mL bottle

SIGNATURE: Field Form w/ Signature on File

Sampled by: SAM
Prepared by: SAM
Checked by: CTM

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.

FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-78S | ROUND NO.
SAMPLE ID OC-GW-78S | SITE TYPE| Superfund | DATE 4/3/2019
TIME|START 12:51 END 14:41 | JOB NUMBER | 6107190016 | BOTTLE TIME 14:35
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 4.05 FT. WELL DEPTH PID WELL
(TOR) 10.54  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 4.24 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 9 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.03 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 4.22 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
12:58 4.24 164 Connect YSI ~8ft.
13:05 4.24 164 8.29 1281 6.84 2.06 92.4 97.1
13:25 4.24 164 8.02 1275 6.76 3.24 55.1 86.6
13:45 4.24 164 8.59 1274 6.75 2.81 25.7 87.8
14:05 4.24 164 9.11 1273 6.74 1.97 11.4 95.9
14:10 4.24 164 9.36 1274 6.74 1.68 9.90 97.6
14:20 4.24 164 9.44 1273 6.74 1.42 6.11 100.6
14:25 4.24 164 9.27 1275 6.74 1.35 5.98 101.2
14:30 4.24 164 9.36 1272 6.74 1.24 5.63 101.5
14:35 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
Chloride 300.0 4 DEG.C 1 X500 mL hloride
[x]sulfate 300.0 4 DEG.C 1 X500 mL [xJsulfate
Specific Conductivity SM 2510B 4 DEG.C 1 X500 mL Specific Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr

PURGE OBSERVATIONS
PURGE WATER NUMBER OF GALLONS

CONTAINERIZED NO GENERATED ~4.2gal.

NOTES  Chloride and Sulfate analysis collected in one 500mL bottle

SIGNATURE: Field Form w/ Signature on File

LOCATION SKETCH

Sampled by: SAM
Prepared by: SAM
Checked by: CTM

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

SIGNATURE:

Field Form w/ Signature on File

Sampled by: SAM
Prepared by: SAM
Checked by: CTM

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-79S | ROUND NO.
SAMPLE ID OC-GW-79S | SITE TYPE| Superfund | DATE 4/4/2019
TIME|STAHT 7:41 END 8:41 | JOB NUMBER | 6107190016 | BOTTLE TIME 8:35
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 3.18 FT. WELL DEPTH PID WELL
(TOR) 11.38  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 3.22 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 2.45 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
7:45 3.22 192 Connect YSI ~10ft.
7:50 3.22 192 5.80 2157 6.40 8.84 16.4 92.6
8:00 3.22 192 5.15 2142 6.40 5.92 11.9 55.9
8:10 3.22 192 5.00 2139 6.39 7.40 10.8 43.2
8:20 3.22 192 5.03 2135 6.38 6.79 8.41 414
8:25 3.22 192 5.03 2136 6.40 6.20 7.84 415
8:30 3.22 192 5.05 2138 6.38 5.67 7.26 44.0
8:35 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[XJchloride 300.0 4 DEG.C 1 X500 mL [Xchloride
[x]sulfate 300.0 4DEG. C 1 X 500 mL [x]sulfate
[x]speciic Conductivity SM 25108 4 DEG.C 1 X500 mL [x]speciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [x]ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 2.5 gal.
NOTES  Chloride and Sulfate analysis collected in one 500mL bottle

wood.

\\WFD-FS I\projectf$\P |_Wakefield_D:

OLIN\W!

Q12019 GW FDRs.xls, OC-GW-79S

2019 Quarterly\Q 1\Notes\




WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: JJL
Prepared by: SAM
Checked by: CTM

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-202S | ROUND NO.
SAMPLE ID OC-GW-202S | SITE TYPE| Superfund | DATE 4/3/2019
TIME|START 7:10 END 8:05 | JOB NUMBER | 6107190016 | BOTTLE TIME 8:00
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 6.00 FT. WELL DEPTH PID WELL
(TOR) 1329  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 6.05 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 8 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.92 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
7:18 Start Pump ~ 10 ft.
7:30 6.02 200 7.55 959 6.01 2.13 16.3 76.0
7:35 6.05 200 7.60 958 6.03 0.86 14.2 745
7:40 6.05 200 7.68 957 6.06 0.74 10.6 74.2
7:45 6.05 200 7.88 956 6.08 0.66 4.95 7.7
7:50 6.05 200 7.95 959 6.10 0.67 3.82 70.3
7:55 6.05 200 7.99 962 6.13 0.70 3.91 68.2
8:00 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]chloride 300.0 4 DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4DEG.C 1 X500 mL [XJspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.9 gal.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-202D | ROUND NO.
SAMPLE ID OC-GW-202D | SITE TYPE| Superfund | DATE 4/3/2019
TIME|START 8:10 END 9:10 | JOB NUMBER | 6107190016 | BOTTLE TIME
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 5.41 FT. WELL DEPTH PID WELL
(TOR) 2268  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 5.45 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 10 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 2.24 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:12 Start Pump ~ 20 ft. |very turbid
8:15 5.43 200 8.55 2366 5.10 1.65 >1000 89.6
8:20 5.45 200 8.48 2367 5.02 1.34 343 83.8
8:25 5.45 200 8.47 2377 5.00 1.43 117 79.6
8:30 5.45 200 8.51 2409 5.01 1.12 60.9 77.2
8:35 5.45 200 8.66 2424 5.02 1.27 63.8 75.3
8:40 5.45 200 8.68 2435 5.02 1.13 66.9 73.9
8:45 5.45 200 8.72 2442 5.02 0.99 721 72.4
8:50 5.45 200 8.83 2439 5.03 0.95 71.3 71.0
8:55 5.45 200 8.90 2439 5.04 0.92 75.4 69.8
9:00 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE ] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]Jchloride 300.0 4DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4 DEG.C 1 X500 mL [Xspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~2.2gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: JJL
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-16RRR | ROUND NO.
SAMPLE ID OC-PZ-16RRR | SITE TYPE| Superfund | DATE 4/4/2019
TIME|STAHT 8:47 END 9:39 | JOB NUMBER | 6107190016 | BOTTLE TIME 9:30
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE [ ] TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 3.44 FT. WELL DEPTH PID WELL
(TOR) 6.2 FT. AMBIENT AIR N/A PPM DIAMETER 1.0 IN.
FINAL DEPTH
TO WATER 3.79 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 2 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X
TOTAL VOL. REFILL DISCHARGE
PURGED 1.09 GAL. 0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:49 3.79 110 Connect YSI ~6ft.
8:55 3.79 110 5.34 1881 6.66 3.83 18.8 322
9:05 3.79 110 5.57 1976 6.63 2.33 10.7 21.9
9:15 3.79 110 5.62 1941 6.62 2.79 4.91 21.9
9:20 3.79 110 5.69 1891 6.61 2.90 3.75 21.7
9:25 3.79 110 5.72 1861 6.60 2.97 2.47 20.8
9:30 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]chloride 300.0 4 DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4 DEG.C 1 X500 mL [Xspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.1gal.
NOTES Chloride and Sulfate analysis collected in one 500mL bottle

SIGNATURE:

Field Form w/ Signature on File

Sampled by: SAM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

NOTES Chloride and Sulfate analysis col

Well went dry; sample recharge

SIGNATURE:

lected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: SAM
Prepared by: SAM
Checked by: CTM

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-17RRR | ROUND NO.
SAMPLE ID OC-PZ17RRR | SITE TYPE| Superfund | DATE 4/3/2019
TIME|START 14:45  END 15:30 | JOB NUMBER | 6107190016 | BOTTLE TIME 15:19
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE [ ] TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 1.94 FT. WELL DEPTH PID WELL
(TOR) 6.20 FT. AMBIENT AIR N/A PPM DIAMETER 1.0 IN.
FINAL DEPTH
TO WATER Dry FT. SCREEN PID WELL WELL YES NO NA
LENGTH 1 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME N/A GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X
TOTAL VOL. REFILL DISCHARGE
PURGED 0.2 GAL. N/A TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
15:03 4.26 100 14.10 1262 7.02 6.65 21.7 -3.7 ~ 6.0 ft.
Well Dry Sample Recharge
15:19 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]chloride 300.0 4 DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4 DEG.C 1 X500 mL [Xspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~0.2gal

wood.

\\WFD-FS I\projectf$\P |_Wakefield_D:

OLIN\W!

Q12019 GW FDRs.xls, PZITRRR

2019 Quarterly\Q 1\Notes\




WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-18R | ROUND NO.
SAMPLE ID OC-PZ-18R | SITE TYPE| Superfund | DATE 4/3/2019
TIME|START 9:10 END 10:25 | JOB NUMBER | 6107190016 | BOTTLE TIME 10:00
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE [ ] TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 1.78 FT. WELL DEPTH PID WELL
(TOR) ~5.99 FT. AMBIENT AIR N/A PPM DIAMETER 1.25 IN.
FINAL DEPTH
TO WATER 2.64 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 1.6 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.078 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X
TOTAL VOL. REFILL DISCHARGE
PURGED 1.54 GAL. 0.05 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
9:18 Start Pump ~ 5.0 ft.
9:30 2.64 160 6.27 4966 6.10 3.06 10.7 52.0
9:35 2.64 160 6.02 4937 6.30 1.04 6.99 37.0
9:40 2.64 160 6.19 4885 6.35 1.15 6.01 34.1
9:45 2.64 160 6.25 4840 6.35 1.06 6.41 36.0
9:50 2.64 160 6.31 4797 6.35 0.99 6.27 37.3
9:55 2.64 160 6.35 4767 6.35 0.97 6.63 38.3
10:00 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
i 300.0 4 DEG.C 1 X500 mL i
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4 DEG.C 1 X500 mL [Xspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.5gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: JJL
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-24 ROUND NO.
SAMPLE ID 0C-PZ-24 | SITE TYPE| Superfund DATE 4/3/2019
TIME|START 7:50 END 10:02 | JOB NUMBER | 6107190016 BOTTLE TIME 9:55
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 8.12 FT. WELL DEPTH PID WELL
(TOR) 17.86  FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER 8.22 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 4.62 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:04 8.22 148 Connect YSI ~ 14 ft.
8:10 8.22 148 6.71 1892 6.18 2.59 63.6 153.4
8:30 8.22 148 6.81 1801 6.37 7.92 29.5 1.7
8:40 8.22 148 6.90 1805 6.42 7.39 22.7 -9.4
9:00 8.22 148 6.94 1804 6.48 4.49 12.6 -10.7
9:10 8.22 148 6.79 1809 6.52 3.67 10.7 -8.0
9:20 8.22 148 6.96 1808 6.56 3.05 8.58 -7.6
9:30 8.22 148 7.08 1811 6.53 2.66 7.76 -6.2
9:40 8.22 148 7.27 1810 6.60 2.38 3.87 -4.9
9:45 8.22 148 7.37 1808 6.64 2.22 3.99 5.2
9:50 8.22 148 7.34 1814 6.61 2.07 3.45 5.2
9:55 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[X]chloride 300.0 4 DEG.C 1 X500 mL [X]chloride
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4DEG.C 1 X500 mL [XJspeciic Conductivity
[X]pissolved A, Cr DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~ 4.6 gal.

NOTES  Chloride and Sulfate analysis col

SIGNATURE:

llected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: SAM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.

FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| PZ-25 | ROUND NO.
SAMPLE ID 0OC-PZ-25 | SITE TYPE| Superfund | DATE 4/3/2019
TIME|STAHT 10:06  END 11:55 | JOB NUMBER | 6107190016 | BOTTLE TIME 11:50
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 7.89 FT. WELL DEPTH PID WELL
(TOR) 16.52  FT. AMBIENT AIR N/A PPM DIAMETER 1.5 IN.
FINAL DEPTH
TO WATER 7.89 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME <0.01 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 4.02 GAL. <0.01 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
10:20 7.90 156 Connect YSI ~ 13 ft.
10:25 7.90 156 7.51 1360 6.43 1.94 92.2 53.9
10:45 7.90 156 7.78 1336 6.40 1.83 36.6 61.9
11:05 7.90 156 8.12 1326 6.38 1.65 14.3 63.1
11:15 7.90 156 8.10 1328 6.38 1.66 11.5 63.7
11:25 7.90 156 8.35 1325 6.39 1.54 9.19 64.1
11:35 7.90 156 8.44 1325 6.36 1.46 4.91 64.7
11:40 7.90 156 8.41 1325 6.35 1.50 4.40 64.5
11:45 7.90 156 8.49 1322 6.36 1.52 3.51 65.2
11:50 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER [] HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [vocs
[]svocs: NDPA and BEHP 8270 C 4DEG. C 2X1LAG [Isvocs
[ JveH MA VPH HCL /4 DEG. C 3X40mL [ JveH
[ pissolved Fe DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL [ois. Fe
eH SM 4500 H+B 4DEG.C 1 X 500 mL eH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
i 300.0 4 DEG.C 1 X500 mL i
[X]sulfate 300.0 4DEG.C 1 X500 mL [X]sulfate
[Xspeciic Conductivity SM 25108 4DEG.C 1 X500 mL [XJspeciic Conductivity
[X]pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [X]Jois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~4.0 gal.

NOTES

SIGNATURE:

Chloride and Sulfate analysis collected in one 500mL bottle

Field Form w/ Signature on File

Sampled by: SAM
Prepared by: SAM
Checked by: CTM

wood.
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - LOW FLOW GROUNDWATER SAMPLING

PROJECT | OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA ‘ WELL |D| GW-16R ROUND NO.
SAMPLE ID OC-GW-16R | SITE TYPE| Superfund DATE 4/3/2019
TIME|STAHT 8:00 END 9:25 | JOB NUMBER | 6107190016 BOTTLE TIME 8:55
WATER LEVEL / PUMP SETTINGS MEASUREMENT POINT
QC SAMPLE TOP OF WELL RISER PROTECTIVE PROTECTIVE
COLLECTED ID N/A || TOP OF PROTECTIVE CASING ~ CASING STICKUP CASING / WELL
| OTHER (FROM GROUND) FT. DIFFERENCE N/A FT.
INITIAL DEPTH
TO WATER 10.47 FT. WELL DEPTH PID WELL
(TOR) ~172  FT. AMBIENT AIR N/A PPM DIAMETER 2 IN.
FINAL DEPTH
TO WATER 10.82 FT. SCREEN PID WELL WELL YES NO NA
LENGTH 5 FT. MOUTH N/A PPM INTEGRITY: CAP X _
DRAWDOWN CASING X _
VOLUME 0.056 GAL. RATIO OF DRAWDOWN VOLUME PRESSURE LOCKED X _
(final - initial x 0.16 {2-inch} or x 0.65 {4-inch}) TO TOTAL VOLUME PURGED TO PUMP N/A PSI COLLAR X ——
TOTAL VOL. REFILL DISCHARGE
PURGED 1.46 GAL. 0.04 TIMER N/A SEC. TIMER N/A SEC.
(purge rate (milliliters per minute) x time duration (minutes) x 0.00026 gal/ml) SETTING SETTING
PURGE DATA
DEPTHTO | PURGE RATE TEMP. SPEC. COND. pH DISS. 02 TURBIDITY ORPEN [ gavpLE
TIME WATER (ft.) (ml/min) (deg. C) (uS/cm) (units) (mg/L) (NTU) (mV) DEPTH (ft.)
(0.31t) (100-400) (3%) (3%) (+-0.1_|(10%)(>0.5)|  (10%) (> 5) (+/-10 mV) : COMMENTS
8:05 Start Pump ~15ft.
8:10 10.79 125 7.91 194 6.11 1.73 33.7 10.1
8:15 10.81 125 7.93 193 6.12 1.59 10.5 1.1
8:20 10.82 125 7.60 190 6.17 1.31 9.64 14.9
8:25 10.80 125 7.51 186 6.24 0.93 11.4 18.5
8:30 10.81 125 7.55 185 6.27 0.75 9.76 19.4
8:35 10.80 125 7.47 184 6.30 0.69 9.94 20.2
8:40 10.82 125 7.78 184 6.35 0.73 9.53 18.7
8:45 10.82 125 7.67 184 6.38 0.67 9.50 18.8
8:50 10.82 125 7.71 184 6.39 0.72 9.47 18.6
8:55 Collect Sample
EQUIPMENT DOCUMENTATION
TYPE OF PUMP TYPE OF TUBING TYPE OF PUMP MATERIAL TYPE OF BLADDER MATERIAL
] QeD BLADDER [] TEFLON OR TEFLON LINED [] POLYVINYL GHLORIDE [] TEFLON
[ simco BLADDER HIGH DENSITY POLYETHYLENE [] STAINLESS STEEL [JotHER
GEOPUMP [ ] LDPE (Dedicated) SILICON (Dedicated)
ANALYTICAL PARAMETERS
To Be Collected METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[X]vocs: Trimethylpentenes 8260 B HCL /4 DEG. C 3X40mL [X]vocs
[X]svocs: NDPA and BEHP 8270 C 4DEG.C 2X1LAG [X]svocs
XJveH MA VPH HCL /4 DEG. C 3X40mL XJveH
DIS. 60108 HNO3 / 4 DEG. C 1 X500 mL Dis. Fe
XJeH SM 4500 H+B 4DEG.C 1 X 500 mL XJeH
Ammonia-Nitrogen 10-107-06-1 H2S04 /4 DEG. C 1 X250 mL Ammonia-Nitrogen
[chloride 300.0 4 DEG.C 1 X500 mL [chioride
[Jsulfate 300.0 4DEG. C 1 X 500 mL [Jsulfate
[ Ispecific Conductivity SM 25108 4DEG. C 1 X 500 mL [ Ispecific Conductivity
[ pissolved A, Cr DIS. 6010B HNO3/ 4 DEG. C 1 X 500 mL [ois. A, cr
PURGE OBSERVATIONS LOCATION SKETCH
PURGE WATER NUMBER OF GALLONS
CONTAINERIZED NO GENERATED ~1.5gal.
NOTES
Sampled by: CHL d
Prepared by: SAM wo o »
Checked by: CTM
SIGNATURE: Field Form w/ Signature on File
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA|

6107190016
FIELD SAMPLE ID | OC-SW-ISCO2 | ACTIVITY TIME |START 13:05 END 13:15
QC SAMPLES COLLECTED | N/A |

JOB NUMBER |

| DATE

PAGE 1 OF 1

4/2/2019

| BOTTLE TIME

SURFACE WATER DATA

EQUIPMENT USED

1447 mv

WATER DEPTH _ SPEC. COND ‘ ‘ [|BEAKER
AT LOCATION 0.50 ft. 887 uS/cm
[ |pAcs BoMB
DEPTH OF SAMPLE - D.O. _
FROM SURFACE 0.25 it 1240 mg/L [ X JPERISTALTIC PUMP
TEMPERATURE _ SALINITY [ X]FILTER (0.45 micron)
9.07 DEGC %
[ X JLDPE Tubing & Silicon
TURBIDITY ORP
5 NTU
4

pH

TYPE OF SURFACE WATER

STREAM/ DITCH

[ ] LAKE/POND

[ ] sEEP

[ ] MARsH

OTHER South Ditch

Notes: Location prior to discharge into the East Ditch

DECON FLUIDS USED:
[ |pIwATER

[ |POTABLE WATER

[_INONE

SEDIMENT DATA

START DEPTH I:l

SEDIMENT SAMPLE TYPE OF SEDIMENT

[ Joreme

END DEPTH
TYPE OF SAMPLE GRAB I:l |:|SAND
SAMPLE OBSERVATIONS |:|GRAVEL
ODOR |:|CLAY
COLOR |:|OTHER
FLOC OBSERVED CLEAR OF LEAF LITTER

EQUIPMENT FOR COLLECTION

|:|HAND AUGER
Ds.s. SPOON

ALUMINIUM PAN

L]
|:|DREDGE
L

OTHER

DECON FLUIDS USED

D DI WATER

D POTABLE WATER
D LIQUINOX
|:|OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]

ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE

NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 1603 4DEG.C 1X 8oz L]
[ ] TotalAlCr,Fe Total 60108 4DEG.C 1X8o0z. ]
[] []
] ]
[] []
] ]
(] (]

NOTES

SIGNATURE: Field Form w/ Signature on File

wood.

Sampled by: CTM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC. PAGE 1 OF 1
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA| JOB NUMBER | 6107190016 | DATE 4/2/2019

FIELD SAMPLE ID | OC-SW-ISCO3 | ACTIVITY TIME |START 12:52 END 13:05 | BOTTLE TIME | 13:00

QC SAMPLES COLLECTED | N/A |

SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER

WATER DEPTH SPEC. COND [ |BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 0.60 1,054 uS/cm

[

[ |pAcs BoMB LAKE/ POND [ IDIWATER

ft.
DEPTH OF SAMPLE D.O.
FROM SURFACE 0.30 ft. 11.50 mg/L [ X ]PERISTALTIC PUMP
NTU

SEEP [ |POTABLE WATER

TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
14.34 DEGC %

[ X JLDPE Tubing & Silicon OTHER East Ditch

TURBIDITY ORP
2.75 1076 mv
pH 6.82  UNITS Notes: East Ditch; Up-stream of South Ditch confluence; Along Railway

SEDIMENT DATA

SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED

END DEPTH I:l |:|ORGANIC |:|HAND AUGER Dm WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN Duoumox
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|

FLOC OBSERVED CLEAR OF LEAF LITTER

OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]

ANALYTICAL PARAMETERS

SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCrFe Total 6010B 4DEG.C 1X 8oz ]
NOTES

wood.

SIGNATURE: Field Form w/ Signature on File

Sampled by: CTM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC. PAGE 1 OF 1
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA| JOB NUMBER | 6107190016 | DATE 4/2/2019

FIELD SAMPLE ID | OC-SW-PZ16RRR | ACTIVITY TIME |START 13:25 END 13:35 | BOTTLE TIME | 13:30
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [ |BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 0.40 t. 1,020 uS/cm
[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER

SEEP [ |POTABLE WATER

DEPTH OF SAMPLE D.O.

FROM SURFACE 0.20 it 10.57 mg/L [X]PERISTALTICPUMP [ ]

TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
10.41 DEGC %

[ X JLDPE Tubing & Silicon OTHER South Ditch
TURBIDITY ORP
3.84 NTU 180.5 mv
pH 6.07  UNITS Notes: At location PZ-16RRR

SEDIMENT DATA

SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED

END DEPTH I:l |:|ORGANIC |:|HAND AUGER Dm WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN Duoumox
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|

FLOC OBSERVED CLEAR OF LEAF LITTER

OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]

ANALYTICAL PARAMETERS

SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCrFe Total 6010B 4DEG.C 1X 8oz ]
NOTES

wood.

SIGNATURE: Field Form w/ Signature on File

Sampled by: CTM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC. PAGE 1 OF 1
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA| JOB NUMBER | 6107190016 | DATE 4/2/2019

FIELD SAMPLE ID | OC-SW-PZ17RRR | ACTIVITY TIME |START 13:35 END 13:45 | BOTTLE TIME | 13:40

QC SAMPLES COLLECTED | N/A |

SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER

WATER DEPTH SPEC. COND [ |BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 0 1,041 uS/cm

[

[ |pAcs BoMB LAKE/ POND [ IDIWATER

0.5 ft.
D.O.
0.25 it 11.13 mg/L [X]PERISTALTICPUMP [ ]
TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
9.85 DEGC %
8 NTU
95

DEPTH OF SAMPLE

FROM SURFACE SEEP l:lPOTABLE WATER

[ X JLDPE Tubing & Silicon OTHER South Ditch
TURBIDITY ORP
2 182.8  mv
pH 5. UNITS Notes: At location PZ-17RRR

SEDIMENT DATA

SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED

END DEPTH I:l |:|ORGANIC |:|HAND AUGER Dm WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN Duoumox
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|

FLOC OBSERVED CLEAR OF LEAF LITTER

OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]

ANALYTICAL PARAMETERS

SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCrFe Total 6010B 4DEG.C 1X 8oz ]
NOTES

wood.

SIGNATURE: Field Form w/ Signature on File

Sampled by: CTM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA|

6107190016
FIELD SAMPLE ID | OC-SW-PZ18R | ACTIVITY TIME |START 14:00 END 14:08
QC SAMPLES COLLECTED | N/A |

JOB NUMBER |

| DATE

PAGE 1 OF 1

4/2/2019

| BOTTLE TIME

SURFACE WATER DATA

EQUIPMENT USED

1481  mv

WATER DEPTH _ SPEC. COND ‘ ‘ [|BEAKER
AT LOCATION 0.60 t. 2,254 uS/cm
[ |pAcs BoMB
DEPTH OF SAMPLE - D.O. _
FROM SURFACE 0.30 ft. 11.21 mg/L [ X ]PERISTALTIC PUMP
TEMPERATURE _ SALINITY [ X]FILTER (0.45 micron)
9.10 DEGC %
[ X JLDPE Tubing & Silicon
TURBIDITY ORP
7 NTU
94

pH

Notes: At location PZ-18R

TYPE OF SURFACE WATER

STREAM/ DITCH
[ ] LAKE/POND

[ ] sEEP

[ ] MARsH

OTHER: Weir Area

DECON FLUIDS USED:
[ |pIwATER

[ |POTABLE WATER

[_INONE

SEDIMENT DATA

START DEPTH I:l

SEDIMENT SAMPLE TYPE OF SEDIMENT

[ Joreme

END DEPTH
TYPE OF SAMPLE GRAB I:l |:|SAND
SAMPLE OBSERVATIONS |:|GRAVEL
ODOR |:|CLAY
COLOR |:|OTHER
FLOC OBSERVED CLEAR OF LEAF LITTER

EQUIPMENT FOR COLLECTION

|:|HAND AUGER
Ds.s. SPOON

ALUMINIUM PAN

L]
|:|DREDGE
L

OTHER

DECON FLUIDS USED

D DI WATER

D POTABLE WATER
D LIQUINOX
|:|OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]

ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE

NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 1603 4DEG.C 1X 8oz L]
[ ] TotalAlCr,Fe Total 60108 4DEG.C 1X8o0z. ]
[] []
] ]
[] []
] ]
(] (]

NOTES

SIGNATURE: Field Form w/ Signature on File

wood.

Sampled by: CTM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC. PAGE 1 OF 1
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA| JOB NUMBER | 6107190016 | DATE 4/2/2019

FIELD SAMPLE ID | OC-SW-SD17 | ACTIVITY TIME |START 13:50 END 14:00 | BOTTLE TIME | 13:55

QC SAMPLES COLLECTED | N/A |

SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER

WATER DEPTH SPEC. COND [ |BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION 0.30 1,044 uS/cm

[

[ |pAcs BoMB LAKE/ POND [ IDIWATER

ft.
DEPTH OF SAMPLE D.O.
FROM SURFACE 0.20 it 8.83 mglL [ X JPERISTALTIC PUMP
NTU

SEEP [ |POTABLE WATER

TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE
10.13 DEGC %

[ X JLDPE Tubing & Silicon OTHER South Ditch

TURBIDITY ORP
1.99 179.7 mv
pH 5.90 UNITS Notes: Up-stream of location PZ-17RRR

SEDIMENT DATA

SEDIMENT SAMPLE START DEPTH I:l TYPE OF SEDIMENT EQUIPMENT FOR COLLECTION DECON FLUIDS USED

END DEPTH I:l |:|ORGANIC |:|HAND AUGER Dm WATER
TYPE OF SAMPLE GRAB I:l |:|SAND |:|s.s. SPOON |:|POTABLE WATER
SAMPLE OBSERVATIONS |:|GRAVEL |:|ALUMINIUM PAN Duoumox
ODOR |:|CLAY |:|DREDGE |:|OTHER
COLOR |:|OTHER |:|

FLOC OBSERVED CLEAR OF LEAF LITTER

OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE

NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]

ANALYTICAL PARAMETERS

SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 160.3 4DEG.C 1X 8oz L]
[ ] TotalAlCrFe Total 6010B 4DEG.C 1X 8oz ]
NOTES

wood.

SIGNATURE: Field Form w/ Signature on File

Sampled by: CTM
Prepared by: SAM
Checked by: CTM
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WOOD ENVIRONMENT & INFRASTRUCTURE SOLUTIONS, INC.
FIELD DATA RECORD - SURFACE WATER

PROJECT |OLIN CHEMICAL SUPERFUND SITE, WILMINGTON, MA|

JOB NUMBER |

PAGE 1 OF 1

| owe ]

6107190016

FIELD SAMPLE ID | | ACTIVITY TIME |START END | BOTTLE TIME |:|
QC SAMPLES COLLECTED | N/A |
SURFACE WATER DATA EQUIPMENT USED TYPE OF SURFACE WATER
WATER DEPTH SPEC. COND [|BEAKER STREAM/ DITCH DECON FLUIDS USED:
AT LOCATION uSfcm

[ |pAcs BoMB [ ] LAKE/POND [ IDIWATER
DEPTH OF SAMPLE D.O.
FROM SURFACE mg/L [X]PERISTALTICPUMP [ ]  SEEP [ |POTABLE WATER
TEMPERATURE SALINITY [XJFILTER (0.45micron) [ ]  MARSH [_INONE

DEGC %
[XJLDPE Tubing & Silcon |  OTHER
TURBIDITY ORP
NTU mv
pH UNITS

SEDIMENT DATA

START DEPTH I:l

SEDIMENT SAMPLE TYPE OF SEDIMENT

[ Joreme
[ Jswo

END DEPTH

TYPE OF SAMPLE GRAB
SAMPLE OBSERVATIONS |:|GRAVEL
ODOR |:|CLAY
COLOR |:|OTHER
FLOC OBSERVED CLEAR OF LEAF LITTER

EQUIPMENT FOR COLLECTION

|:|HAND AUGER
Ds.s. SPOON

ALUMINIUM PAN

L]
|:|DREDGE
L

OTHER

DECON FLUIDS USED

D DI WATER

D POTABLE WATER
D LIQUINOX
|:|OTHER

ANALYTICAL PARAMETERS

SURFACE WATER METHOD PRESERVATION VOLUME SAMPLE
NUMBER FILTERED METHOD REQUIRED COLLECTED
Ammonia-Nitrogen 10-107-06-1 N H2S04/4DEG.C 1X250mL
Nitrate / Nitrite 300.0 N 4DEG.C 1 X 500 mL
Chloride 300.0 N 4DEG.C 1X 500 mL
Sulfate 300.0 N 4DEG.C 1 X500 mL
Specific Conductivity SM 25108 N 4DEG.C 1X 500 mL
Total Al, Cr, Na Total 6010B N HNO3 / 4 DEG. C 1X 500 mL
Dissolved Al, Cr, Na DIS. 6010B Y HNO3 /4 DEG. C 1X 500 mL
] ]
] ]
ANALYTICAL PARAMETERS
SEDIMENT METHOD PRESERVATION VOLUME SAMPLE
NUMBER METHOD REQUIRED COLLECTED
[ ] % Solids/Moisture 1603 4DEG.C 1X 8oz L]
[ ] TotalAlCr,Fe Total 60108 4DEG.C 1X8o0z. ]
[] []
] ]
[] []
] ]
(] (]
NOTES
wood.
SIGNATURE:

Sampled by:
Prepared by:
Checked by:

\\WFD-FS1\projectf$\Projects\old_W akefield_Data\projects\OLIN\Wilmington\2019 Quarterly\Q1\Notes\Q1 2019 SW FDRs.xIs
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6T02/T/S

TestAmerica Buffalo
10 Hazelwood Drive

Amherst, NY 14228-2298
Phone (716) 691-2600 Fax (716) 691-7991

Chain of Custody Record

fes%mef ICQ

1

RS T R TR T R R e

Sampler: - Lab PM: Carrier Tracking No(s): COC No:
Client Information C/[\,JS //)@u_w[-‘,. Mason, Becky C 480-128049-28918.1
Client Contact: Phone: \ = E-Mail: Page:
Mr. Brian Guichard ? ? ? ?Z 7 37?4 becky.mason@testamericainc.com Page 1 of 1
Company: ) Job #:
Olin Corporation Analysis Requested
Address: Due Date Requested: Preservation Codes:
51 Eames street 5{ % HE T—
City TAT Requested .(days): -A B - NaOH N - None
Wilmington ;bv\j 'Q = C-ZnAcstate  O-AsNaO2
State, Zip: e C
MA, 01887
Phone PO #: j
423-336-4012(Tel) REWI0025 2 i Jdrate
Email: WO #: E — i
beguichard@olin.com § 2 g g
Project Name: Project #: =|5|5 | = s
Quarterly GW Q) -7 48019903 5 M EHINE oS sl SmrolCultedy
. = o 6 —
Site: SSOw#: el S| E| | § o |Other:
Oln = W:lmion, MA- HAHEHE 3
> slaf2|2|&|3 z
Sample | pagix |8 i 2l E|ald £
—— (C'Eyc;;e (W=water, $=s0lid g =3 :| 8| a %
=Comp, O=wasteloil, |=1%¢ < B I ) )
Sample Identification Sample Date Time G=grab) | sr=Tissue, a=air) i% KL § § 3|2 & Special Instructions/Note:
Preservation Code: N [s |ID |N
OC-GW-202S W3)g |0600 | G- water Y a[Y 1] )]0 Y
T '
0C-GW-202D H)3)ig 0900 G- Water
loc-gw.2s. — — —
_GW- i2] i
OC-GW-78S /3], 9 |IM35| & Water | | i
: l \Alad,
QC-GW-79S___ Water i
OC-PZ-16RRR Water
[SAg 7™
0C-PZ-17RRR Yy { ;l,j €19 B Water
L[ Y 4
0C-PZ-18R q} 3],(( 1000 | G Water
0C-PZ-24 4 } 3 /,7 otss| O Water l
OC-PZ-25 x” 3 I,7 /iSO 6_/ water | [ " v v [V Ny
—— Water

49/3/¢¢

Possible Hazard Identification

Sample Disposal ( A fee may be assessed if samples are retained longer than 1 month)

o0 O

Non-Hazard Flammable Skin Irritant Poison B Unknown l:R’ad/ological Return To Client Disposal By Lab Archive For Months
Deliverable Requested: I, I, lil, IV, Other (specify) Special Instructions/QC Requirements:
Empty Kit Relinquished)' IDate: JTime‘ IMelhod of Shipment:
Relinquished by: /é\/ / Datefl'im?/ / Comz:iy Received b% /\ Date/Time: Company

( 3 IS ol A}/,u a5  ISvs | an
Relinquished by: D?e/’l’g\_ Company Received by: Dalem . Company
M/C/L/ 72 AT el oy 9te
Relinquisfed-by” Date/Time: Company Rece€d b Dal{ Time Company
Custody Seals Intact: |Custody Seal No.: Cooler Temperature(s) “C and Other Remarks
\ Yes A\ No 5 ? :& ’
Ver: 01 162019
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6T02/T/S

TestAmerica Buffalo
10 Hazelwood Drive

Chain of Custody Record

TestAmerica

Amherst, NY 14228-2298 e e
Phone (716) 691-2600 Fax (716) 691-7991 : :
P'Sampber Lab PM Carner Tracking Nois) COC No
Client Information JAM IRV S ALCHA Mason, Becky C 480-128049-28918.1
Client Contact. Phone E-Mail Page
Mr. Brian Guichard q7o- 427~ 5@62 becky. mason@lestamericainc.com Page 1 of 1
Company. = Job #
Olin Corporation Analysis Requested
Address oue Date Requested: y Preservation Codes:
51 Eames street STANVD ARD | I r | ’ e it
City TAT Requested (days):
Wilmington o
Stale, Zip STAM'DAED _ﬂ_
MA, 01887 -
Phane PO # e
423-336-4012(Tel) REWI0025 5l nydrate
Email WO # E = :
beguichard(@olin.com o2 C 8 480-151401 Chain of Custody . e—
Fropetame P dE HEE i TS
Quarterly GW 48019903 81 s8] .3 20 i
Sie SSOWE al=l e |E[G |2 S lother:
OLIAN Witar i GToN = I e el B -}
3 g 5|8|2|% H
Sample | papix |22 & | £ T2 E
Type (Wawater, S=salid i g z| % g : 3
Sample | (C=comp,| o-wasweia % =l 2sl2)e ]
Sample Identification Sample Date Time | G=grab) |ar-teswesa)|Z]e] S | S |2 | & 2 Special Instructions/Note:
Preservation Code: N Is Ip IN

Al

[HEN

[STNSLAIvISS = — Water = = == —
0C-GW-25 /419 | 14S | & water [y XS( iH
GW.78S Waler
OC-GW-798 ¢/ /14 0835 | G water [y L
f—
OC-PZ-16RRR q,'/q, 19 0930 G water Y g
RZ 17RRE Werter — et
~BG-RL-18R L water
BPZ.24. AL Ak
-P7.25 Water ==
Water
Possible Hazard Identification B = Sample Disposal ( A fee may be assessed if samples are retained longer than 1 month)
Non-Hazard Fiammable £l Skin Irritant = Poison B (1 Unknown [‘JRadr'o!og;caJ Return To Client Disposal By Lab Archive For Months
Deliverable Requested: |, Il Iil, IV, Other (specify) Special Instructions/QC Requirements:
Empty Kit Relinquusheg'by' IDale, [TIITIE ——— IMcﬂhuu of Shipment
Ralinquished m Date, mf Company Q Rz?éﬂ'ﬁy Dale/Time; = CO’?LM
P T N zéfh'? Slo Yo o b §-v-rs /17C cﬁﬂ
Relinguished by - D ’T=_ ’ Company Recaved Date/ Cefmpany
A ol =8 o] G0 oo /o715 oo
Relinquishedby— —— -|Date/Time Gémpany Received by Date/Timk: il Company
Custody Seals Imtact: |Custody Seal No.: Cooier Temperature(s) "C and Other Remarks /
\ Yes A No /? » 2 #
Ver 01 162019

o
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6102/S¢/v

TestAmerica Buffalo
10 Hazelwood Drive
Amherst, NY 14228-2298

Chain of Custody Record

TestAmerica

Phone (716) 691-2600 Fax (716) 691-7991 W LEAGER RLENCROTME . TR0
Sampler, -~ p /27 Lab PM: Carrier Tracking No(s) COC No:
Client Information ~S trre [ P Mason, Becky C 480-128055-28920.1
Client Contact Phone: . E-Mail Page:
Mr. Brian Guichard 33?727 g 79 é becky.mason@testamericainc.com Page 1 of 1
Company. Job #:
Olin Corporation Analysis Requested
Address Due Date Requested: Preservation Codes:
5‘1 Eames street o L e
City: TAT Requested (days): B - NaOH N - None
Wilmington C - Zn Acetate O - AsNa02
State, Zip: S\ e e P - Na204S
MA, 01887 >
Phone: PO #: 3 E
423-336-4012(Tel) REWI0025 = e &
Email WO #: z| a
beguichard@olin.com 2 2 E
Project Name ; ; Project #: 2l5] o > < :
PlantB Quaterly (2| = 2019 48019903 a2 s 5|8 hain of Custody
: al>| E (4 o 2
Isite: ~ q SSOW#: ‘E" =\ E a|e g [Otner: —
Ol M‘[/“"A,;}\a:\ /ﬂIQ' H z Fl8 5
— - 3 -~ % 5 o380 E
Sample :Iiatnx = B R g] T E
T wwater, |SlelZ (8| |a | |2 3
_ype S=solid, = g $ % z g “lo z
Sample |(C=comp, | o=wasteloi, % =l s 12|zl8lels £
Sample |dentification Sample Date Time G=grab) |er-reswenad)|c| @] S |8 | S |2 [S [ 8 2 Special Instructions/Note:
Preservation Code: S |ID |[A |A [N [N
OC-GW-16R Lf/ 3/17 08sy| 6 water [Ylnp| (|1 [3(3|]! i}
=
Water //
v
il
/r/
/7
= J
o A1 Y
7y
/ 7
Possible Hazard Identification Sample Disposal ( A fee may be d if ples are retained longer than 1 month)
Non-Hazard Flammable — Skin Irritant Poison B Unknown Radiological Return To Client Disposal By Lab Archive For Months
Deliverable Requested: 1, 11, 1ll, IV, Other (specify) Special Instructions/QC Requirements:
Empty Kit Relinquished by: IDate: ITime: |Memod of Shipment:
Felmqulshed by % / Date/Time: / / Compan: Received.by: : Date/Time: / Y ¢ . |Company
' . q/3/17 L4 DA QP oA Y 2-/9 il
Reiinquishe?/"_" Date/Time:l T & Company IR Date/Time; = 2 Cémpany
B i TGS ™ y 375 /Fwe Z /659 Yoo
Relinquisiied by: — & /‘, Date/Time: Company Received by: = Date/Time: 4 Company

Custody Seals Intact:
A Yes A No

Custody Seal No.:

Cooler Temperature(s) °C and Other Remarks:

= |

DR

3]

Ver: 01/16/2019

Ol




6¢ 40 8¢ abed

6T10C/VCIv

TestAmerica Buffalo
10 Hazelwood Drive

Chain of Custody Record

festAmerico

Amherst. NY 14228-2298 = Lo e
Phone (716) 691-2600 Fax (716) 691-7991 o
Isampler Lab PM Carnier Tracking No(s) COC No:
Client Information CHRIS Mp2ZZotinol Mason, Becky C 480-128053-28919.1
Client Contact Phone E-Mail Page
Mr. Brian Guichard 33q-927 -3 Al becky.mason@lestamericainc.com Page 1 of 1
Company: Job #
Olin Corporation An-tnis Dannctard
Addrass Due Date Requested: es:
51 Eames streel Sictiaiiig
City: TAT Requested (days): N - None
Wilmington P ARD i O - AsNaO2
State. Zip STAnTD 5 g :ﬂics’g:
& a2
MA. 01887 Y St ol
Phone PO # Lo S 480-151200 Chain of Custody S -H2504
423-336-4012(Tel) REWI0O0D25 &l S iAGd  T-TSP Dodecahydrate
Emall WO # | s - I-Ice U - Acetone
beguichard@olin.com °l2 1 = w |- 01 water V- MCAA
PR g | HARE W v
SW Quanerty  15* 2019 48019903 A HHHEE s i
Sie = SSOw#: £ E— 0 I [ S |other:
OLIA WILMIRNGTDORN 1 E Y 5
HHHEIEE £
Sample Matrix |2 =] 5 g £ a E
TYPE  |uersans) RN & | 2 | S [ 2 z
watar, 3 |4 z
Sample |(C=comp,| oot |2 s 2lz|& |2 2
Sample Identification Sample Date | Time | G=grab) [srmmesa)|cla] 8 [ 8 |8 | & = Special Instructions/Note:
—— Preservation Code: N Is |D IN e ———mar
OC-ISCO1 4214 |idio | & Water |y R 0 7 2 5
0C-15C02 4/2)ia |izle | 6 water 1Y) 11 ]1[? |2 5
0C-ISCO3 ¢+ / 2 / 19 |13c0 | G Water |y 0 O g
OC-PZ-16RRRSW U /-,__ I_lq 1330 G Water ‘I 0 O T e
0OC-PZ-17RRRSW Y[ /19 | 1340 | & water | 1|1 |1 ]2 g
OC-SD-18RSW 4/2/19 | 14eS | 6 water Yl [1]i]) [2 &
0C-SD-17 B3l 'LIH 1355 | G water [y R T A 51
= =
Water —
42/
/ 1" .
ey, i &
]
Possible Hazard Identification Sample Disposal ( A fee may be assessed if samples are retained longer than 1 month)
Non-Hazard DFfammabfe - Skin Irritant L Poaison B Unknown Dﬁ’adlm‘ogacaf Return To Client Disposal By Lab Archive For ___ Months
Deliverable Requested: |, I, lil, IV, Other (specify) Special Instructions/QC Requirements:
Emply Kit Relinguished by: IDate: ITrme JMelhnd of Shipment
Relinquished by: ‘%—L"_——- Date/Time Company R?aa( Date/Time Company
#a L Mff’ 510 'ﬂ)oml é /"4 Gl 5 /370
Relinquished ~ Date/Time: © ~ = Compan d&f’W 03?1 4 Company
. go2o15 (fes | 7P oy63/9 o eo
Ru(.nqmgnt/\(/(_/ 7“—‘" Date/Time Company l-fecewed by DateTime Company
Custody Seals Intact: {@Ustody Seal No Cooler Temperalure(s) 'C and Other Remarks - .
A\ Yes A No a? \ d) ’ﬂ\}
Ver: 001 162019

[
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Appendix C

Inspection Log



Olin Wilmington Containment Area Temporary Cap Inspection

Date: | 37 29 /2019 | Inspector: Brian Guichard

Inspection Checklist

Feature Observations Notes

Clear and Requires _
Drain Functioning Maintenance | Date Cleared:

equires :
Sewn Seams U Intact Megairs Date Repaired:
Requires ]

Ballast D Intact Replacement Date Replaced:
Panels X |Repair Locations Date:
Ballast Locations (O |Locations Replaced or Repaired wind damn fe Arevm S
Seam Locations === || .ocations Repaired Sepw R e /Te -

Note: Repairs done earlier in the season do not seem to be adhering to the cap surface sufficiently. Patches

completed on the older sections of the cap do not stick because of the thread bare areas around the patch,

and a few of the paiches on the newer section of the cap do not seem to adhere to the newer cap material because

it is thin and flimsy and not a smooth surface to bond to. Large sections in several areas of the cap have sustained

damage from severe winter winds. Attempts will be made to pull back and re-ballast those sections where possible.
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Appendix B

Data Validation Memoranda
(Provided on CD)
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Appendix B1-B2

Fourth Quarter 2018 Sampling Event
First Quarter 2019 Sampling Event
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Appendix B3

Additional Sampling Events
November 2018 Calcium Sulfate Landfill Sampling
December 2018 Private Well Sampling

il 2019 Private Well Sampling
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Appendix B4

Unvalidated Data
October 2018 — March 2019
Plant B RGP and Tank Sampling
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Appendix C

Weir Monthly Inspection Reports: October 2018 — March 2019
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Wood Environment & Infrastructure Solutions, Inc.
271 Mill Road, 3™ Floor

Chelmsford, MA 01824

USA

October 26, 2018 T: 978-692-9090

www.woodplc.com

Wilmington Conservation Commission
Town Hall

121 Glen Road

Wilmington, MA 01887

Attn: Winifred McGowan

RE: Olin Corporation — DEP File #344-419
Weir Inspection Report — October 2018
Wood Project No. 6107-18-0016.04

Dear Commission:

This letter documents the weekly weir inspections carried out at the Olin Property in Wilmington, Massachusetts by Wood
Environment & Infrastructure Solutions, Inc. (Wood) and Olin Corporation. The weekly weir inspection reports for the month of
October 2018 are attached. Wood conducted an inspection on Friday, October 26, 2018.

West Ditch Off-Property

Stations A and B had a low level to normal level of clear water during all four inspections of the month. No flow and floating/
submerged leaves were observed during the fourth and final inspection of the month.

Weir

Station D had a low level of clear water during the second and third inspections of the month. During the first and fourth inspection,
Station D had a normal level and flow of clear water with floating and submerged leaves and a rust-orange color stream bottom
(fourth inspection only).

There was a trickle flow to no flow from the Weir outlet and a no flow from the Plant B outlet during the first three inspections of
the month. There was no flow from either outlet during the fourth inspection of the month. The main area was mostly clear with
had a trickle flow to low flow of clear water during all four inspections.

South Ditch Downstream of the Weir

Stations E and F had a trickle flow of clear water during the first three inspections of the month. There was a low level and flow of
clear water with floating and submerged leaves and a brown-rust stream bottom during the fourth and final inspection of the
month. Station G had a trickle flow to very low flow of clear water during all four inspections of the month.

The hay bale line had a trickle flow to low level and flow of clear water during all four inspections of the month. A brown stream
bottom was noted during the fourth inspection of the month.

‘Wood' is a trading name for John Wood Group PLC and its subsidiaries. .



Page 2

Wetland Areas South of the South Ditch

Stations H and I had some standing water and saturated soils during all four inspections of the month.

Sincerely,
Wood Environment & Infrastructure Solutions, Inc.

(2o 2 L i Pk

Chris Mazzolini Michael J. Murphy
Senior Project Scientist Principal Scientist
Attachments

cc: Mr. James Cashwell, Olin Corp. (Electronic)
Mr. Chinny Esakkiperumal, Olin Corp.
Mr. Brian Guichard, Olin Corp.
Mr. Jim DiLorenzo, EPA
Mr. Garry Waldeck, MassDEP — Boston
Wood Project File
[\\WFD-FS1 \projectf$\Projects\old_Wakefield_Data\projects\OLIN\Wilmington\South Ditch\Monthly Inspections\2018\2018-10\October 2018 Inspection.docx]



Olin Corporation
Wilmington Site

Interim Action Plan
South and West Ditch Inspection Report

Date 10/4/2018 Time 9:30 Inspectors Brian Guichard
|=’recipitate
Station Observation Other Observations
| Yes ||—N—o—
Offsite Fenced Ditch System Stn A has a low level of clear water.
Station A X Stn B has a normal level of clear water.
___|Station B X
West Ditch Foot Bridge
Station C X Filled in
Weir - Upstream Stn D has a normal level of clear water.
Station D X
Weir - Downstream Stations E & F have a trickle of clear water.
Station E X
Station F X
- _ Station G X Stn G has a trickle flow of clear water.
[ Unnamed Ditch Stn H has some stading water.
Station H X Stn | has some standing water.
| Station | | x
[ Supplemental Inspection .
Locations (designate
station location on page 2 of
| Staff Gauge Level
! Condition of Weir / Hay bale Barriers: There is a trickle flow from the weir and no flow

from the outlet pipe. The main area is mostly clear. The stream has a trickle flow of clear water.

The walking trail is muddy and has muitiple animal trails throughout.

The Hay Bale line has a trickle flow.

1/17/2007



Olin Corporation
Wilmington Site

Date 10/12/2018 Time

Interim Action Plan
South and West Ditch Inspection Report

11:30 Inspectors Leroy Johnson

Station

Precipitate
Observation

Other Observations

Offsite Fenced Ditch System

Stn A has a low level of clear water.

Station A

Stn B has a low level of clear water.

Station B

West Ditch Foot Bridge

Station C

Filled in

Weir - Upstream

Stn D has a low level of clear water.

Station D

Weir - Downstream

Stations E & F have a trickle of clear water.

Station E

Station F

Station G

Stn G has a trickle flow of clear water.

=_-Unnamed Ditch

Stn H has saturated soil.

Station H

Stn | has saturated soil.

Station |

“x x

ﬁupplemen | Inspection
Locations (designate
station location on page 2 of

Staff Gauge Level

Condition of Weir / Hay bale Barriers:

There is no flow from the weir and no flow

from the outlet pipe. The main area is mostly clear. The stream has a trickle flow of clear water.

The walking trail is less muddy.

The Hay Bale line has a trickle flow.

111712007




Olin Corporation

Wilmington Site
Interim Action Plan

South and West Ditch Inspection Report

Date 10/19/2018 Time 10:30 Inspectors Leroy Johnson
Precipitate
Station Observation Other Observations

[ Yes | No |

Offsite Fenced Ditch System

Stn A has a low level of clear water.

Locations (designate
station location on page 2 of

Station A X Stn B has a low level of clear water.
Station B X
West Ditch Foot Bridge
Station C X Filled in
Weir - Upstream Stn D has a low level of clear water.
Station D X
Weir - Downstream Stations E & F have a trickle of clear water.
Station E X
Station F X
Station G Stn G has a trickle flow of clear water.
Unnamed Ditch Stn H has some standing water.
Station H p { Stn | has saturated soil.
| Station | X
[ Supplemental Inspection

Staff Gauge Level

Condition of Weir / Hay bale Barriers:

There is no flow from the weir and no flow

from the outlet pipe. The main area is mostly clear. The stream has a trickle flow of clear water.

The walking trail is less muddy.

Vegetation is dying off for the winter season.

The Hay Bale line has a trickle flow.

Moved some fallen branches from the stream around stations E & F.

1/17/2007




Olin Corporation
Wilmington Site
Interim Action Plan
South and West Ditch Precipitate Inspection Report

Date: 10/26/2018 Time: 8:30 Inspectors: Shawna lacozzi
~45°F
Precipitate
Station Observation Other Observations
Yes " No

Off-site Fenced Ditch System

Station A X A: Low level of clear water, no flow, floating and submerged leaves

Station B X B: Normal level of clear water, no flow, floating and submerged leaves

West Ditch Foot Bridge

|Station C | | C: Filled in

Weir - Upstream

Station D X D: Normal level of clear water w/ floating and submerged leaves and a rust

orange bottom

Weir - Downstream

Station E X E & F: Low level and flow of clear water w/ a brown-rust bottom
Station F X
Station G X G: Very low flow of clear water

Unnamed Ditch

Station H X H: Saturated soil, some standing water

Station | X I: Standing water with saturated soil

Supplemental Inspection

Locations (designate station

location on page 2 of 2)

Staff Gauge Level

Condition of Weir / Hay Bale Barriers:

There was no flow from the Weir Outlet or from the Plant B Outlet.

The Main Area: Low level and flow of clear water, a brown-rust color was observed on the bottom.

The Hay Bale Line: Low level and flow of clear water w/ a brown bottom.

Leaves are falling and the vegetation is dying off due to colder temperatures.

\WFD-FS1\projecti$\Projects\old_Wakefield_Data\projects\OLIN\Wilmington\SemiAnnual Status Report\2019 July\Appendix C\2018-10\
October 2018 Inspection.xlsx, 10_26_18
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Wood Environment & Infrastructure Solutions, Inc.
271 Mill Road, 3™ Floor

Chelmsford, MA 01824

USA

November 30, 2018 T: 978-692-9090

www.woodplc.com

Wilmington Conservation Commission
Town Hall

121 Glen Road

Wilmington, MA 01887

Attn: Winifred McGowan

RE: Olin Corporation — DEP File #344-419
Weir Inspection Report — November 2018
Wood Project No. 6107-18-0016.04

Dear Commission:

This letter documents the weekly weir inspections carried out at the Olin Property in Wilmington, Massachusetts by Wood
Environment & Infrastructure Solutions, Inc. (Wood) and Olin Corporation. The weekly weir inspection reports for the month of
November 2018 are attached. Wood conducted an inspection on Friday, November 30, 2018.

West Ditch Off-Property

Stations A and B had a low to normal level of clear water for the first four inspections of the month and a medium level of clear
water with submerged leaves during the fifth and final inspection of the month.

Weir

Station D had a normal to low level of clear water during the first four inspections of the month. For the fifth inspection, Station D
had a medium level and flow of clear water with floating leaves and a brown stream bottom.

During the first four inspections of the month there was no flow from the weir and low flow from the Plant B outlet pipe. During
the fifth and final inspection, there was moderate to low flow and level of clear water from the weir and Plant B outlets. The Main
Area was mostly clear with low flow to a trickle flow of clear water during the first four inspections of the month. During the fifth
inspection, the Main Area had a medium to low level and flow of clear to slightly tannic water; with floating and submerged leaves;
and a brown stream bottom.

South Ditch Downstream of the Weir

Stations E and F had a low to trickle flow of clear water during the first four inspections of the month. During the fifth inspection,
a medium to high level and flow of clear water with some foaming was observed along with submerged leaves and a brown stream
bottom. Station G had a low flow to trickle flow of clear water during the first four inspections of the month. During the fifth and
final inspection of the month, Station G had a medium level and flow of clear water with some foaming; and a brown stream
bottom.

‘Wood' is a trading name for John Wood Group PLC and its subsidiaries. .



Page 2

The hay bale line had a trickle flow of clear water during the first four inspections of the month. A low level and flow of clear water;
a brown stream bottom; and some slight foaming was observed during the fifth and final inspection of the month.

Wetland Areas South of the South Ditch

Stations H and I were observed flooded with standing water during the first, third, fourth, and fifth inspections of the month.
Stations H and I were observed as dry with saturated soils during the second inspection of the month.

Sincerely,
Wood Environment & Infrastructure Solutions, Inc.

(o A i Pk

Chris Mazzolini Michael J. Murphy
Senior Project Scientist Principal Scientist
Attachments

cc: Mr. James Cashwell, Olin Corp. (Electronic)

Mr. Chinny Esakkiperumal, Olin Corp.

Mr. Brian Guichard, Olin Corp.

Mr. Jim DilLorenzo, EPA

Mr. Garry Waldeck, MassDEP — Boston

Wood Project File

[\\WFD-FS1\projectf$\Projects\oIdeakefieIdﬁData\projects\OLlN\Wilmington\South Ditch\Monthly Inspections\2018\2018-11\November 2018 Inspection.docx]



Date

Olin Corporation
Wilmington Site

Interim Action Plan
South and West Ditch Inspection Report

11/2/2018 Time

||

Station Observation

[ Yes | No |

9:30

Inspectors Leroy Johnson

Precipitate |

Other Observations

Offsite Fenced Ditch System

Sin A has a low level of clear water.

Station A X Stn B has a normal level of clear water.
Station B X

West Ditch Foot Bridge
Station C X Filled in

Weir - Upstream Stn D has a normal level of clear water.
Station D X

Weir - Downstream Stations E & F have a low of clear water.
Station E X
Station F X
Station G X Stn G has a low flow of clear water.

Unnamed Ditch

Stn H has standing water.

station location on page 2 of

Station H X Stn | has standing water.
L Station | | x -
[ Supplemental Inspection i T
Locations (designate

Staff Gauge Level

Condition of Weir / Hay bale Barriers:

There is no flow from the weir and a low flow

from the outlet pipe. The main area is mostly clear. The stream has a low flow of clear water.

The walking trail is muddy.

Vegetation is mostly dead for the winter season.

The Hay Bale

line has a trickle flow.

1/17/2007



Olin Corporation
Wilmington Site

Interim Action Plan
South and West Ditch Inspection Report

Date 11/9/2018 Time _9:&)_ Inspectors Brian Guichard
- " Precipitate
Station Observation Other Observations
| Yes | No
Offsite Fenced Ditch System Stn A has a low level of clear water.
Station A X Stn B has a low level of clear water.
Station B X
West Ditch Foot Bridge
Station C X Filled in
Weir - Upstream Stn D has a low level of clear water.
Station D X
Weir - Downstream Stations E & F have a trickle of clear water.
Station E X
Station F X
L Station G X Stn G has a trickle flow of clear water.
r =
Unnamed Ditch Stn H has saturated soil.
Station H X Stn | has saturated soil.
| Station | . X _
[ Supplemental Inspection ) |
Locations (designate
station location on page 2 of
Staff Gauge Level

Condition of Weir / Hay bale Barriers:

There is no flow from the weir and no flow

from the outlet pipe. The main area is mostly clear. The stream has a trickle flow of clear water.

The Hay Bale line has a trickle flow.

1117/12007



Olin Corporation
Wilmington Site

Interim Action Plan
South and West Ditch Inspection Report

Date 11/16/2018 Time _ 1:00 Inspectors Leroy Johnson
N Precipitate
Station Observation Other Observations
[ Yes [ No |
Offsite Fenced Ditch System Stn A has a low level of clear water.
Station A X Stn B has a normal level of clear water.
Station B X
West Ditch Foot Bridge
Station C X Filled in
Weir - Upstream Stn D has a normal level of clear water.
Station D X
Weir - Downstream Stations E & F have a low of clear water.
Station E X
Station F
Station G X Stn G has a low flow of clear water.
Unnamed Ditch Stn H has standing water.
Station H X Stn | has standing water.
| Station | X _
[ Supplemental Inspection )
Locations (designate
station location on page 2 of
| Staff Gauge Level -
Condition of Weir / Hay bale Barriers: There is no flow from the weir and a low flow

from the outlet pipe. The main area is mostly clear. The stream has a low flow of clear water.

The walking trail is muddy with coyote and deer prints in the mud.

Vegetation is mostly dead for the winter season.

The Hay Bale line has a frickle flow.

Remove some fallen branches from the trail near the foot bridge.

1/17/2007



Olin Corporation
Wilmington Si